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		  Datasheet File OCR Text:


		        power inductor< pin type: def series>          type:   def119      please refer to the sales offices on our website fo r a representative near you    www.sumida.com   1/1      1 . 3 3.20.5 10.0 max. 1.0 min. 13.0 max. 1 2 . 5   m a x . 9.50.5 3 . 5  0 . 5 9.50.5 1 0 . 1  0 . 5 1.6(min.) 3 . 5  0 . 5    product description   ? 13.0  12.5mm max.(l  w),10.0mm max. height.  ? inductance range: 0.32  0.43  h .  ? rated current range:29.5a.  ? ?? ? custom design is available.       feature                                                                                                                                                                                                                                                                             ? magnetically shielded construction.   ? mn-zn core used super high dc saturation current in ductors.    ? ideally used in motherboard power supply.  ? rohs compliance.       dimensions (mm)                                                                                                                                     land pattern (mm)                                                                     schematics (bottom)                 specification   part name  stamp  inductance  (h)  100khz  d.c.r  (at 20  )  (m5)  saturation current   (a)   1  temperature rise  current (a)   2  def119np-r32m  r32m  0.32  20    0.65  20    48.0  29.5  DEF119NP-R43M  r43m  0.43  20    0.65  20    42.0  29.5     1. saturation current: the dc current at which the  inductance decreases to 75% of its nominal value.   2. temperature rise current: the dc current at whic h the temperature rise is   t  40  (ta  20  ). 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of DEF119NP-R43M 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























