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		  Datasheet File OCR Text:


		  internet   http://www.minicircuits.com p . o .  b o x   350166,   b roo kly n ,   ne w  y or k   11235-0003   (718)   934-4500    fax   (718)   332-4661 distribution centers   no rth   america    800-654-7949    ?    417-335-5935    ?    fax   417-335-5945   ?   e u r op e   44-1252-832600   ?   fax   44-1252-837010 mini-circuits ? i so 9001  c erti f ie d ? instrumentation ? cable tv ? communication receivers & transmitters ? very flat coupling ? very broad, multi-octave ? all welded construction ? protected by patent 6140887 ? additional patent pending applications features fl905 electrical specifications (t amb = -55c to 100c) outline drawing outline dimensions   (     ) inch mm z30-9-4 5-1000 8.90.5 0.5 1.1 2.0 1.1 1.8 1.3 2.0 21 17 20 13 16  1.20 0.5 1.0 fl905 db 29.95 z30-12-4 5-1000 12.30.5 0.9 0.7 1.8 0.75 1.4 0.9 1.6 35 25 30 18 19  1.15 0.5 1.0 fl905 db 29.95 z30-13-4 5-1000 13.00.5 0.7 0.6 1.3 0.7 1.3 0.9 1.6 21 17 19 13 14  1.15 0.5 1.0 fl905 db 29.95 z30-17-5 50-1000 16.80.7 0.9 0.7 1.4 20 13 1.30 0.5 1.0 fl905 db 29.95 1000-1500 17.70.9 1.0 0.85 1.5 18 9 1.30 0.5 1.0 1500-2000 18.51.0 0.8 1.1 1.7 11  1.30 0.5 1.0 Z30-20-4 20-1000 20.50.6 0.9 0.3 1.0 0.35 1.0 0.5 1.2 22 15 25 18 19  1.11 1.0 1.0 fl905 db 29.95 f l -f u freq. range (mhz) coupling (db) directivity (db) vswr (:1) l typ. max. nom. max. flatness mainline loss (db) power input, w typ. l max. mu max. m typ. max. u typ. max. l typ. min. m typ. min. u typ. min. c c c c c o o o o o n n n n n n n n n n e e e e e c c c c c t t t t t i i i i i o o o o o n n n n n case style qty.  (1-24) price $ model no. l  = low range [f l  to 10 f l ]          m  = mid range [10 f l  to f u /2]       u  = upper range [f u /2 to f u ] rev. a m81970 z30-9-4 edr-5733/1 z30-12-4 edr-5752/1 z30-13-4 edr-5753/1 z30-17-5 edr-5754/1 Z30-20-4 edr-5755/2 z30-series rvn/td/cp 020627 z30-series directional couplers 50 w       5 to 2000 mhz coaxial maximum ratings pin connections port (db) input 1 output 2 coupled 3 operating temperature -55c  to 100c storage temperature -55c  to 100c new! new! abcdef ghj .74 .50 .54 .80 .04 .16 .29 .37 .122 18.80 12.70 13.72 20.32 1.02 4.06 7.37 9.40 3.10 k l m wt. .122 .496 .106 grams 3.10 12.60 2.69 20.0
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