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		  Datasheet File OCR Text:


		  solder mounted  14 oxley uk electronic components division email: sales@oxley.co.uk tel: +44 (0) 1229 582621 oxley inc. email: sales@oxleyinc.com tel: (203) 488 1033 www.oxleygroup.com/emc odc:smfil:40489/3 - 1/00 solder mounted feedthrough capacitors  dcs characteristics part number rated current (amps) min. cap. (pf) min ir (g ? ) typical insertion loss (db) at full load current  -55  c to +125  c 10 mhz 100 mhz 1 ghz 10 ghz dcs204n-100p 10 100 5 - 3 20 28 dcs204n-500p 10 500 5 - 13 30 40 dcs204n-01n2 10 1200 5 3 20 37 45 dcs204n-02n7 10 2700 5 9 25 40 50 dcs204n-05n0 10 5000 5 14 30 45 55 dcs421n-22p0 10 22 5 - - 6 23 dcs421n-47p0 10 47 5 - - 11 28 dcs421n-100p 10 100 5 - 3 20 28 dcs421n-330p 10 330 5 - 12 30 48 dcs421n-470p 10 470 5 - 13 32 50 dcs421n-680p 10 680 5 - 16 34 50 dcs421n-01n0 10 1000 5 2 19 36 53 dcs421n-02n2 10 2200 5 8 26 42 58 dcs421n-03n3 10 3300 5 11 29 44 60 dcs421n-04n7 10 4700 5 13 32 44 60 dcs421n-06n8 10 6800 5 17 35 45 60 dcs421n-10n0 10 10000 5 20 39 46 60 dcs504n-100p 10 100 5 - 3 20 28 dcs504n-500p 10 500 5 - 13 35 50 dcs504n-01n2 10 1200 5 3 20 37 45 dcs504n-02n7 10 2700 5 9 25 40 50 dcs704n-100p 10 100 5 - 3 20 28 dcs704n-500p 10 500 5 - 13 30 40 dcs704n-01n2 10 1200 5 3 20 35 45 blank -  seal  positioning  per outline drawing z -  seal  positions  reversed 0.58 0.78 3 max. 1 l2 l1 resin seal * glass seal * d1 nom. d2 ordering information e.g.  dcs204n circuit diagram environmental classification  55/125/56 for test conditions see page 63 case dimensions all dimensions maximum unless otherwise stated, in millimetres. capacitance, e.g. 100 pf   = 100p 2700 pf  = 02n7 blank -  tin  finish g -  gold voltage rating dcs#  _ _ _ ? # -55c to  +85c v d.c. -55c to  +125c v d.c. -55c to  +125c v a.c. 400 hz 270 60 ? 4100 87 62 5 150 130 90 7 300 260 185 case diameter dcs _ #  #  _ ? #  #   d1 nom. d2   ma x . l1 l 2 s ea l 04 4.1 3.3 15.9 +0 -2 6.4  0.4 hermetic 21 6.4 5.7 10.9  0.9 3.9  0.4 non  hermetic 74 4.1 3.3 15.9 +0 -2 6.4  0.4 non  hermetic * available with glass/resin seal positions reversed ? see ordering information note: all units in 04 case also available in case size 74
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