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		  Datasheet File OCR Text:


		  product data sheet osc series ultra miniature tcxo s features  low cost 3.0 or 5.0 vdc option reflow solderable   osc series ultra miniature tcxo s vectron international  267 lowell road, hudson, nh 03051 tel: 1-88-vectron-1  fax: 1-888-fax-vectron option a = +5 vdc  option b= +3 vdc frequency range:  10 mhz to 25 mhz stability options: 1 =  ppm  -20 to  (relative to  2 =  ppm  -30 to  3 =  ppm  -30 to  4 =  ppm  -40 to  stability vs. supply ppm vs b+ of  aging (typical): < 1.0 ppm/year at  input voltage: +5.0 vdc  +3.0 vdc  current:  3 dbc down  3rd harmonic   > 6 dbc down  other  > 10 dbc down  phase noise (typical):  -80 dbc/hz max. at 10 hz offset at 10 mhz -125 dbc/hz max. at 100 hz offset -145 dbc/hz max. at 1 khz offset -148 dbc/hz max. at 10 khz offset -150 dbc/hz max. at 100 khz offset 2 performance characteristics parameter characteristics

 osc series ultra miniature tcxo s vectron international  267 lowell road, hudson, nh 03051  tel: 1-88-vectron-1  fax: 1-888-fax-vectron terminal #1 identifier 0.025 (0.7) 4 places 0.050 (1.3) 4 places 0.040 (1.2) 4 places 0.300 (7.62) 0.020 (0.5) 0.09 (2.2) max 0.055 (1.4) 2 places frequency adjust access 0.47 (11.8) max 0.39 (9.9) max 1 2 3 4 1 2 3 4 1.9mm 8.4mm 7.62mm 1.9mm 1.4mm 1.4mm model osc land pattern convection reflow profile warm-up >30 sec. pre-heating 50 to 90 sec at reflow 20 to 40 soc the osc series of tcxo s and vctcxo s has been designed for pick and place and reflow sol- dering. units are available on  tape and reel  at no additional charge when ordering a complete reel. the reel size is 2000 pcs and is compatible with eiaj-1009b standards. the suggested reflow profile is shown below. the tcxo may be reflowed two times. frequency shift as a result of reflow will be  vectron international reserves the right to make changes to the product(s) and/or information contained herein without notice.  no liability is assumed as a result of their use or application. no rights under any patent accompany the sale of any such prod uct(s) or information. printed in usa 2/99, rev. 8/19/02 www.vectron.com 4 visit our website at www.vectron.com 10.0 12.8 13.0 14.4 15.56 16.0 19.2 19.98 20.0 25.0 standard frequencies* (mhz) order information how to order osc- stability code (from page 2) input voltage a = +5.0 vdc  
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