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		  Datasheet File OCR Text:


		  * s e i r e s p g m* s e i r e s m h m ) s i s a b m o t s u c n o l i a v a m p p 5 1 & 0 1 ( r c t , d t s c  / m p p 0 0 1 l i a v a m p p 0 5 & 5 2 , d t s c  / m p p 0 0 1 l i a v a m p p 0 5 & 5 2 e g n a r e r u t a r e p m e t g n i t a r e p oc  5 5 1 + o t 5 5 -c  5 7 1 + o t 5 6 - c  0 7 e v o b a g n i t a r e d r e w o pc  / % 8 1 . 1c  / % 5 9 . ) c  0 3 2 @ c e s 5 ( y t i l i b a r e d l o se g a r e v o c % 5 9e g a r e v o c % 5 9 ) y r d ( e c n a t s i s e r n o i t a l u s n im 0 0 0 , 0 1 ? m 0 0 0 , 0 1 ? x 5 . 2 @ . c e s 5 ( d a o l r e v o e m i t - t r o h s ) g n i t a r e g a t l o v x 2 d e e c x e o t t o n r e w o p 5 2 . 0 % ) s . t p o % 5 . 0 ( % 5 2 0 . ) s . t p o % 5 0 . ( ) . c e s 5 , c  0 6 2 ( t a e h r e d l o s o t . s i s e r% 2 . 0% 2 0 . ) c  0 2 1 + c  0 5 - ( g n i l c y c e r u t a r e p m e t% 5 . 0% 2 0 . m ( e r u t s i o mi - l i m & 6 0 1 m 2 0 2 d t s - lr-) 2 4 3 5 5 * * % 5 . 0* * % 5 0 . ) r e w o p d e t a r s r u o h 0 0 0 1 ( e f i l d a o l) s . t p o % 1 ( % 5 . 0) s . t p o % 2 . ( % 1 . pulse withstand chart  (increased pulse levels avail.) mgp series  -  conformal coated mhm series  -  hermetic sealed metal film melf resistors metal film performance, economical price! rcd series mgp melf* resistors utilize precision film technology which is inherently low inductance, low noise, and high stability even after extended periods.  heavy solder plating assures excellent solderability and long shelf life. series mhm offers hermetically sealed environmental protection and utmost reliability. mgp series parts are color banded,  mhm are a lphanu- merically marked  with r esistance and tolerance. *melf = metal electrode face-bonded (cylindrical component). options   option s: increased power (refer to chart below)   option p: increased pulse capability   option f: flameproof coating (per ul94v0)   dozens of additional options are available... burn-in, special     marking, non-standard values, high frequency designs,     matched sets, temp. sensitive, zero-ohm jumpers, etc.     customized components are an rcd specialty! pulse capability is dependent on res. value, waveform, repetition rate, current, etc.  chart is a general guide for opt. p pulse resistant version, single pulse, with peak voltage levels not exceeding 1kv for mgp55sp, 700v mgp50sp, and 350v mgp45sp.  max pulse capability for standard parts (w/o opt.p) is 60% less. for improved performance and reliability, a 30-50% pulse derating factor is recommended (or larger for frequent pulses, high values, etc). consult rcd for application assistance. verify selection by evaluating under worst-case conditions. application note #1: temperature rise (t hs ) the t hs  of sm resistors depends largely on heat conduction through the end terminations, which can vary significantly depending on pcb material and layout (i.e. pad size, trace area, copper thickness, air flow, etc.).  typical temp. rise at full rated power is 30-50  c (opt.s=50-70  c). application note #2: resistor selection mgp resistors are ideal for semi-precision sm applications and are generally more economical than thin film rectangular chips. for less critical applications, consider low cost mcf carbon film melf resistors. for increased  performance, especially in high humidity applications (such as naval or tropical environments), consider mhm series. if flat chips are preferred, consider blu series (precision) or mc series (semi- precision/ general purpose). for higher power, consider mpf series.   industry ? s widest selection of metal film melf resistors-      .1w to .5w, 0.1 ?  to 22m ? , 0.1% to 5%, 10ppm to 100ppm/  c   low cost, quick delivery (available on  swift tm  program)   precision performance, excellent environmental stability   series mhm hermetic sealed  is an industry first! specifications 1 max working voltage determined e=  ( pxr),  not to exceed the value listed.             2 consult factory for non-standard range          3 preliminary inch [mm] l d w t performance *  typical performance levels listed are for standard products from 10 ?  to 1m.    consult factory for performance levels of extended range and modified designs. ** to ensure utmost reliability, care should be taken to avoid potential sources of    ionic contamination d c r e p y t we g a t t a ) d t s ( e g a t t a w ) ' s ' . t p o ( e g a t l o v g n i t a r 2 , 1 e c n a t s i s e r e g n a r 2 c i r t c e l e i d h t g n e r t s 2 ] 3 . [ 2 1 0 .  l] 2 . [ 8 0 0 .  d) . n i m ( w ) x a m ( t 2 5 4 p g mw 1 .w 5 1 .v 0 0 11 ? m 1 o tv 0 0 2] 0 . 2 [ 9 7 0 .] 2 1 . 1 [ 4 4 0 .] 3 . [ 2 1 0 .] 6 7 0 . [ 3 0 0 . 0 5 p g mw 5 2 1 .w 5 2 .v 0 0 28 1 . 0 ? m 0 1 o tv 0 5 2] 4 . 3 [ 5 3 1 .] 5 4 . 1 [ 7 5 0 .] 5 . [ 2 0 .] 1 . [ 4 0 0 . 5 5 p g mw 5 2 .w 5 .v 0 5 21 . 0 ? m 2 2 o tv 0 5 3] 9 . 5 [ 2 3 2 .] 5 1 . 2 [ 5 8 0 .] 6 . [ 4 2 0 .] 5 1 . [ 6 0 0 . 5 5 m h m 3 w 5 2 1 .w 5 2 .v 0 5 20 1 ? k 0 0 2 o tv 0 5 3] 0 . 7 [ 5 7 2 .] 5 0 . 3 [ 0 2 1 .] 7 2 . 1 [ 0 5 0 .] 5 1 . [ 6 0 0 . mgp55sp mgp50sp mgp45sp 1us            10us            100us             1ms            10ms           100ms                                         pulse duration peak power (watts) 1000   100     10       1 resistors  capacitor s  c oils  delay   lines  fa031d     sale of this product is in accordance with gf-061. specifications subject to change without notice. optional tc : 10=10ppm, 25=25ppm, 50=50ppm (leave blank if std) p/n designation: rcd type tolerance : f=1% (std), b=0.1%, c=.25%, d=.5%, g=2%, j=5% packaging  : b = bulk, t = tape & reel     mgp50        -   1002  -   f   t        w options : s, p, f (leave blank if std) resis. code:       1%:  3 signif. figures & multiplier, e.g. r100= 0.1 ? , 1r00= 1 ? , 10r0=10 ? ,1000= 100 ? ,   1001= 1k ? . resis. code 2% - 10%:   2 signif. figures & multiplier, e.g. r10= 0.1 ?,  1r0= 1 ? ,100= 10 ? ,   101=100 ? ,102= 1k, 103=10k. termination:  w= lead-free, q= tin/lead (leave blank if either is acceptable) rcd components inc,  520 e. industrial park dr, manchester,  nh, usa 03109  rcdcomponents.com  tel: 603 - 669 - 0054  fax: 603 - 669 - 5455  email: sales@rcdcomponents.com   20   rohs term.w is rohs compliant & 260  c compatible
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