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		  Datasheet File OCR Text:


		  1 rpz  connector specifications  ?current rating:  signal circuit   1.0a   ac, dc (awg #26) power supply circuit    15a   ac, dc  ( awg  # 14 ) tab   10a   ac, dc  (ps connector awg #16) ?voltage rating:  signal circuit   50v   ac, dc power supply circuit   250v   ac, dc ?temperature range:  -25?c to +85?c  (including temperature rise in applying electrical current) ?contact resistance:  signal circuit initial value/40m  ? max. after environmental testing /60m ? max. power supply circuit initial value / 10m  ? max. after environmental testing /20m ? max. ?insulation resistance :  500m  ? min. ?withstanding voltage: power-signal   3,000v ac/minute power-grounding   1,500v ac/minute power-shell   1,500v ac/minute ? applicable wire:  conductor power supply circuit  awg  # 24 to  # 14 tab(ps connector) awg  # 24 to  # 16 insulation o.d. power supply circuit 1.4 to 3.6mm tab(ps connector)1.0 to 3.4mm * compliant with rohs. * refer to "general instruction and notice when using  terminals and connectors" at the end of this catalog. * contact jst for details. standards  0 recognized e 60389 1 certified lr 20812 power supply circuit and signal circuit integrated hybrid type drawer connector. features  ?durability the contacts are bellows type, thus the connector is  guaranteed for 20,000 mating cycles. ?esd shielding both plug and receptacle have the esd shielding shell. ?grounding device for the grounding purpose, #110 tab is equipped with this connector.

 2 2.6 5.2 0.62 23.6 13.4 model no. mm 2 awg # material and finish srpm-61gg-p0.6 srpm-01gg-p0.6 0.75 to 2.0 0.2 to 0.5 18 to 14 24 to 20 copper alloy, nickel-undercoated, mating part; gold-plated crimping part; tin-plated (reflow treatment) applicable wire insulation o.d. (mm) q'ty / reel 2.0 to 3.6 1.4 to 1.9 3,000 4,000 1.9 3.0 9.0 5.2 21.4 model no. mm 2 awg # material and finish srpf-61gg-p0.6 srpf-01gg-p0.6 18 to 14 24 to 20 copper alloy, nickel-undercoated, mating part; gold-plated crimping part; tin-plated (reflow treatment) applicable wire insulation o.d. (mm) q'ty / reel 2.0 to 3.6 1.4 to 1.9 3,000 4,000 0.75 to 2.0 0.2 to 0.5 8.0 1.5 23.9 c d b a 21.4 19.0 19.9 4.0 38.1 model no. circuits a material and finish 20p-rpzv-k4gg 24p-rpzv-k4gg 26p-rpzv-k4gg 32p-rpzv-k4gg 40p-rpzv-k4gg 13.5 16.5 18.0 22.5 28.5 b 27.5 30.5 32.0 36.5 42.5 c 45.6 48.6 50.1 54.6 60.6 d 67.5 70.5 72.0 76.5 82.5 e 35.1 38.1 39.6 44.1 50.1 fg 56.5 59.5 61.0 65.5 71.5 46.6 49.6 51.1 55.6 61.6 20 24 26 32 40 contact: copper alloy, nickel-undercoated, selective gold- plated, tin-plated (rerflow treatment) housing: pbt, ul94v-0 solder tab: copper alloy, nickel-plated shell: copper alloy, nickel-plated dimensions (mm) q'ty/ box 120 120 120 120 120 plug  power supply circuit contact receptacle  power supply circuit contact plug  rpz  connector rohs compliance this product displays (lf)(sn) on a label. rohs compliance this product displays (lf)(sn) on a label. rohs compliance this product displays (lf)(sn) on a label.

 3 1.5 21.4 14.2 20.7 32.7 c d b a 5.010.0  6.0 model no. a material and finish 20R-RPZV-K2GG 24r-rpzv-k2gg 26r-rpzv-k2gg 32r-rpzv-k2gg 40r-rpzv-k2gg 13.5 16.5 18.0 22.5 28.5 27.5 30.5 32.0 36.5 42.5 37.5 40.5 42.0 46.5 52.5 69.5 72.5 74.0 78.5 84.5 49.6 52.6 54.1 58.6 64.6 58.5 61.5 63.0 67.5 73.5 bcdef 40.5 43.5 45.0 49.5 55.5 g 20 24 26 32 40 contact: copper alloy, nickel-undercoated, selective gold- plated, tin-plated (rerflow treatment) housing: pbt, ul94v-0 shell: copper alloy, nickel-plated dimensions (mm) q'ty/ box 120 120 120 120 120 circuits hjst 4.4 4.1 4.1 2.7 a b circuit no.1 circuits model no. dimensions (mm) a 13.5 16.5 18.0 22.5 28.5 10 12 13 16 20 1,000 1,000 1,000 1,000 1,000 16.5 19.5 21.0 25.5 31.5 b material and finish gray 10cz-6h 12cz-6h 13cz-6h 16cz-6h 20cz-6h 10cz-6y 12cz-6y 13cz-6y 16cz-6y 20cz-6y yellow q'ty / box contact: copper alloy, tin-plated (reflow treatment) housing: glass-filled pa 66, ul94v-0 h   jst 0.8 0.8 a b line b circuit no.1 line a circuit no.1 circuits model no. czwh-20-s czwh-24-s czwh-26-s czwh-32-s czwh-40-s 20 24 26 32 40 dimensions (mm) ab material  q'ty / box 1,000 1,000 1,000 1,000 1,000 17.9 20.9 22.4 26.9 32.9 16.5 19.5 21.0 25.5 31.5 pbt, ul94v-0 receptacle  cz connector socket  czw connector socket holder  rpz  connector rohs compliance this product displays (lf)(sn) on a label. rohs compliance rohs compliance

 4 material and finish model no. mm 2 awg # insulation o.d. (mm) applicable wire q'ty / reel 10,000 10,000 brass, tin-plated (reflow treatment) sps-01t-110 sps-41t-110 0.21 to 0.5 0.5 to 1.25 24 to 20 20 to 16 1.0 to 2.5 1.9 to 3.4 20.0 1.7 5.0 6.0 7.0 material model no. pa 66, ul94v-0, natural (white) q'ty / bag 1,000 ps-110 sps-01t-110 sps-41t-110 17.2 6.0 5.7 1.75 3.7 1.8 2.5 17.2 6.0 5.7 1.75 3.7 1.8 2.5 ps contact  ps housing  panel layout 10.00.1 m4 r2 7.50.05 5.50.1 e0.1 f0.1 0.50.05 3.90.1 15.80.1 23.90.1 21.00.1 23.40.1 g0.1 f0.1 8.20.1 10.00.1 m4 r2 3.90.1 7.50.05 panel m4 screw panel m4 screw m3 r2 9.20.1 4.00.05 e0.1 f0.1 23.00.1 panel spring m3 screw 0.50.05 7.50.1 7.50.05 6.00.1 g0.1 23.90.1 17.80.1 10.00.1 r2 f0.1 panel m3 screw panel m3 screw plug receptacle note: 1. reference layout when misalignment of the mating axis is to be absorbed. 2. punch holes in the panel according to the sketch and table shown above. burrs must be removed. 3. the strength of the panel must be considered when punching two or more holes. 4. the connector must be inserted from the same side as the hole is punched. rpz  connector rohs compliance rohs compliance

 5 assembly layout  14.2 10.0 21.4 21.4 19.0 20.1 +1.0   0 24.1 +1.0   0 29.1 +1.0   0 25.1 +1.0   0 rpz  connector contact crimping machine crimp applicator dies crimp applicator with dies crimping machine, applicator sps-01t-110 sps-41t-110 srpm-01gg-p0.6 srpm-61gg-p0.6 srpf-01gg-p0.6 srpf-61gg-p0.6 ap-k2n mks-l-sps mks-l-sps mk/sps-01-110 mk/sps-41-110 aplmk sps01-110 aplmk sps41-110 mks-l mks-l mk/srpf/m-01-06 mk/srpf/m-61-06 aplmk srpf/m01-06 aplmk srpf/m61-06 mks-l mks-l mk/srpf/m-01-06 mk/srpf/m-61-06 aplmk srpf/m01-06 aplmk srpf/m61-06
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