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		  Datasheet File OCR Text:


		    va    rating   dimensions  (inches)   pin   dimensions   mtg. screw   weigh t lbs   mtg. dim    l   w   h   a   b   c   m   n   p   size   qty   1   1.38   1.25   0.98   0.200   0.300   0.866   ? 0.031   -   -   -   -   -   0.15   2.5   1.62   1.31   1.12   0.200   0.250   1.00   0.025 sq.   1.06   -   -   #4   2   0.25   5   1.62   1.31   1.37   0.200   0.400   1.00   0.025 sq.   1.06   -   -   #4   2   0.37   10   1.87   1.56   1.37   0.200   0.400   1.14   0.038 sq.   1.25   -   -   #4   2   0.53   20   2.25   1.87   1.62   0.400   0.400   1.460   0.038 sq.   1.50   -   -   #4   4   0.90   30lp   2.62   2.18   1.56   0.550   0.275   1.68   0.045 sq.   -   1.75   2.18   #6   4   1.15   56lp   3.00   2.50   1.81   0.600   0.300   1.87   0.045 sq.   -   2.00   2.50   #6   4   1.70          sales office:       26         300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ?  www.wabashtransformer.com              international power transformer      series:  vde  -   printed circuit  mount   ?   power rating 1va to 56va    ?   single or dual primary, 115v, 230v or 115/230v      ?   frequency 50/60hz     ?   series or parallel secondary     ?   dielectric strength  C   4000 vrms   ?   insulation class f (155c)      ?   flammability rating  C   bobbin/shroud ul94v0 or 94h - b       agency approvals:     ?   ul/cul 5085 - 2 recognized (file e47299)   ?   vde licensed (file 40001595)   ?   ul/cul 5085 - 3 class 2 recognized (file e49606)   ?   ul 6500 audio/video recognized (file e210114)   ?   insulation file no. e95662     transformer meets international safety standards by  providing high isolation, creepage, clearance, and    increased flammability ratings.      any application, any requirement, contact us for our custom designs     single primary    dual primary       indicates like polarity   single primary    1.0va   2.5va to 56va   class 2   primaries and secondaries are designed  to be used simultaneously. that is, they  must be used either series or parallel  connected (as one winding). same  applies to secondaries also.  

   international power transformer      series:  vde  -   printed circuit  mount   part number    secondary      class 2        audio/video     va   115/230v   115v   230v   series   parallel   1          vde1 - 01p - 10   vde2 - 01p - 10   10vct @ 100ma   5v @ 200ma      -      vde1 - 01p - 126   vde2 - 01p - 126   12.6vct @ 79ma   6.3v @ 158ma      -      vde1 - 01p - 16   vde2 - 01p - 16   16vct @ 62.5ma   8v @ 125ma      -      vde1 - 01p - 18   vde2 - 01p - 18   18vct @ 55ma   9v @ 111ma      -      vde1 - 01p - 20   vde2 - 01p - 20   20vct @ 50ma   10v @ 100ma      -      vde1 - 01p - 24   vde2 - 01p - 24   24vct @ 41.6ma   12v @ 83ma   -   -      vde1 - 01p - 28   vde2 - 01p - 28   28vct @ 35.7ma   14v @ 71.4ma   -   -      vde1 - 01p - 36   vde2 - 01p - 36   36vct @ 27.7ma   18v @ 55ma   -   -   2.5     vde - 025p - 10   vde1 - 025p - 10   vde2 - 025p - 10   10vct @ 250ma   5v @ 500ma         vde - 025p - 126   vde1 - 025p - 126   vde2 - 025p - 126   12.6vct @ 198ma   6.3v @ 396ma         vde - 025p - 16   vde1 - 025p - 16   vde2 - 025p - 16   16vct @ 156ma   8v @ 312ma         vde - 025p - 18   vde1 - 025p - 18   vde2 - 025p - 18   18vct @ 138ma   9v @ 277ma         vde - 025p - 20   vde1 - 025p - 20   vde2 - 025p - 20   20vct @ 125ma   10v @ 250ma   -      vde - 025p - 24   vde1 - 025p - 24   vde2 - 025p - 24   24vct @ 104ma   12v @ 208ma   -      vde - 025p - 28   vde1 - 025p - 28   vde2 - 025p - 28   28vct @ 89ma   14v @ 178ma   -      vde - 025p - 36   vde1 - 025p - 36   vde2 - 025p - 36   36vct @ 69ma   18v @ 138ma   -      5   vde - 05p - 10   vde1 - 05p - 10   vde2 - 05p - 10   10vct @ 500ma   5v @ 1.00a      -   vde - 05p - 126   vde1 - 05p - 126   vde2 - 05p - 126   12.6vct @ 396ma   6.3v @ 793ma      -   vde - 05p - 16   vde1 - 05p - 16   vde2 - 05p - 16   16vct @ 312ma   8v @ 624ma      -   vde - 05p - 18   vde1 - 05p - 18   vde2 - 05p - 18   18vct @ 277ma   9v @ 555ma      -   vde - 05p - 20   vde1 - 05p - 20   vde2 - 05p - 20   20vct @ 250ma   10v @ 500ma      -   vde - 05p - 24   vde1 - 05p - 24   vde2 - 05p - 24   24vct @ 208ma   12v @ 416ma   -   -   vde - 05p - 28   vde1 - 05p - 28   vde2 - 05p - 28   28vct @ 178ma   14v @ 357ma   -   -   vde - 05p - 36   vde1 - 05p - 36   vde2 - 05p - 36   36vct @ 138ma   18v @ 277ma   -   -   10    vde - 10p - 10   vde1 - 10p - 10   vde2 - 10p - 10   10vct @ 1.00a   5v @ 2.00a         vde - 10p - 126   vde1 - 10p - 126   vde2 - 10p - 126   12.6vct @ 794ma   6.3v @ 1.59a         vde - 10p - 16   vde1 - 10p - 16   vde2 - 10p - 16   16vct @ 625ma   8v @ 1.25a         vde - 10p - 18   vde1 - 10p - 18   vde2 - 10p - 18   18vct @ 555ma   9v @ 1.11a         vde - 10p - 20   vde1 - 10p - 20   vde2 - 10p - 20   20vct @ 500ma   10v @ 1.00a         vde - 10p - 24   vde1 - 10p - 24   vde2 - 10p - 24   24vct @ 416ma   12v @ 833ma   -      vde - 10p - 28   vde1 - 10p - 28   vde2 - 10p - 28   28vct @ 357ma   14v @ 714ma   -      vde - 10p - 36   vde1 - 10p - 36   vde2 - 10p - 36   36vct @ 277ma   18v @ 555ma   -      partial selection guide          sales office:               300 w factory road, addison il 60101   ?   phone: (630) 628 - 9999   ?   fax: (630) 628 - 9922     ?  www.wabashtransformer.com           27   all models are vde approved     any application, any requirement, contact us for our custom designs     continued...   class 2  
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