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		  Datasheet File OCR Text:


		  do not scale from this print **-01: 1 position (see note 4)    -02: 2 positions    -04: 4 positions    -06: 6 positions    -08: 8 positions  *-10: 10 positions (*=not tooled) lead style no. of positions per row *-02.0 (see table 1 & 5) *-03.0 (see table 1 & 6) *-04.0 (see table 1 & 6)  -05.0 (see table 1 & 6) *-06.0 (see table 1 & 6) *-07.0 (see table 1 & 6) *-08.0 (see table 1 & 6) *-09.0 (see table 1 & 6) *-10.0 (see table 1 & 6) *-11.0 (see table 1 & 6) (* not tooled) ip5-xx-xx.x-x-x-x-x-tr tail options row plating options -l: light selective gold,       matte tin on tail   -1: .062" thick board *-2: .093" thick board   (*= not tooled) option -l: cable latch       (see note 5) (*=not tooled) (**-l:, -latching option, not    tooled on these positions) -s: single row -d: double row        (see note 4) packaging -tr: tape & reel       (see note 3) "b"  (ref) "a"  (ref) "f" .1575 .0050 [4.001 0.127]  = "e" "d" equal spaces @  .114 2.90 0 .5  sway (either direction) "a" "a" "b" "b" ip-xx-xx.x-s pin 1 indicator c1 c3 c4 .336  (ref) 8.53 .080  (ref) 2.03 "c"  (ref) .060  (ref) 1.52 .1575 .0050 [4.001 0.127]  = "e" "d" equal spaces @  .1575 .0050 4.001 0.127 "g" "g" itp5-xx.x-x-x c2 c l c fig.1 (ip5-04-05.0-l-s-x shown)  a   a  sheet     of unless  otherwise  specified, dimensions are in inches [millimeters] tolerances  are: decimals                     angles .xx:  .01 [.3]               2 .xxx:  .005 [.13] .xxxx:  .0030 [.076] material: by: ip5-xx-xx.x-x-x-x-x-tr dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing pierce 11/10/2007 3 1 sheet scale: 4:1 f:\dwg\misc\mktg\ip5-xx-xx.x-x-x-x-x-tr-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322 body: high temp nylon, color: black shield: copper alloy terminal: copper alloy dielectric: lcp, color: black notes: 1.       represents a critical dimension. 2. minimum push out force .5 lbs. [0.23 kg.] 3. for quantities up to 49 pcs., no leader, trailer or reel will be supplied,     for quantites of 50 to 124 pcs., no leader or trailer will be supplied.  4. -01 position not available with -d row option 5. -l: cable latch option only available in -05.0 lead style & -s row option. terminal array assembly, ip5 connector revision a

 .045  (ref) 1.15 .076 1.92 (ref) "g" (ref) section "a"-"a"  scale 5 : 1 .493  (ref) 12.52 .393  (ref) 9.98 "c" "c" "f" "f" fig.2 (ip5-04-xx.x-l-d-x shown) (same as fig. 1, except as shown) ip-xx-xx.x-d itp5-xx.x-x-x .045  (ref) 1.15 .157 4.00 (ref) section "c"-"c"  scale 3 : 1 .060 1.52 (ref) .060 1.52 (ref) .018 0.46 (ref) .018 0.46 (ref) .016 0.41 (ref) section "b"-"b"  scale 10 : 1 fig.3 (ip5-04-02.0-l-s-x shown) (same as fig. 1, except as shown) ip-xx-02.0-s itp5-xx.x-x-x section "f"-"f"  scale 3 : 1 clip side section "g"-"g"  scale 5 : 1 clip side  a   a  sheet     of terminal array assembly, ip5 connector by: ip5-xx-xx.x-x-x-x-x-tr dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing pierce 11/10/2007 3 2 sheet scale: 4:1 revision  a f:\dwg\misc\mktg\ip5-xx-xx.x-x-x-x-x-tr-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322

 "h"  (ref) "d" "d" "e" "e" ip-04-05.0-l itp5-xx.x-x-x .062 1.57 .010 0.25 (ref) 2  max sway (either direction) "j" .004 section "d"-"d" fig.4 (ip5-04-05.0-l-s-x-l shown) (same as fig. 1, except as shown) c5 c6 .025 0.64 (ref) section "e"-"e" wt-25-04-t  a  sheet     of terminal array assembly, ip5 connector by: ip5-xx-xx.x-x-x-x-x-tr dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing pierce 11/10/2007 3 3 sheet scale: 4:1 revision  a f:\dwg\misc\mktg\ip5-xx-xx.x-x-x-x-x-tr-mkt.slddrw 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322
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