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		  Datasheet File OCR Text:


		  8 0 8 1 power inductors  <  smd t ype : cls series  > smd t ype  cls series outline smd type small size inductors. bottom view dimensions (mm) constructio n land  pa tterns (mm) connection cls4d09 bottom view dimensions (mm) constructio n land  pa tterns (mm) connection cls4d11 ( 3.3  h - 33  h  ) bottom view bottom view dimensions (mm) constructio n land  pa tterns (mm) connection cls4d14 ( 4.7  h - 47  h  ) dimensions (mm) constructio n land  pa tterns (mm) cls5d11 ( 4.7  h - 47  h  ) bottom view dimensions (mm) constructio n land  pa tterns (mm) connection cls5d14 ( 4.7  h - 100  h  ) ( 4.7  h - 22  h  ) connection 1 2 3 4 max. 4.9 3. 3 5. 4 max.1.0 max. 4.9 2.9 6.2 1.4 1 2 3 4 max.  4.9 max.  4.9 max. 1.2 1.0 1.0 3.3 5.4 2.9 1.4 6.2 1 2 3 4 max.  4.9 max.  4.9 max.  1.5 5.4 3.3 1. 0 2.9 1.4 6.2 max.  6.15 max.  6.15 max.  1.2 1.5 4.5 6.5 4.1 1.9 7.3 1 2 4 3 1 2 4 3 ( 4. 7  h - 22  h  ) (  33  h - 10 0  h  ) max.  6.15 max.  6.15 max.  1.5 1.5 4.5 6.5 4.1 1.9 7.3 1 2 3 4 power inductors  <  smd t ype : cls series  > cls4d09 cls4d11 cls4d14 100khz 100khz 100khz measuring freq. (l) cls4d09 cls4d11 cls4d14 4.7  h C 22  h    30% (n) 3.3  h C 33  h    30% (n) 4.7  h C 47  h    30% (n) t olerance of inductance rated current *1  it is either the inductance is 35% lower than its nominal value in d.c. saturation characteristics or temperature raise bec omes  ? t=40   c (t a=20   c), whichever is lower . type : cls4d09, cls4d11, cls4d14 other *a  saturation rated current : the current when the inductance becomes 35% lower than its nominal value.(t a=20   c) *b   temperature rise rated current : the current when temperature of coil increases up to max. ? t=40   c. (t a=20   c) cls5d11 cls5d14 100khz 100khz measuring freq. (l) cls5d11 cls5d14 4.7  h C 47  h    30% (n) 4.7  h C 100  h    30% (n) t olerance of inductance other *a  saturation rated current : the current when the inductance becomes 35% lower than its nominal value.(t a=20   c) *b   temperature rise rated current : the current when temperature of coil increases up to max. ? t=40   c. (t a=20   c) parts no. l (h) cls4d09 cls4d11 cls4d14 d.c.r.( ? ) : max. (t yp.) rated current (a)  *1 3r3 4r7 6r8 100 150 220 330 470 3.3  4.7  6.8  10  15  22  33  47  120m(95m ) 180m(140m ) 220m(170m ) 310m(240m ) 480m(370m ) 710m(550m ) 1.10(870m ) 750m 630m 500m 370m 300m 800m 630m 500m 420m 350m 185m(150m ) 260m(210m ) 370m(300m ) 580m(470m ) 910m(730m ) 1.00 1.00 850m 630m 520m 420m 330m 900m 800m 650m 550m 450m 350m 300m 110m(85m ) 130m(100m ) 180m(140m ) 270m(210m ) 390m(300m ) 560m(430m ) 830m(640m ) 1.00 800m 700m 600m 500m 400m 300m d.c.r.( ? ) : max. (t yp.) saturation rated current (a)  *a te mperature rise rated current (a)   *b d.c.r.( ? ) : max. (t yp.) saturation rated current (a)  *a te mperature rise rated current (a)   *b type : cls5d11, cls5d14 parts no. l (h) cls5d11 cls5d14 4r7 6r8 100 150 220 330 470 680 101  4.7  6.8  10   15   22   33   47   68   100  120m(  95m ) 160m(130m ) 210m(170m ) 310m(250m ) 450m(360m ) 620m(500m ) 930m(750m ) d.c.r.( ? )  : max.(t yp.) 1.10 950m 830m 700m 570m 450m 380m saturation rated current (a)  *a 1.10 900m 800m 650m 530m 420m 350m te mperature rise rated current (a)   *b 77m(  62m ) 105m(  83m ) 140m(110m ) 200m(160m ) 290m(230m ) 490m(390m ) 680m(540m ) 850m(680m ) 1.45 (   1.16) d.c.r.( ? )  : max.(t yp.) 1.40 1.20 1.00 750m 600m 500m 400m 350m 300m saturation rated current (a)  *a 1.45 1.20 1.00 850m 650m 480m 430m 350m 270m te mperature rise rated current (a)   *b about lead-free products ~ lead-free products are now available for sale ~ to  order a lead-free product, please add " np " after the product type e.g.  ordering code of lead product : t ype name-   ordering code of lead-free product : t ype name np   ordering code clsd4d09 -  : parts no. : t olerance of inductance   n (30% ) : packing   c (carrier tape)   b (box)
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