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		  Datasheet File OCR Text:


		   '1$$poofdups ec-10 series 1.0mm spacing, easy flip lock type  ( smt )  features 1. the fpc-fixation lever is of our own easy flip lock system where the locking action is completed by sliding the cover with the rotating lever, resulting in better operability (a structure where the cover moves in conjunction with the lever). 2. provision of a prevention mechanism for an unintentional fpc/ffc disconnection and incomplete insertion. 3. a lead's length can respond to short and long. 4. a lead-free product.  specifications 1. rating : 1.0a, 50v ac/dc 2. contact resistance : 30m  ? , max. 3. insulation resistance : 1000m  ? , min. at 500v dc 4. withstanding voltage :  500v ac for one minute 5. operating temperature range : ?0?c to +105?c  material and plating  housing : polyphenylene sulfide (pps)  cover : polyphenylene sulfide (pps)  lever : stainless  contact : cu alloy, au or sn plating  hold-down : cu alloy, sn-cu plating  1$#pbse%jnfotjpo  "qqmjdbcmf'1$''$%jnfotjpou1? /ppg1jot " # $ %    &                             cfp84 - 3 2.2 0.6 2.45 5.1 6 9.2 1.2 0.35 0.15 1.4 (7.3) (6.2) (95? 8.5 2.6 1.9 1 0.15 a+8.6=b  3.5 a+2.1=c 0.8 1.2 /ppg1jot .fdibojdbmmpdljoh tztufnpg'1$ 8jui 8juipvu (when a lead is long) fpc ? 4ipvmecfpwfsmbqqfe qbuufsoboesfjogpsdfnfou ? njo /p ? ? %? "? ? ? ffc 'jojti "v 4pmefsjoh "v 4o $poubdu 4o  ' '  fpc plating to recommend : au plating (52f), sn plating (91f)
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