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		  Datasheet File OCR Text:


		  26 fpc connector ec-10 series 1.0mm spacing, easy flip lock type  ( smt )  features 1. the fpc-fixation lever is of our own easy flip lock system where the locking action is completed by sliding the cover with the rotating lever, resulting in better operability (a structure where the cover moves in conjunction with the lever). 2. provision of a prevention mechanism for an unintentional fpc/ffc disconnection and incomplete insertion. 3. convenient bottom contact design. 4. only 3.5mm high when mounted. 5. of the zif structure. 6. supplied in emboss-tape packaging for automatic mounting.  specifications 1. rating : 1.0a, 50v ac/dc 2. contact resistance : 30m  ? , max., initially 3. insulation resistance : 1000m  ? , min. at 500v dc 4. withstanding voltage :  500v ac for one minute 5. operating temperature range : ?0?c to +105?c  material and plating  housing : polyphenylene sulfide (pps), black, 94v-0  cover : polyphenylene sulfide (pps), 94v-0  lever : use steel stainless (sus)  contact : cu alloy, au plating  hold-down : cu alloy, sn alloy plating  applicable fpc/ffc dimension (t=0.3  0.05)  cfp84 -0452f a+8.6=b a+2.1=c 8.5 (n-1)x1=a 0.15 0.3 (95?) (6.2) 0.8 3.5 1.2 no1 f 1 no. of pins  p.c. board dimension no. of  pins a b c d 11 18.6 12.1 e 5.7 10.0 16 23.6 17.1 10.7 15.0 25 32.6 26.1 17.7 24.0 30 37.6 31.1 12.0 8 15.6 9.1 2.7 7.0 9.0 17.0 20 27.6 21.1 14.7 19.0 21.0 26.0 22 29.6 23.1 14.7 21.0 23.0 31.0 22.7 29.0 f 3 3 4 3 3 4 4 1  0.02 a  0.03 0.2 2.6 1.6  0.02 0.15 0.4  0.02 0.2 no.1 2.6  0.02 1.9 2.6 2.7  0.02 1 +0.05 3 +0.05 0 0  fpc plating to recommend : au plating reinforcement reinforce should be overlapped pattern and reinforcement no through-holes area 0.3  0.05 e  0.15 6  0.15 0.3  0.05 3.3  0.8 0.15min 4.6  0.5 t=0.15max a  0.1 0.7  0.05 1  0.15 1  0.05 0.7  0.03 a  0.05 d  0.05 d  0.05 0.65  0.15 1  0.05 no1 no1 4.6  0.5 3.1  0.5 2.8  0.2 0.15min r0.2 applicable fpc applicable ffc
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