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		  Datasheet File OCR Text:


		  meritek s urface mount  a luminum e lectrolytic  c apacitors srb series (general purpose) s pecifications i tem c haracteristics operating temperature range  -40 to +85 o c rated voltage  4 to 50vdc capacitance tolerance 20%(m) at 20 o c, 120hz leakage current  i  <  0.0 1 cv or 3  a, whichever is greater (at 20 o c, after 2 minutes . ) where i : leakage current(  a), c : nominal capacitance(  f), v : rated voltage (vd c ) dissipation factor (tan   )  refer to table 1.  low temperature   characteristics max. impedance ratio at 120h z, 20 o c rated voltage temp  4v 6.3v 10v 16v 25v 35v 5 0v at -25 o c 7 4 3 2 2 2 2  at -40 o c 15 10 8 6 4 3 3  load life  the following specifications shall be satisfied when the capacitors are restored to 20 o c after the rated  voltage applied with the following conditions   3  4~  10 rated voltage 85 o c , 1,000 hours 85 o c , 2,000 hours  capacitance change  20% of the initial value  15% of the initial value df(tan  )                  200% of the initial specified value    150% of   the initial specified value  leakage current    the initial specified value shelf life  the following specifications shall be satisfied when the capacitors are restored to 20 o c after exposing  them with the following conditions. rated voltage 85 o c , 500 hours  capacitance change  15% of the initial value df(tan  )  150% of the initial specified value  leakage current   the initial specified value  others satisfies characteristic w of ks c 6421  t able 1. r atings of  d issipation f actor (t an ) vdc 4 6.3 10 16 25 35 50     item   f case code tan    case code tan    case code tan    case code tan    case code tan    case code tan  case code tan    0.1                  b55 d550.1 5 0.1 5 0.15  b55 d55 0.1 5 0.1 5 0.22                  b55 d55 0.1 5 0.1 5 0.33  b55 d55 0.1 5 0.1 5 0.47                  b55 d55 0.1 5 0.1 5 0.68  b55 d55 0.1 5 0.1 5 1                  b55 d550.1 5 0.1 5 1.5 b55 d55 0.1 5 0.1 5 2.2                b55 0.15 b55 d55 0.1 5 0.1 5 3.3 b55 0.1 5 d55 0.1 5 4.7     b55 5 0.16 d55 0.1 5 e55 0.1 5 6.8 b55 0.24  d55 0.15  e55 0.1 5 e55 0.1 5 10 b55 0.28 b55 d55 0.24 0.22 e55 0.15 e55 0.1 5 f55 0.1 5 15 d55 0.26  e55 0.20  f55 0.15  f55 0.1 5 f60 0.1 5 22  b55  0.46 b55  d55 0.41 0.32 e55  0.28  e55  0.20  f55  0.1 5 f55 0.1 5 f60 0.1 5 33 d55 0.46  d55 0.27  e55 0.26  f55 0.21  f55 0.1 5 f60 0.1 5 h63 0.1 5 47 d55 0.60 e55 0.35 f55 0.23 f55 0.21 f60 0.1 5 h63 0.1 5 h10 0.1 5 68 e55 0.42  f55 0.29  f60 0.23  h63 0.1 5 h10 0.1 5 j10 0.1 5 100 e55 0.62 f55 0.40 f60 0.23 f60 h63 0.26 0.26 h63 0.1 5 j10 0.1 5 j10 0.1 5 220 f55 0.80  f60 h63 0.4 0.4 h63 0.30  h10 0.26  j10 0.1 5 j10 0.1 5 330   h63 0.40 h10 0.26    j10 0.15 470 h10 0.40  j10 0.26  1000    j10  0.40                85 o c, 1,000  to 2,000 h ou r s s pecifications are subject to change without notice.                                                                                                                                               rev.6 

 meritek surface mount aluminum  electrolytic capacitors srb series (general purpose) d imensions note 1  :  for case size 8x10(h10) and 10x10(j10).the pvc sleeve with                         marking covers the side of the body.  note 2   :  l+0.5 for 8x10(h63), 8x10(h10),  10x10(j10).  case code    d  l a b c w p a b c b55   3  5.2 3.3 3.3  3.7  0.45-0.75 0.8 0.8 2.2 1.6  d55   4  5.2 4.3 4.3 5.1 0.5-0.8  1.0 1.0 2.6 1.6 e55   5  5.2 5.3 5.4  5.9  0.5-0.8  1.4 1.4 3.0 1.6  f55   6.3  5.2 6.6 6.6 7.2 0.5-0.8  1.9 1.9 3.5 1.6 f60   6.3  5.7 6.6 6.6  7.2  0.5-0.8  1.9 1.9 3.5 1.6  h63   8  6.3 8.3 8.3 9.0 0.5-0.8  2.3 2.3 4.5 1.6 h10   8  10  8.3 8.3  9.0  0.7-1.1  3.1 3.1 4.2 2.2  j10   10  10 10 10.3 11.0 0.7-1.1  4.5 4.5 4.4 2.2 r ating of  srb s eries                                                                                                          vdc 4 6.3  10 16 25 35 50    item    f c.c r.c c.c r.p  c.c r.c c.c r.c c.c r.c c.c r.c c.c r.c 0.1                 b55 d55  1.1 1.3  0.15  b55 d55 2.0 2.0 0.22                 b55 d55 2.0 2.9  0.33  b55 d55 3.0 3.5 0.47                 b55 d55 3.8 4.2  0.68  b55 d55 4.6 5.1 1                  b55 d55 5.6 6.2  1.5 b55 d55 6.9 7.5 2.2                b55 7.7 b55  d55  8.3 10  3.3 b55 9.4 d55 14 4.7             b55 10.5 d55 15  e55  19  6.8 b55 11.6  d55 16 e55 20 f55 24 10          b55 12.8 b55 d55 14 17 e55 25 e55 25  f55  29  15 d55 20 e55 26 f55 33 f55 33 f60 32 22  b55  14 b55 d55 17.5 23  e55  32  e55  32  f55  40  f55  40  f60  45  33 d55 23 d55 35 e55 35 f55 45 f55 45 f60 55 h63 95 47 d55 27  e55 38 f55 50 f55 50 f60 65  h63  105  h10  140  68 e55 38 f55 54 f60 78 h63 115 h10 157 j10 170 100 e55 46  f55  60  f60 70 f60  h63 80  145  h63  145 j10 175  j10  195 220 f55 74 f60 h63 80 175 h63 175 h10 215 j10 305 j10 26 0 330 h63 190 h10 270 470 h10 265 j10 330 1000    j10  400             ripple current (ma rms/85 o c, 120  h z ) c.c ( case code )     r.c  ( ri pp le curren t ) p art n umbering s ystem  srb  16v  221  m  d55 meritek series            rated voltage  code  4v 6.3v 10v 16v 25v 35v 5 0v capacitance  code  r1  r47 2r0  4r7  100 101 f  0.1 0.47 2  4.7 10 100       capacitance t olerance (20%)  case s ize s older p ad on pc board, recommended  j10 3 6 0  
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