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		  Datasheet File OCR Text:


		  chip varistor ctparts.com manufacturer of passive and discrete semiconductor components 800-684-5322 inside us           949-453-1811 outside us copyright ? 2007 by ct magnetics, dba central technologies. all rights reserved.  ct magnetics reserves the right to make improvements or change specifications without notice central technologies 03.01.07 specifications ctccv1608v series (very low capacitance) not shown at actual size. characteristics description: smd chip varistor applications: provide high reliability for surface mount application. wide operating voltage range (vw (dc) = 5.5v to 56v). high transient current capability. good solderability, (ni, sn plating). packaging: tape & reel miscellaneous: rohs compliant additional information: additional electrical & physical information available upon request samples available. see website for ordering information. size a b c d max. mm 1.60.15 0.80.15 0.95 0.300.20 inches 0.0630.006 0.030.006 0.037 0.0120.008 physical dimensions rohs compliant applications - transient voltage protection for ic and transistor. - esd and i/o protection. - telecommunication transient protection. - eft/burst protection. 1)  v wdc : leakage current at 25c is under 20 a at v wdc . 2)  v c : maximum peak voltage at a specific pulse current and waveform pulse & waveform 1a 8/20s * parts with other electrical characteristics available upon request. part number maximum ratings electrical characteristics working voltage varistor voltage @1ma dc maximum clamping voltage typical capacitance ac rms dc min. max. 8/20s @1mhz(*) volts volts volts volts volts pf v wac v wdc 1 v v v c 2 c ctccv1608v-050t-100 4.0 5.5 9.7 13.5 35 10 ctccv1608v-050t-400 4.0 5.5 9.7 13.5 30 40 ctccv1608v-050t-101 4.0 5.5 9.7 13.5 25 100 CTCCV1608V-080T-100 5.7 8.0 14.0 17.8 40 10 ctccv1608v-080t-400 5.7 8.0 14.0 17.8 35 40 ctccv1608v-080t-101 5.7 8.0 14.0 17.8 30 100 ctccv1608v-140t-100 10.0 14.0 18.0 24.0 45 10 ctccv1608v-140t-400 10.0 14.0 18.0 24.0 40 40 ctccv1608v-180t-050 12.7 18.0 24.0 32.0 70 5 ctccv1608v-180t-100 12.7 18.0 24.0 32.0 60 10 ctccv1608v-180t-400 12.7 18.0 24.0 32.0 50 40 
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