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		  Datasheet File OCR Text:


		      data shee t surface-mount ceramic multilayer capacitors class 2, x7r 16  v to   500  v product specification ? aug 17, 2005 v.9  

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  2  www.yageo.com   features  ?  six standard sizes  ?  high capacitance per unit volume  ?  supplied in tape on reel or in bulk  case  ?  nisn terminations.  applications  ?  consumer electronics for example  ?  tuners  ?  television receivers  ?  video recorders  ?  all types of cameras  ?  telecommunications  ?  automotive  ?  data processing.  description  the capacitor consists of a  rectangular block of ceramic  dielectric in which a number of  interleaved nickel electrodes are  contained. this structure gives rise  to a high capacitance per unit  volume.   the inner electrodes are connected  to the two copper terminations,  coated with a barrier layer of plated  nickel and finally covered with a  layer of plated tin (nisn). a cross  section of the structure is shown in  fig.1.  quick reference data  description value  rated voltage u r  (dc)  16 v, 25 v, 50 v, 100 v,   200 v, 250 v and 500 v (iec)  capacitance range (e12 series):    16 v  4.7 nf to 1   f  25 v  3.3 nf to 1   f  50 v  100 pf to 1   f  100 v  220 pf to 560 nf  200 v  220 pf to 150 nf  250 v  220 pf to 33 nf  500 v  470 pf to 15 nf  tolerance on capacitance   10%;   5%  test voltage (dc) for 1 minute:  2.5    u r   sectional specifications  iec  60384-10 second edition 1989-04;  also based on cecc 32 100  detailed specification  based on cecc 32 101-801  climatic category (iec 60 068)  55/125/56    mlb457 terminations electrodes ceramic material   fig.1 construction of a ceramic multilayer capacitor. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  3  www.yageo.com     mechanical data    mbb211 t l 4 l 1 l 2 l 3 w fig.2. component outline. for dimensions see table 1.  physical dimensions   table 1  capacitor dimensions  t  l 2  and l 3  .  case size  l 1   w  min. max.   min. max.   l 4   min.  dimensions in millimetres   0402 1.0   0.05 0.5   0.05 0.45  0.55  0.20  0.30  0.40  0603 1.6   0.10 0.8   0.07 0.73  0.87  0.25  0.65  0.40  0805 2.0   0.10 1.25   0.10 0.50  1.35  0.25  0.75  0.55  1206 3.2   0.15 1.6   0.15 0.50  1.25  0.25  0.75  1.40  1210 3.2   0.20 2.5   0.20 0.50  2.10  0.25  0.75  1.40  1812 4.5   0.20 3.2   0.20 0.90  1.75  0.25  0.75  2.20  dimensions in inches   0402 0.040   0.002 0.020   0.002 0.018 0.022  0.008 0.012  0.016  0603 0.063   0.004 0.032   0.003 0.029 0.035  0.010 0.026  0.016  0805 0.079   0.004 0.049   0.004 0.020 0.053  0.010 0.030  0.022  1206 0.126   0.006 0.063   0.006 0.020 0.049  0.010 0.030  0.056  1210 0.126   0.008 0.098   0.008 0.020 0.083  0.010 0.030  0.056  1812 0.177   0.008 0.126   0.008 0.035 0.069  0.010 0.030  0.088   

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  4  www.yageo.com   selection chart for 16 v  16 v   c  (nf)  last  two digits  of 12nc  0402 0603 0805 1206  4.7 32        5.6 33        6.8 34        8.2 35        10 36        12 37        15 38  0.5   0.05      18 39        22 41         27 42         33 43         39 44         47 45    0.8   0.07      56 46      0.6   0.1    68 47          82 48          100 49          120 51          150 52      0.85   0.1    180 53          220 54          270 55          330 56        0.85   0.1  390 57      1.25   0.1    470 58          560 59          680 61        1.15   0.1  820 62          1 000  63          note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and pack ing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  5  www.yageo.com   selection chart for 25 v  25 v   c  (nf)  last  two digits  of 12nc  0402 0603 0805 1206  1210  3.3 29          3.9 31          4.7 32          5.6 33  0.5   0.05        6.8 34          8.2 35          10 36           12 37           15 38           18 39      0.6   0.1     22 41           27 42           33 43    0.8   0.07       39 44           47 45           56 46           68 47      0.85   0.1     82 48           100 49            120 51         150 52     0.85   0.1    180 53         220 54         270 55         330 56     1.15   0.1    390 57        470 58        560 59      1.15   0.1  680 61        820 62      1.6   0.2  1 000 63        note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and packing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  6  www.yageo.com   thickness classification and packing quantities for 16 v to 500 v  table 2  quantities for all sizes and thickness  8 mm tape width   quantity per reel  12 mm tape width  quantity per reel  ? 180 mm; 7"  ? 330 mm; 13"  ? 180 mm; 7"  size  code  thickness  classification   (mm)  paper blister paper blister blister  quantity per  bulk case  0402  0.5   0.05  10,000  ?  50,000 ?   ?  50,000  0603  0.8   0.07  4,000  ?  15,000   ?  15,000    0.6   0.1  4,000  ?  20,000 ?   ?  10,000  0805  0.85   0.1  4,000  ?  15,000 ?   ?  8,000    1.25   0.1  ?  3,000  ?  10,000 ?  5,000  0.85   0.1  4,000  ?  15,000 ?   ?   ?   1206  1.15   0.1  ?  3,000  ?  10,000 ?   ?   0.85   0.1  ?  4,000  ?  10,000 ?   ?   1.15   0.1  ?  3,000  ?  10,000 ?   ?   1210  1.6   0.2  ?  2,000  ?   ?   ?   ?   1.15   0.1  ?   ?   ?   ?  1,500  ?   1812  1.6   0.2  ?   ?   ?   ?  1,000  ?      

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  7  www.yageo.com     ordering information for 16 v and 25 v  components may be ordered by using either a phycomp? s unique 12nc or simple 15-digit clear text code.  ordering code 12nc (preferred)  2  2  x  x     x  x  x     x  5  x  x  x carrier type 22 38 54 blister paper bulk rated voltage - termination 78 91 16 v; nisn 25 v; nisn size 7 6 0 1 2 0402 0603 0805 1206 1210 capacitance value (1) tolerance 5 6 7  5%  10%  20% packaging (2) 1 5 4 reel:  ? 180 mm; 7" reel:  ? 330 mm; 13" bulk case scm025       (1)  refer to chapters ?selection chart for 16 v? and ?selection chart for 25 v?.  (2)  quantity on reel depends on thickness classification, see section ?thickness classification and packing quantities?.  clear text code  e xample :   08052r104k8bb0d  size  code  temp.  char.  capacitance tol.  vol. termination packing  marking series 0402  0603  0805  1206  1210    2r = x7r  104 = 100000 pf;  the third digit  signifies the  multiplying factor:  2 =  100  3 =  1000  4 =  10 000  5 =  100 000  j =   5%  k =   10% m =   20% 7 = 16 v  8 = 25 v b = nisn  2 = 180 mm; 7" paper  3 = 330 mm; 13" paper  b = 180 mm; 7" blister  f = 330 mm; 13" blister  p = bulk case  0 = no marking d = bme  

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  8  www.yageo.com     selection chart for 50 v  50 v   c  (pf)  last  two digits  of 12nc  0402 0603 0805 1206 1210 1812  100 09           120 11           150 12           180 13            220 14             270 15             330 16             390 17             470 18             560 19             680 21  0.5   0.05           820 22             1,000 23             1,200 24    0.8   0.07         1,500 25             1,800 26      0.6   0.1       2,200 27             2,700 28        0.85   0.1     3,300 29             3,900 31             4,700 32             5,600 33             6,800 34             8,200 35             10,000 36              12,000 37              15,000 38          0.85   0.1    18,000 39              22,000 41              note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and pack ing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  9  www.yageo.com   selection chart for 50 v continued  50 v   c  (pf)  last  two digits  of 12nc  0402 0603 0805 1206 1210 1812  27,000 42              33,000 43              39,000 44              47,000 45      0.85   0.1    0.85   0.1    56,000 46        0.85   0.1      68,000 47              82,000 48              100,000 49    0.8   0.07          120,000 51              150,000 52              180,000 53        1.15   0.1  1.15   0.1    220,000 54            1.15   0.1  270,000 55          330,000 56          390,000 57      1.6   0.2    470,000 58          560,000 59         680,000 61         820,000 62       1.6   0.2  1,000,000 63         note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and pack ing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  10  www.yageo.com   ordering information for 50 v  com p onents ma y  be ordered b y  usin g  either a ph y com p ?s uni q ue 12nc or sim p le 15-di g it clear text code.  ordering code 12nc (preferred)    2  2  x  x     x  x  x     x  5  x  x  x carrier type 22 38 54 blister paper bulk rated voltage - termination 58 50 v; nisn size 7 6 0 1 2 4 0402 0603 0805 1206 1210 1812 capacitance value (1) tolerance 5 6 7  5%  10%  20% packaging (2) 1 5 4 reel:  ? 180 mm; 7" reel:  ? 330 mm; 13" bulk case scm026       (1)  refer to chapter ?selection chart for 50 v?.  (2)  quantity on reel depends on thickness classification, see section ?thickness classification and packing quantities?.  clear text code  e xample :   08052r104k9bb0d  size  code  temp.  char.  capacitance tol.  vol. termination packing  marking series 0402  0603  0805  1206  1210  1812  2r = x7r  104 = 100000 pf;  the third digit  signifies the  multiplying factor:  1 =  10  2 =  100  3 =  1000  4 =  10 000  5 =  100 000  j =   5%  k =   10% m =   20% 9 = 50 v b = nisn  2 = 180 mm; 7" paper  3 = 330 mm; 13" paper  b = 180 mm; 7" blister  f = 330 mm; 13" blister  p = bulk case  0 = no marking d = bme  

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  11  www.yageo.com     selection chart for 100 v  100 v  c  (pf)  last  two digits  of 12nc  0805 1206 1210 1812  220 14          270 15          330 16          390 17          470 18          560 19          680 21          820 22          1,000 23          1,200 24          1,500 25  0.6   0.1  0.85   0.1      1,800 26          2,200 27          2,700 28          3,300 29          3,900 31          4,700 32          5,600 33          6,800 34          8,200 35          10,000 36          note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and pack ing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  12  www.yageo.com   selection chart for 100 v continued  100 v  c  (pf)  last  two digits  of 12nc  0805 1206 1210 1812  12,000 37         15,000 38         18,000 39  0.85   0.1       22,000 41         27,000 42    0.85   0.1     33,000 43         39,000 44         47,000 45          56,000 46          68,000 47      0.85   0.1    82,000 48    1.15   0.1      100,000 49          120,000 51          150,000 52      1.15   0.1    180,000 53        1.15   0.1  220,000 54          270,000 55          330,000 56          390,000 57          470,000 58        1.6   0.2  560,000 59          note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and pack ing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  13  www.yageo.com   selection chart for 200 v and 250 v  200 v   250 v  c  (pf)  last  two digits  of 12nc  0805 1206 1210 1812 0805 1206  220 14            270 15            330 16            390 17            470 18             560 19             680 21             820 22             1,000 23  0.85   0.1       0.85   0.1    1,200 24             1,500 25             1,800 26    0.85   0.1       0.85   0.1  2,200 27             2,700 28             3,300 29             3,900 31             4,700 32             5,600 33             6,800 34  1.25   0.1       1.25   0.1    8,200 35             note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and pack ing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  14  www.yageo.com   selection chart for 200 v and 250 v continued  200 v   250 v  c  (pf)  last  two digits  of 12nc  0805 1206 1210 1812 0805 1206  10,000 36  1.25   0.1        1.25   0.1    12,000 37    0.85   0.1  0.85   0.1     0.85   0.1  15,000 38             18,000 39             22,000 41    1.15   0.1       1.15   0.1  27,000 42             33,000 43             39,000 44      1.15   0.1      47,000 45             56,000 46             68,000 47             82,000 48        1.15   0.1     100,000 49             120,000 51             150,000 52             note  1.  values in shaded cells i ndicate thickness class in mm.  2.  thickness classification and pack ing quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  15  www.yageo.com     selection chart for 500 v  500 v  c  (pf)  last  two digits  of 12nc  1206 1210 1812  470 18       560 19       680 21       820 22       1,000 23  1.15   0.1     1,200 24       1,500 25       1,800 26       2,200 27       2,700 28       3,300 29        3,900 31        4,700 32    1.15   0.1    5,600 33      0.85   0.1  6,800 34        8,200 35        10,000 36        12,000 37      1.15   0.1  15,000 38        note  1.  values in shaded cells indicate thickness class in mm.  2.  thickness classification and packi ng quantities refer to table 2. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  16  www.yageo.com   ordering information for 100 v, 200 v, 250 v and 500 v  com p onents ma y  be ordered b y  usin g  either a ph y com p ?s uni q ue 12nc or sim p le 15-di g it clear text code.  ordering code 12nc (preferred)  2  2  x  x     x  x  x     x  5  x  x  x carrier type 22 38 54 blister paper bulk rated voltage - termination 60 93 83 97 100 v; nisn 200 v; nisn 250 v; nisn 500 v; nisn  size 0 1 2 4 0805 1206 1210 1812 capacitance value (1) tolerance 5 6 7  5%  10% 2 0% packaging (2) 1 5 4 reel:  ? 180 mm; 7" reel:  ? 330 mm; 13" bulk case scm027       (1)  refer to chapters ?selection chart for 100 v? and ?selection chart for 200 v and 500 v?.  (2)  quantity on reel depends on thickness classification, see section ?thickness classification and packing quantities?.  clear text code  e xample :   18122r104kbbb0d  size  code  temp.  char.  capacitance tol.  vol. termination packing  marking series 0805  1206  1210  1812  2r = x7r  104 = 100000 pf;  the third digit  signifies the  multiplying factor:  1 =  10  2 =  100  3 =  1000  4 =  10 000  j =   5%  k =   10% m =   20% 0 = 100 v b = 200 v c = 250 v d = 500 v b = nisn  2 = 180 mm; 7" paper  3 = 330 mm; 13" paper  b = 180 mm; 7" blister  f = 330 mm; 13" blister  p = bulk case  0 = no marking d = bme

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  17  www.yageo.com   electrical characteristics  class 2 capacitors; x7r dielectric; nisn terminations  unless otherwise stated all electrical values  apply at an ambient temperature of 25   1   c, an atmospheric pressure of  86 to 105 kpa, and a relative humidity of 63 to 67%.  description value  capacitance range; note 1  100 pf to 1  f  capacitance tolerance   20%,   10%,   5%  dissipation factor (d.f.); note 1   2.5%; 16 v range   3.5%  insulation resistance after 1 minute at u r  (dc)  r ins     10 g ?  or   r ins     c    500 seconds whichever is less  maximum capacitance change as a function of temperature  (temperature characterist ic/coefficient; for typi cal values see fig.3)   15%  operation temperature range  ? 55   c to  + 125   c  note  1  measured at 1 v, 1 khz, using a four-gauge method.  15 5 ? 15 hbk096 ? 40 0 40 80 120 t  ( o c) 10 ? 10 ? c c (%) ? 5 0   fig.3 typical capacitance change as a function of tem p erature. 600 400 200 0 hbk095 ? 40 0 40 80 120 t  (  c) tan   (   10 ? 4 ) (2) (3) (4) (5) (6) (1)   fig.4 typical tan    as a function of temperature. curve 1 = 16 v product.  curve 2 = 25 v product.  curve 3 = 50 v product.  curve 4 = 100 v product.  curve 5 = 200 v product.  curve 6 = 500 v product. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  18  www.yageo.com   s 0 102030 hbk094 v dc   (v) 0 ? 50 ? 10 ? 20 ? 30 ? 40 c (%) ? c 16 v product 25 v product   0 0204060 v dc   (v) hbk097 ? 80 ? 60 ? 40 ? 20 80 100 100 v product 50 v product c (%) ? c   fig.5 typical capacitanc e change with respect  to the capacitance at 1  v as a function of  dc voltage at 20   c.  0 100 200 400 500 0 ? 100 ? 20 hbk098 300 ? 40 ? 60 v dc   (v) c (%) ? c ? 80 500 v product 200 v product   fig.6 typical capacitanc e change with respect  to the capacitance at 1  v as a function of  dc voltage at 20   c.  fig.7 typical capacitanc e change with respect  to the capacitance at 1  v as a function of  dc voltage at 20   c. 

 phycomp  product specification surface-mount ceramic  multilayer capacitors  class 2, x7r 16 v to 500 v   2005 aug 17 rev. 9  19  www.yageo.com       revision history  revision date  change  notification  description  rev.9  2005 aug 17  -  - 0603 50v capacitance range extended to 100 nf  rev.8  2004 jul 30  -  - 0402 16v capacitance range extended to 47 nf  rev.7  2004 jan 09  -  - revise for thickness and product range  rev.6  2002 aug 28  -  - capacitance range changed from 2.2 nf   rev.5 2002 jul 15      2003 jun 26  -  - capacitance range changed from e6 into e12  - capacitance range expanded to 4.7   f  - figures 3 through 7 corrected  - updated company logo       

       print-friendly version    product detail information  product group  multilayer capacitor chips and arrays  ordering code  cc0402krx7r7bb103  ordering code  223878715636  unified ctc  c0402krx7r7bb103  additional product code  04022r103k7b20d  description  general purpose, 0402, x7r, 10nf, ?10%, 16v, 7" paper  status  standard  size code  0402  capacitance tolerance  +-10%  packing style  paper tape & 180mm (7") reel  dielectric material (tc)  x7r  rated voltage  16v  capacitance  10 nf  related data sheets, catalogs and application notes:  datasheet - x7r 16/25/50/100/200/500 v, bme, rev.9 [289 kb]  product selection guide 2009 [1.74 mb]  yageo passive components 2008 [3.26 mb]   

 material declaration mlccs type x7r, [85 kb]  environmental declaration  appl. note - dc, ac and pulse load of multilayer ceramic capacitors [308 kb]  mlcc sample kits [177 kb]  appl. manual - mlcc application manual [577 kb]  datasheet - mlcc introduction, rev.9 [98 kb]  datasheet - mlcc general data of packing, labelling, mounting, tests & requirements;  rev.7 [159 kb]  flowchart - quality flowchart, rev.4 [80kb]  calculation tool - mlcc spice data  general info - standard values in a decade [8.39 kb]  requirements, rev.7 [158 kb]  for optimal printing of data sheets print from page 2 of the pdf.  note clear text codes in the data sheets can differ from the clear text codes displayed above.  the ctc displayed above is a new code which has been introduced to align product codes in the  complete yageo organisation. you can search products with the ctc displayed in the data sheet  by using the competitor part number search function.  documents are in pdf format so to view and print them you will need  adobe acrobat reader  installed on your computer. this is available free of charge.       

 copyright ? 2002-2005 yageo corporation privacy policy |  access to and use of this web site is subject to the following terms of use    springsite technology                          

       print-friendly version    product detail information  product group  multilayer capacitor chips and arrays  ordering code  cc0603krx7r8bb473  ordering code  223891615645  unified ctc  c0603krx7r8bb473  additional product code  06032r473k8b20d  description  status  standard  size code  0603  capacitance tolerance  +-10%  packing style  paper tape & 180mm (7") reel  dielectric material (tc)  x7r  rated voltage  25v  capacitance  47 nf  related data sheets, catalogs and application notes:  datasheet - x7r 16/25/50/100/200/500 v, bme, rev.9 [289 kb]  product selection guide 2009 [1.74 mb]  yageo passive components 2008 [3.26 mb]   

 material declaration mlccs type x7r, [85 kb]  environmental declaration  appl. note - dc, ac and pulse load of multilayer ceramic capacitors [308 kb]  mlcc sample kits [177 kb]  appl. manual - mlcc application manual [577 kb]  datasheet - mlcc introduction, rev.9 [98 kb]  datasheet - mlcc general data of packing, labelling, mounting, tests & requirements;  rev.7 [159 kb]  flowchart - quality flowchart, rev.4 [80kb]  calculation tool - mlcc spice data  general info - standard values in a decade [8.39 kb]  requirements, rev.7 [158 kb]  for optimal printing of data sheets print from page 2 of the pdf.  note clear text codes in the data sheets can differ from the clear text codes displayed above.  the ctc displayed above is a new code which has been introduced to align product codes in the  complete yageo organisation. you can search products with the ctc displayed in the data sheet  by using the competitor part number search function.  documents are in pdf format so to view and print them you will need  adobe acrobat reader  installed on your computer. this is available free of charge.       

 copyright ? 2002-2005 yageo corporation privacy policy |  access to and use of this web site is subject to the following terms of use    springsite technology                          
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