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		  Datasheet File OCR Text:


		  mx07 e-65 e power connectors  www.molex.com/product/power/mf.htm l 4.20mm (.165") pitch mini-fit jr. ? header 5569 right angle, single row with flanges  features and benefits  	 flanges 	allow	for	screw-in	retention	to	board-mounted	 headers	  	 low 	profile	is	ideal	for	power	applications	with	 	 space	constraints		 reference information  packaging:	 tray	or	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 tuv	license	no.:	r75142	 mates	with:	5557	single	row	receptacle pcb	thickness:	1.60mm	(.062") process:	 wave	solder designed	in:	millimeters	 electrical  voltage: 	600v	 current:	(used	with	16	 awg) series circuits 2-3 4-6 7-10 12-24 46083 	 9.0a 	 	 8.0a 	 	 7.0a 		6.0a 45750 12.0a 12.0a 12.0a 11.0a contact	resistance:	10	milliohms	max.	 dielectric	withstanding	 voltage:	1500v	ac insulation	resistance:	1000	megohms	min.	 mechanical  insertion	force	to	pcb:	5.0kg	max.	 durability:	30	cycles	 physical  housing:	6/6	nylon,	ul	 94v-2	or	 94v-0	 contact:	brass	 plating:	 tin	or	select	gold	 underplating:	nickel operating	 temperature:	-40	to	+105?c	 circuits order no. lead-free tin plated select gold plated 94v-2 94v-0 94v-2 94v-0 3 39-30-603 9 39-30-703 0 39-30-403 7 39-30-403 8 yes 4 39-30-604 9 50-30-444 3 4.20mm (.165") pitch mini-fit jr. ? receptacle 5557 dual row features and benefits  	 positive 	housing	lock	for	secure	mating	retention  	 fully 	isolated	terminals	to	protect	contacts	from	 	 damage  	 thumblatch 	for	easy	unmating reference information  packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 tuv	license	no.:	r75142	 mates	with:	5559,	5566,	5569,	42404,	42440,	42475,	 43810,	43879	and	44068	dual	row	connectors use	with:	5556,	46083	or	45750	terminals designed	in:	millimeters	 electrical  current:	(used	with	16	 awg) series circuits 2-3 4-6 7-10 12-24 46083 	 9.0a 	 	 8.0a 	 	 7.0a 		6.0a 45750 12.0a 12.0a 12.0a 11.0a mechanical  contact	insertion	force:	1.5kg	max.	 contact	retention	to	housing:	3.0kg	min.	 physical  housing:	6/6	nylon,	ul	 94v-2	or	 94v-0	 operating	 temperature:	-40	to	+105?c	 circuits order no. 94v-2 94v-0 	 2 39-01-202 0 39-01-202 5 	 4 39-01-204 0 39-01-204 5 	 6 39-01-206 0 39-01-206 5 	 8 39-01-208 0 39-01-208 5 10 39-01-210 0 39-01-210 5 12 39-01-212 0 39-01-212 5 circuits order no. 94v-2 94v-0 14 39-01-214 0 39-01-214 5 16 39-01-216 0 39-01-216 5 18 39-01-218 0 39-01-218 5 20 39-01-220 0 39-01-220 5 22 39-01-222 0 39-01-222 5 24 39-01-224 0 39-01-224 5
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