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		  Datasheet File OCR Text:


		  data acquisition boards features rohs compliant 2002/95/ec specifcations analog input channels   8 single-ended resolution   12 bits max. sampling rate   40 ks/s fifo size   0 overvoltage protection   30 vp-p input impedance   >10 m w sampling modes   software, pacer or external trigger input range (v)   5, 2.5, 1.25, 0.625, 0.3125 accuracy   2 lsb analog output channels   1 double-buffered resolution   12 bits output rate   static update output range   0 ~ 5 v or 0 ~ 10 v driving capability   5 ma digital input channels   16 compatibility   5 v/ttl input voltage   logic 0: 0.8v max.   logic 1: 2.0v min. ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? 40 ks/s, 12-bit, 8-ch isa  multifunction card pcl-711b 8-ch single-ended analog input 12-bit a/d converter, with up to 40 khz sampling rate programmable gain one 12-bit analog output channel 16-ch digital input and 16-ch digital output screw-terminal board and cable included ? ? ? ? ? ? digital output channels   16 compatibility   5 v/ttl output voltage   logic 0: 0.8 v max.   logic 1: 2.0 v min. output capability   sink: 8 ma   source: 0.4 ma general bus type   isa i/o connectors   3 x 20-pin box header dimensions (l x h)   155 x 100 mm (6.1" x 3.9") power consumption   +5 v @ 500 ma typical, 1.0 a max.   +12 v @ 50 ma typical, 100 ma max.   -12 v @ 14 ma typical, 20 ma max. operating temperature   0 ~ 50 c (32 ~ 122 f) storage temperature   -20 ~ 65 c (-4 ~ 149 f) storage humidity   5 ~ 95% rh non-condensing (refer to iec 68-2-3) certifcations   ce ordering information pcl-711b   40 ks/s, 12-bit, 8-ch isa multifunction card PCL-10120-1   20-pin flat cable, 1 m pcl-10120-2   20-pin flat cable, 2 m ? ? ? ? ? ? ? ? ? ? ? ? ? ? ? introduction pcl-711b offers four of the most popular i/o functions for pc and compatible systems: a/d conversion, d/a conversion, digital input and digital output. the inexpensive pcl-711b is  ideal for entry level applications. the features of this half-sized card include: eight 12-bit analog inputs, one 12-bit analog output, 16 digital inputs and 16 digital outputs. in addition, it  comes with a 20-point screw-terminal board and a fat cable connector. pcl-711b performs a variety of i/o jobs, and features solid software support and a large selection of available  daughterboards and accessories. it is an ideal and affordable performer for oems, schools and hobbyists who require a combination of analog and digital i/o.
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