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		  Datasheet File OCR Text:


		  a c   h i g h   p e r f o r m a n c e   f a n s n o n   c o n t r a c t u a l   d o c u m e n t .   s p e c i f i c a t i o n s   a r e   s u b j e c t   t o   c h a n g e   w i t h o u t   p r i o r   n o t i c e .   p i c t u r e s   f o r   i n f o r m a t i o n   o n l y .   e d i t i o n   2 0 0 7 / 0 6 l-10 life  a t  40c: 25 000 hours  180 x 87 mm ac motor housing material : aluminium impeller material : plasticw eight : 2,1 kg bearing system : ball bearings additional versions: salt spray protected - shock and vibration protected - marine specifications  wide temperature range - other voltages (consult factory) s t a t i c   p r e s s u r e   :   m m h 2 o airflow : l/s life expectancy approvals 97dbw part number nominal voltage airflow nominal speed input power noise level phases capacitor (not included) connection type 85CB016DC13 220 75 57 2850 50 3 20 1 10 320 x -10 70 380 75 57 2850 50 3 20 65 185 x -10 70 220 88 61 3300 60 3 23 95 300 x -10 70 380 88 61 3300 60 3 23 55 175 x -10 70 220 75 57 2580 50 1 1,47 20 1 10 260 x -10 70 380 75 57 2850 50 1 0,47 20 65 150 x -10 70 220 88 61 3300 60 1 1,47 24 1 15 250 x -10 70 380 88 61 3300 60 1 0,47 24 70 145 x -10 70 86cb016dc13 220 1 1 1 56 2800 50 3 35 170 470 x -10 70 380 1 1 1 56 2800 50 3 35 100 275 x -10 70 220 127 60 3200 60 3 41 150 440 x -10 70 380 127 60 3200 60 3 41 90 255 x -10 70 220 1 1 1 56 2800 50 1 2,2 34 180 400 x -10 70 380 1 1 1 56 2800 50 1 0,69 34 105 235 x -10 70 220 127 60 3200 60 1 2,2 42 200 375 x -10 70 380 127 60 3200 60 1 0,69 42 1 15 220 x -10 70 v l / s d b ( a ) r p m h z : f w m a m a l e a d s t e r m i n a l s m i n .  c m a x .  c frequency nominal current starting current operating temperature a vailable with : - safety switch -  aluminium impeller 0 5 1 0 1 5 2 0 2 5 0 5 0 1 0 0 1 5 0 86cb      50 hz ---   60 hz , na t o codification  0 5 1 0 1 5 2 0 2 5 0 1 0 2 0 3 0 4 0 5 0 6 0 7 0 8 0 9 0 85cb      50 hz ---   60 hz http://www .etrinet.com       e-mail: info@etrinet.com      etri is a trade mark of ecofit , 
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