

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						A1186N			MPS918			24C08A			TFC718			SD1135			CV311			CA3040			JANTX			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				620-006 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  62 www.glenair.com e-mail: sales@glenair.com series 62 - page 10 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 20053 glenair, inc. printed in u.s.a. cage code 06324 a thread (table i) a thread (table i) wire feed- through slot g h c (table i) e (table iii) f (table iii) k j g c (table i) 620-006 split strain reliefs rotatable coupling - straight and 90  connector designator a-f-h-l rotatable  coupling product series connector designator angle and profile s= straight a = 90 basic part no. 620 h s 006 m 15 shell size (table iii) finish (table ii)

 62 www.glenair.com e-mail: sales@glenair.com series 62 -  page 11 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2005 glenair, inc. printed in u.s.a. cage code 06324 h cable entry 620-006 split strain reliefs rotatable coupling - straight and 90  1. cable entry is defined as the accommodation entry for the wire bundle or cable.  dimensions are not intended for inspection criteria. 2. metric dimensions (mm) are indicated in parentheses. shell size conn. desig. a,f,l    h 08      09 10      11 12      13 14      15 16      17 18      19 20      21 22      23 24      25 28 table iii: cable entry e max .602   (15.3) .712   (18.1) .837   (21.3) .837   (21.3) .962   (24.4) 1.212   (30.8) 1.337   (34.0) 1.462   (37.1) 1.587   (40.3) 1.731   (44.0) f nom .752 (19.1) .832 (21.1) .988 (25.1) 1.046 (26.6) 1.319 (33.5) 1.451 (36.9) 1.557 (39.5) 1.653 (42.0) 1.775 (45.1))    2.020 (51.3) j max .808 (20.3) .867 (22.0) .929 (23.6) .992 (25.2) 1.056 (26.8) 1.233 (31.3) 1.296 (32.9) 1.358 (34.5) 1.420 (36.1)    1.634 (41.5) k max .704 (17.9) .786 (20.0) .979 (24.9) 1.039 (26.4) 1.188 (30.2) 1.300 (33.0) 1.425 (36.2) 1.550 (39.4) 1.675 (42.5)    1.813 (46.1) g min .125 (3.2) .125 (3.2) .188 (4.8) .188 (4.8) .188 (4.8) .250 (6.4) .250 (6.4) .312 (7.9) .312 (7.9) .312 (7.9) closed .125 (3.2) .187 (4.7) .291 (7.4) .351 (8.9) .501 (12.7) .578 (14.7) .581 (14.8) .644 (16.4) .706 (17.9) .750 (19.1) open .204 (5.2) .286 (7.3) .416 (10.6) .476 (12.1) .625 (15.9) .706 (17.9) .831 (21.1) .956 (24.3) 1.081 (27.5)    1.187 (30.1)
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