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		  Datasheet File OCR Text:


		  62 www.glenair.com e-mail: sales@glenair.com series 62 -  page 21 glenair, inc.  ?  1211 air way  ?  glendale, ca 91201-2497  ?  818-247-6000  ?  fax 818-500-9912 ? 2005 glenair, inc. printed in u.s.a. cage code 06324 basic part no. finish (table ii) 620-053 m 16 a clamp style dash no. n style h heavy duty (table iv) style a medium duty (table v) style d medium duty (table v) style m medium duty (table v) p m t t w r x s w l x max style e medium duty (table iii) h k max j style c medium duty (table iii) e k f g (see note 3) clamping bars style b medium duty (table iii) d k max f 620-053 backshell accessory thread strain reliefs

 62 www.glenair.com e-mail: sales@glenair.com series 62 - page 22 glenair, inc. ?  1211 air way ?  glendale, ca 91201-2497 ?  818-247-6000 ?  fax 818-500-9912 ? 20053 glenair, inc. printed in u.s.a. cage code 06324 see inside back cover fold- out or page 14 for table ii. 1. metric dimensions (mm) are indicated in parentheses. 2. cable range is defined as the accommo- dations range for the wire bundle or cable.  dimensions shown are not intended for inspection criteria. 3. style c saddles are bottomed on clamp ears. 620-053 backshell accessory thread strain reliefs table iv: cable entry dash no. 04 06 08 10 12 16 20 24 28 32 l max 1.312 (33.3) 1.312 (33.3) 1.312 (33.3) 1.312 (33.3) 1.344 (34.1) 1.438 (36.5) 1.625 (41.3) 1.688 (42.9) 1.938 (49.2) 1.938 (49.2) min .125 (3.2) .250 (6.4) .312 (7.9) .350 (8.9) .500 (12.7) .625 (15.9) .875 (22.2) 1.000 (25.4) 1.250 (31.8) 1.437 (36.5) max .312 (7.9) .437 (11.1) .562 (14.3) .625 (15.9) .750 (19.1) .937 (23.8) 1.250 (31.8) 1.375 (34.9) 1.625 (41.3) 1.875 (47.6) m max .957 (24.3) 1.145 (29.1) 1.332 (33.8) 1.332 (33.8) 1.551 (39.4) 1.770 (45.0) 2.113 (53.7) 2.363 (60.0) 2.770 (70.4) 3.020 (76.7) n - cable range w max .630 (16.0) .755 (19.2) .942 (23.9) 1.067 (27.1) 1.192 (30.3) 1.380 (35.1) 1.535 (39.0) 1.848 (46.9) 2.255 (57.3) 2.505 (63.6) 2.755 (70.0) 3.255 (82.7) dash no. 03* 04* 06* 08 10 12 16 20 24 28 32* 40* r max n/a n/a n/a 1.312 (33.3) 1.312 (33.3) 1.344 (34.1) 1.688 (42.9) 1.906 (48.4) 1.906 (48.4) 2.125 (54.0) n/a n/a t max .843 (21.4) .906 (23.0) 1.093 (27.8) 1.187 (30.1) 1.281 (32.5) 1.500 (38.1) 1.719 (43.7) 2.062 (52.4) 2.312 (58.7) 2.719 (69.1) 2.969 (75.4) 3.531 (89.7) *  not available in style m clamp.                                                                                   ** not applicable style d p max .844 (21.4) .844 (21.4) .906 (23.0) .969 (24.6) .969 (24.6) .969 (24.6) 1.062 (27.0) 1.125 (28.6) 1.188 (30.2) 1.719 (43.7) 1.781 (45.2) 1.781 (45.2) table v: cable entry s max .562 (14.3) .562 (14.3) .562 (14.3) .562 (14.3) .562 (14.3) .562 (14.3) .562 (14.3) .562 (14.3) .594 (15.1) .594 (15.1) .750 (19.1) .812 (20.6) max .250 (6.4) .312 (7.9) .438 (11.1) .562 (14.3) .625 (15.9) .750 (19.1) .938 (23.8) 1.250 (31.8) 1.375 (34.9) 1.625 (41.3) 1.875 (47.6) 2.375 (60.3) min ** .156 (4.0) .188 (4.8) .281 (7.1) .344 (8.7) .375 (9.5) .438 (11.1) .562 (14.3) .750 (19.1) .781 (19.8) .969 (24.6) 1.125 (28.6) 1.469 (37.3) x - cable range d max 1.031 (26.2) 1.031 (26.2) 1.031 (26.2) 1.031 (26.2) 1.094 (27.8) 1.219 (31.0) 1.219 (31.0) 1.344 (34.1) 1.547 (39.3) 1.547 (39.3) 1.734 (44.0) table iii: cable entry min * .156  (4.0) .188  (4.8) .281  (7.1) .312  (7.9) .375  (9.5) .500  (12.7) .625  (15.9) .938  (23.8) 1.000  (25.4) 1.250  (31.8) 1.500  (38.1) dash no. 03 04 06 08 10 12 16 20 24 28 32 e max 1.375 (34.9) 1.375 (34.9) 1.375 (34.9) 1.375 (34.9) 1.437 (36.5) 1.437 (36.5) 1.562 (39.7) 1.812 (46.0) 2.062 (52.4) 2.062 (52.4) 2.188 (55.6) max .219   (5.6) .312  (7.9) .438  (11.1) .531  (13.5) .625  (15.9) .750  (19.1) .938  (23.8) 1.250  (31.8) 1.375  (34.9) 1.625  (41.3) 1.875  (47.6) f max .812 (20.6) .937 (23.8) 1.062 (27.0) 1.188 (30.2) 1.312 (33.3) 1.562 (39.7) 1.750 (44.5) 2.250 (57.2) 2.375 (60.3) 2.625 (66.7) 2.812 (71.4) k - cable range g ref .135 (3.4) .203 (5.2) .285 (7.2) .350 (8.9) .390 (9.9) .460 (11.7) .510 (13.0) .695 (17.7) .715 (18.2) .915 (23.2) 1.070 (27.2) j max .812 (20.6) .937 (23.8) 1.062 (27.0) 1.188 (30.2) 1.312 (33.3) 1.562 (39.7) 1.750 (44.5) 2.250 (57.2) 2.375 (60.3) 2.625 (66.7) 2.812 (71.4) h max .781 (19.8) .781 (19.8) .781 (19.8) .781 (19.8) .844 (21.4) .875 (22.2) .875 (22.2) .969 (24.6) 1.188 (30.2) 1.188 (30.2) 1.375 (34.9) * not applicable styles b and e
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