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		  Datasheet File OCR Text:


		  petermann technik time & frequency components petermann-technik  |  amselweg 8  |  d-86916 kaufering  fon:  00 49 (0) 81 91 / 30 53 95  |  fax:  00 49 (0) 81 91 / 30 53 97  http://www.petermann-technik.de   |  info@petermann-technik.de photo oto                 product         smd-pll quartz stabilized oscillator / 3.0 vdc  description   series M1320 is a highly stable pll signal source with internal          crystal reference. this part employs tcxo inside to achieve  +-2.5 ppm frequency stability.         other versions with built-in smd-clock-oscillator for frequency              stabilities in the range of +-15 ~ +-100 ppm are also available.  it is supposed to give design simplification benefits to the  design engineers by reducing the design time, costs and board  space. features       - rf frequency range between 600.0 mhz ~ 2.5 ghz - smt package - internal crystal reference clock (xo and tcxo) - high reliability for low cost      - 3.0 vdc supply voltage  - 22 x 22 x 6 mm package dimension  - a lot of different functions are integrated in low volume  applications        - mobile telephone and portable telephone  - wireless lan  - sonet / sdh / atm  - wireless cctv  - etc. 

 petermann technik time & frequency components petermann-technik  |  amselweg 8  |  d-86916 kaufering  fon:  00 49 (0) 81 91 / 30 53 95  |  fax:  00 49 (0) 81 91 / 30 53 97  http://www.petermann-technik.de   |  info@petermann-technik.de specifications     frequency range:      600.0 mhz ~ 2.5 ghz        frequency stability:   +-2.5 ppm max.          output power:      0 dbm +-3 dbm        supply voltage:   +3.0 vdc +-5%        input current:     100 ma max.        2?nd harmonics :   -15 dbc max.        operating temperature range: -30/+80c        storage temperature range: -40/+125c              phase noise (typ.)      -90 dbc/hz @ 10 khz offset             -110 dbc/hz @ 100 khz offset  other parameters are available on request outline drawing o     utline  drawing             - - #1 mark 6 . 0 m a x pin #1 #2 #3 #4 connection n/c #5 #6 v cc unit:mm 1.0 1.0 1.6 #7 pin #8 #9 #10 #11 connection ground rf output  #12 #13 #14 ground lock detect ground ground ground ground ground n/c n/c n/c marking       line 1:  mfi        line 2: M1320-25k        line 3: frequency        line 4: date code  block diagram rf output  reference    divider     phase detector charge    pump  loop  filter vco    vco divider reference x-tal    oscillator
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