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		  Datasheet File OCR Text:


		    ___________________________________________________ ___________________________________________________ ________________________  1 of 2   sl power electronics corp  ?  6050 king drive   ventura, ca 93003  ?  phone 805.486.4565  ?  fax 858.712.2040  ?  email: info@slpower.com  ?   www.slpower.com   CINT1150     150w single output series         3 years warranty                                 ite power supply           international safety agency approvals        rohs     specifications                                                                                                                  all specifications are typical at nominal input, fu ll load at 25  c unless otherwise stated .   ac input                                 100-240vac +/- 10%, 47-63 hz single phase                                                                                                 120-370  vdc   turn on time                  less than 2 sec. @115vac (inversely proportional                                                to inpu t voltage and thermistor temperature)   input current                                                        115vac: 2a,  230vac: 1a   hold - up time                                          >12msec at full load and 120vac   inrush current                               264vac, cold start: will not exceed  50a   signals                                                                    ac power fail/dc ok    input fuse s                     f1, f2: 4a, 250vac fuses provided on all models   overload protection                                                                  hiccup mode  earth leakage curre nt                                       ___________________________________________________ ___________________________________________________ ________________________  2 of 2   sl power electronics corp  ?  6050 king drive   ventura, ca 93003  ?  phone 805.486.4565  ?  fax 858.712.2040  ?  email: info@slpower.com  ?   www.slpower.com   CINT1150     150w single output series         3 years warranty                                 ite power supply     models & output parameters   model number  volts (v)  convection 1   with 200lfm air  ripple & noise 2   total  regulation  ovp threshold  CINT1150a1206k01  12v  8.33a  12.50a  0.5%rms, 1.2% pk-pk  5%  14.0  1.1v  CINT1150a2406k01  24v  4.17a  6.25a  0.5%rms, 1% pk-pk  5%  28.0  2.5v  CINT1150a4806k01  48v  2.08a  3.13a  0.5%rms, 1% pk-pk  5%  55.0  4.0v  CINT1150a5606k01  56v  1.79a  2.68a  0.5%rms, 1% pk-pk  5%  
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