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		  Datasheet File OCR Text:


		     MPR5000        wj communications     401 river oaks parkway, san j ose, ca 95134     www.wj.com                         multi-protocol rfid reader module   epc class 0/0+ class1 and gen2 with integral antenn a     product features     compliant to global standards  ?  class 0/0+  ?  class1 gen1   ?  class1 gen2    .5w transmit power (+27 dbm)    integrated antenna    extended pcmcia type ii form factor    communication interface  ?  standard 68-pin parallel pcmcia  ?  serial ttl interface     highly scalable   wj communications? MPR5000 rfid multi-protocol read er  module is designed specifically for software develo pers and  quick and easy experimentation with rfid.    operating at the uhf frequency, this product offers  oems  and system integrators the ability to deliver highl y reliable,  best-in-class, high performing rfid enabled printer s, rfid  handhelds and other rfid enabled devices.  the  MPR5000 reader module supports class 0, class1 and  class1 gen2 international standards.      superior performance   wj?s innovative, cost-effective and easy to integra te reader    module delivers up to a half watt of rf power and b oasts  an integrated dipole antenna to complete a painless  inte- gration of this reader module.    typical applications for the  MPR5000 include handheld rfid readers, rfid enabled   printers and mobile rfid devices.        ease of integration  the MPR5000 is packaged in a pcmcia type ii pc  card? form factor, for ease of integration into var ious  rfid devices.  just plug it into pc card socket, lo ad the  driver and demo software and get ready to read tags !    

  wj communications     401 river oaks parkway, san j ose, ca 95134     www.wj.com  copyright wj communications june  2006. subject to  change without notice.   all trademarks, trade names, service marks, and log os remain the property of the rightful owners  parameter   rating   units   esd protection (per iso 7816-1)   2   kv   maximum operating voltage   6   v   operating case temperature   -20 to +55   c   storage temperature   -40 to +65   c   absolute maximum rating*   *operation of this device above any of these parame ters may cause permanent damage.   specifications   operating conditions: vcc = 5.00 vdc, t amb  = 25c, 50    system.     MPR5000                               multi-protocol rfid reader module   epc class 0/0+ class1 and gen2 with integral antenn a   symbol   parameter   min   f rfid   rf frequency?uhf operation   902   f ch   channel spacing     ch   frequency hopping channels (see hop frequency  channels table below)     i peak op   peak operating current     units   mhz   khz   channels   ma   max   928       750   typ     500   50   600   v cc   supply voltage @ 800ma, connected to system*   4.900   5.00   5.5   v   p tx-max   maximum transmit power     +26.6   +27   dbm   p range   power control range     12     db     step size     1     db   t operating   operating temperature range   -20     +50   c   s f   frequency stability       10   ppm   *measured at connector for 750ma load.  

  wj communications     401 river oaks parkway, san j ose, ca 95134     www.wj.com  copyright wj communications june  2006. subject to  change without notice.   all trademarks, trade names, service marks, and log os remain the property of the rightful owners    MPR5000                               multi-protocol rfid reader module   epc class 0/0+ class1 and gen2 with integral antenn a   protocol support   protocol   id   read   id   write   data  read   data  write   password  write   lock   kill   epc class0   x             x   epc class0+  x   x   x   x     x   x   epc class1 gen1    x   x       x   x   x   epc class1 gen2 (iso-18000-6c)   x   x   x   x   x   x   x   frequency bands    channel  hop   frequency  (mhz)  1   901.75  2   902.25  3  902.75  4   903.25  5   903.75  7   904.75  6   904.25  8  905.25  10  906.25  9  905.75  11  906.75  15  908.75  13  907.75  12  907.25  14  908.25  16  909.25  17  910.75  18  910.25  19  911.75  20  912.25  21  912.75  22  913.25  23  913.75  24  914.25  25  914.75    channel  26  27  28  29  30  31  32  33  34  35  36  37  38  39  40  41  42  43  44  45  46  47  48  49  50  hop  frequency  (mhz)  915.25  915.75  916.25  916.75  917.25  917.75  918.25  918.75  919.25  920.75  920.25  921.75  922.25  922.75  923.25  923.75  924.25  924.75  925.25  925.75  926.25  926.75  927.25  927.75  928.25  us frequency hop table   country  frequency (mhz)  united states  902-928  puerto rico  902-928  canada  902-928  taiwan  917-922  singapore  922-928  hong kong  923-925  malaysia  920-925  philippines  915-928  thailand  902-928  brazil  902-928  argentina  902-928  chile  902-928  costa rica  902-928  mexico  902-928  australia  920-926  south africa  917-921  uraguay  902-928  the MPR5000 can be configured to support  any country that falls within the us frequency  band.  the hop table is then limited to the  channels that apply to the specific country.  

  mechanical information   pc card? mechanical specifications   the MPR5000 is housed in an extended 68-pin pcmcia  type ii pc card? form factor and the physical  dimensions are listed in the diagram below.   wj communications     401 river oaks parkway, san j ose, ca 95134     www.wj.com  copyright wj communications june  2006. subject to  change without notice.   all trademarks, trade names, service marks, and log os remain the property of the rightful owners    MPR5000                               multi-protocol rfid reader module   epc class 0/0+ class1 and gen2 with integral antenn a  
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