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		  Datasheet File OCR Text:


		   ? kemet electronics corporation ? p.o. box 5928 ? greenville, sc 29606 (864) 963-6300 ? www.kemet.com 17 capacitor outline drawings t size l thickness code length width max. 0805 2.03 (.080)  0.38 (.015) 1.27 (.050)  0.38 (.015) 1.4 (.055) 1005 2.56 (.100)  0.38 (.015) 1.27 (.050)  0.38 (.015) 1.5 (.059) 1206 3.07 (.120)  0.38 (.015) 1.52 (.060)  0.38 (.015) 1.6 (.065) 1210 3.07 (.120)  0.38 (.015) 2.56 (.100)  0.38 (.015) 1.6 (.065) 1805 4.57 (.180)  0.38 (.015) 1.27 (.050)  0.38 (.015) 1.4 (.055) 1808 4.57 (.180)  0.38 (.015) 2.03 (.080)  0.38 (.015) 1.6 (.065) 1812 4.57 (.180)  0.38 (.015) 3.18 (.125)  0.38 (.015) 2.03 (.080) 1825 4.57 (.180)  0.38 (.015) 6.35 (.250)  0.38 (.015) 2.03 (.080) 2225 5.59 (.220)  0.38 (.015) 6.35 (.250)  0.38 (.015) 2.03 (.080)  dimensions  millimeters (inches) ordering information c  0805   a 103   k   5   x   a c ceramic size code see table above specification a  kemet gr900 (chips) capacitance code expressed in picofarads (pf) first two digit-significant figures. third digit-number of zeros. (use 9 for 1.0 thru 9.9 pf. example: 2.2 pf  229). capacitance tolerance m  20% g  2% (g(bp) temperature characteristic only) k  10% f  1% (g(bp) temperature characteristic only) j  5% *d  0.5 pf (g(bp) temperature characteristic only) *c  0.25 pf (g(bp) temperature characteristic only)  end metallization ctin-coated, final (solderguard ii) hsolder-coated, final (solderguard i) failure rate level (%/1,000 hours) astandardnot applicable temperature characteristic designated by capacitance change over temperature range gbp (30 ppm/c ) xbx (15%, +15%, -25% with bias.) *these tolerances available only for 1.0 through 10 pf capacitors. voltage 1100 2200 550 marking capacitors shall be legibly laser marked in contrasting color with  the kemet trademark and 2-digit capacitance symbol. w ceramic molded/radial - high reliability gr900 series (bp dielectric)

  ? kemet electronics corporation ? p.o. box 5928 ? greenville, sc 29606 (864) 963-6300 ? www ceramic chips high reliability gr900 series (bp/bx dielectric)electric) 17 ratings and part number reference style c0504 & c0805 (1) complete kemet part number by inserting capacitance tolerance, as applicable as shown in ordering information on page 16. bp capacitance tolerance: 1%, 2%, 5%, 10%, 20% (0.5pf & 0.25pf tolerances available 1.0 thru 10pf only) temperature characteristic ? bx capacitance tolerance: 5%, 10%, 20% tem- perature characteristic ? (2) complete part number by inserting end metallization, as applicable as shown in ordering information on page 16. c?in-coated, final (solderguard ii) h?older-coated, final (solderguard i) l?70/30 tin/lead plated capacitance pf kemet part number 1.0 c0504a109 ( 1 ) 2ga ( 2 ) 1.1 c0504a119 ( 1 ) 2ga ( 2 ) 1.2 c0504a129 ( 1 ) 2ga ( 2 ) 1.5 c0504a159 ( 1 ) 2ga ( 2 ) 1.6 c0504a169 ( 1 ) 2ga ( 2 ) 1.8 c0504a189 ( 1 ) 2ga ( 2 ) 2.0 c0504a209 ( 1 ) 2ga ( 2 ) 2.2 c0504a229 ( 1 ) 2ga ( 2 ) 2.4 c0504a249 ( 1 ) 2ga ( 2 ) 2.7 c0504a279 ( 1 ) 2ga ( 2 ) 3.0 c0504a309 ( 1 ) 2ga ( 2 ) 3.3 c0504a339 ( 1 ) 2ga ( 2 ) 3.6 c0504a369 ( 1 ) 2ga ( 2 ) 3.9 c0504a399 ( 1 ) 2ga ( 2 ) 4.3 c0504a439 ( 1 ) 2ga ( 2 ) 4.7 c0504a479 ( 1 ) 2ga ( 2 ) 5.1 c0504a519 ( 1 ) 2ga ( 2 ) 5.6 c0504a569 ( 1 ) 2ga ( 2 ) 6.2 c0504a629 ( 1 ) 2ga ( 2 ) 6.8 c0504a689 ( 1 ) 2ga ( 2 ) 7.5 c0504a759 ( 1 ) 2ga ( 2 ) 8.2 c0504a829 ( 1 ) 2ga ( 2 ) 9.1 c0504a919 ( 1 ) 2ga ( 2 ) 10.0 c0504a100 ( 1 ) 2ga ( 2 ) 11.0 c0504a110 ( 1 ) 2ga ( 2 ) 12.0 c0504a120 ( 1 ) 2ga ( 2 ) 13.0 c0504a130 ( 1 ) 2ga ( 2 ) 15.0 c0504a150 ( 1 ) 2ga ( 2 ) 16.0 c0504a160 ( 1 ) 2ga ( 2 ) 18.0 c0504a180 ( 1 ) 2ga ( 2 ) 20.0 c0504a200 ( 1 ) 2ga ( 2 ) 22.0 c0504a220 ( 1 ) 2ga ( 2 ) 24.0 c0504a240 ( 1 ) 2ga ( 2 ) 27.0 c0504a270 ( 1 ) 2ga ( 2 ) 30.0 c0504a300 ( 1 ) 2ga ( 2 ) 33.0 c0504a330 ( 1 ) 2ga ( 2 ) 36.0 c0504a360 ( 1 ) 2ga ( 2 ) 39.0 c0504a390 ( 1 ) 2ga ( 2 ) 43.0 c0504a430 ( 1 ) 2ga ( 2 ) 47.0 c0504a470 ( 1 ) 2ga ( 2 ) 51.0 c0504a510 ( 1 ) 2ga ( 2 ) 56.0 c0504a560 ( 1 ) 2ga ( 2 ) 62.0 c0504a620 ( 1 ) 2ga ( 2 ) 75.0 c0504a750 ( 1 ) 2ga ( 2 ) 82.0 c0504a820 ( 1 ) 2ga ( 2 ) 91.0 c0504a910 ( 1 ) 1ga ( 2 ) 100 c0504a101 ( 1 ) 1ga ( 2 ) 110 c0504a111 ( 1 ) 1ga ( 2 ) 120 c0504a121 ( 1 ) 1ga ( 2 ) 130 c0504a131 ( 1 ) 1ga ( 2 ) 150 c0504a151 ( 1 ) 5ga ( 2 ) 160 c0504a161 ( 1 ) 5ga ( 2 ) 180 c0504a181 ( 1 ) 5ga ( 2 ) 200 volt - bp 100 volt - bp 50 volt - bp capacitance pf kemet part number 220 c0504a221 ( 1 ) 2xa ( 2 ) 270 c0504a271 ( 1 ) 2xa ( 2 ) 330 c0504a331 ( 1 ) 2xa ( 2 ) 360 c0504a361 ( 1 ) 1xa ( 2 ) 390 c0504a391 ( 1 ) 1xa ( 2 ) 470 c0504a471 ( 1 ) 1xa ( 2 ) 560 c0504a561 ( 1 ) 1xa ( 2 ) 680 c0504a681 ( 1 ) 1xa ( 2 ) 820 c0504a821 ( 1 ) 1xa ( 2 ) 1000 c0504a102 ( 1 ) 1xa ( 2 ) 1200 c0504a122 ( 1 ) 1xa ( 2 ) 100 volt - bx 200 volt - bx capacitance pf kemet part number 1500 c0504a152 ( 1 ) 5xa ( 2 ) 1800 c0504a182 ( 1 ) 5xa ( 2 ) 2200 c0504a222 ( 1 ) 5xa ( 2 ) 2700 c0504a272 ( 1 ) 5xa ( 2 ) 3300 c0504a332 ( 1 ) 5xa ( 2 ) 3900 c0504a392 ( 1 ) 5xa ( 2 ) 4700 c0504a472 ( 1 ) 5xa ( 2 ) 5600 c0504a562 ( 1 ) 5xa ( 2 ) 6800 c0504a682 ( 1 ) 5xa ( 2 ) 50 volt - bx capacitance pf kemet part number 1.0 c0805a109 ( 1 ) 2ga ( 2 ) 1.1 c0805a119 ( 1 ) 2ga ( 2 ) 1.2 c0805a129 ( 1 ) 2ga ( 2 ) 1.5 c0805a159 ( 1 ) 2ga ( 2 ) 1.6 c0805a169 ( 1 ) 2ga ( 2 ) 1.8 c0805a189 ( 1 ) 2ga ( 2 ) 2.0 c0805a209 ( 1 ) 2ga ( 2 ) 2.2 c0805a229 ( 1 ) 2ga ( 2 ) 2.4 c0805a249 ( 1 ) 2ga ( 2 ) 2.7 c0805a279 ( 1 ) 2ga ( 2 ) 3.0 c0805a309 ( 1 ) 2ga ( 2 ) 3.3 c0805a339 ( 1 ) 2ga ( 2 ) 3.6 c0805a369 ( 1 ) 2ga ( 2 ) 3.9 c0805a399 ( 1 ) 2ga ( 2 ) 4.3 c0805a439 ( 1 ) 2ga ( 2 ) 4.7 c0805a479 ( 1 ) 2ga ( 2 ) 5.1 c0805a519 ( 1 ) 2ga ( 2 ) 5.6 c0805a569 ( 1 ) 2ga ( 2 ) 6.2 c0805a629 ( 1 ) 2ga ( 2 ) 6.8 c0805a689 ( 1 ) 2ga ( 2 ) 7.5 c0805a759 ( 1 ) 2ga ( 2 ) 8.2 c0805a829 ( 1 ) 2ga ( 2 ) 9.1 c0805a919 ( 1 ) 2ga ( 2 ) 10.0 c0805a100 ( 1 ) 2ga ( 2 ) 11.0 c0805a110 ( 1 ) 2ga ( 2 ) 12.0 c0805a120 ( 1 ) 2ga ( 2 ) 13.0 c0805a130 ( 1 ) 2ga ( 2 ) 15.0 c0805a150 ( 1 ) 2ga ( 2 ) 16.0 c0805a160 ( 1 ) 2ga ( 2 ) 18.0 c0805a180 ( 1 ) 2ga ( 2 ) 20.0 c0805a200 ( 1 ) 2ga ( 2 ) 22.0 c0805a220 ( 1 ) 2ga ( 2 ) 24.0 c0805a240 ( 1 ) 2ga ( 2 ) 27.0 c0805a270 ( 1 ) 2ga ( 2 ) 30.0 c0805a300 ( 1 ) 2ga ( 2 ) 33.0 c0805a330 ( 1 ) 2ga ( 2 ) 36.0 c0805a360 ( 1 ) 2ga ( 2 ) 39.0 c0805a390 ( 1 ) 2ga ( 2 ) 43.0 c0805a430 ( 1 ) 2ga ( 2 ) 47.0 c0805a470 ( 1 ) 2ga ( 2 ) 51.0 c0805a510 ( 1 ) 2ga ( 2 ) 56.0 c0805a560 ( 1 ) 2ga ( 2 ) 62.0 c0805a620 ( 1 ) 2ga ( 2 ) 75.0 c0805a750 ( 1 ) 2ga ( 2 ) 82.0 c0805a820 ( 1 ) 2ga ( 2 ) 91.0 c0805a910 ( 1 ) 2ga ( 2 ) 100 c0805a101 ( 1 ) 2ga ( 2 ) 110 c0805a111 ( 1 ) 2ga ( 2 ) 120 c0805a121 ( 1 ) 2ga ( 2 ) 130 c0805a131 ( 1 ) 2ga ( 2 ) 150 c0805a151 ( 1 ) 2ga ( 2 ) 160 c0805a161 ( 1 ) 2ga ( 2 ) 180 c0805a181 ( 1 ) 2ga ( 2 ) 200 c0805a201 ( 1 ) 2ga ( 2 ) 220 c0805a221 ( 1 ) 2ga ( 2 ) 200 volt - bp capacitance pf kemet part number 240 c0805a241 ( 1 ) 1ga ( 2 ) 270 c0805a271 ( 1 ) 1ga ( 2 ) 300 c0805a301 ( 1 ) 1ga ( 2 ) 330 c0805a331 ( 1 ) 1ga ( 2 ) 360 c0805a361 ( 1 ) 1ga ( 2 ) 390 c0805a391 ( 1 ) 1ga ( 2 ) 430 c0805a431 ( 1 ) 1ga ( 2 ) 470 c0805a471 ( 1 ) 1ga ( 2 ) 510 c0805a511 ( 1 ) 5ga ( 2 ) 560 c0805a561 ( 1 ) 5ga ( 2 ) capacitance pf kemet part number 180 c0805a181 ( 1 ) 2xa ( 2 ) 220 c0805a221 ( 1 ) 2xa ( 2 ) 270 c0805a271 ( 1 ) 2xa ( 2 ) 330 c0805a331 ( 1 ) 2xa ( 2 ) 390 c0805a391 ( 1 ) 2xa ( 2 ) 470 c0805a471 ( 1 ) 2xa ( 2 ) 560 c0805a561 ( 1 ) 2xa ( 2 ) 680 c0805a681 ( 1 ) 2xa ( 2 ) 820 c0805a821(1)2xa(2) 1000 c0805a102 ( 1 ) 1xa ( 2 ) 1200 c0805a122 ( 1 ) 1xa ( 2 ) 1500 c0805a152 ( 1 ) 1xa ( 2 ) 1800 c0805a182 ( 1 ) 1xa ( 2 ) 2200 c0805a222 ( 1 ) 1xa ( 2 ) 3300 c0805a332 ( 1 ) 1xa ( 2 ) 3900 c0805a392 ( 1 ) 1xa ( 2 ) 4700 c0805a472(1)1xa(2)  c0805a562 ( 1 ) 5xa ( 2 ) 6800 c0805a682 ( 1 ) 5xa ( 2 ) 8200 c0805a822 ( 1 ) 5xa ( 2 ) 10000 c0805a103(1)5xa(2) 50 volt - bp 200 volt - b x 100 volt - b x 50 volt - b x 100 volt - bp 56 5600 ceramic chips high reliability  gr900 series (bp/bx dielectric)  ratings and part number reference  c0504 & c0805 

  ? kemet electronics corporation ? p.o. box 5928 ? greenville, sc 29606 (864) 963-6300 ? www.kemet.com 19 ratings and part number reference style c1005 ratings and part number reference style c1206 capacitance kemet pf part number 200 volt - bp 1.0 c1005a109 (1) 2ga (2) 1.1 c1005a119 (1) 2ga (2) 1.2 c1005a129 (1) 2ga (2) 1.5 c1005a159 (1) 2ga (2) 1.6 c1005a169 (1) 2ga (2) 1.8 c1005a189 (1) 2ga (2) 2.0 c1005a209 (1) 2ga (2) 2.2 c1005a229 (1) 2ga (2) 2.4 c1005a249 (1) 2ga (2) 2.7 c1005a279 (1) 2ga (2) 3.0 c1005a309 (1) 2ga (2) 3.3 c1005a339 (1) 2ga (2) 3.6 c1005a369 (1) 2ga (2) 3.9 c1005a399 (1) 2ga (2) 4.3 c1005a439 (1) 2ga (2) 4.7 c1005a479 (1) 2ga (2) 5.1 c1005a519 (1) 2ga (2) 5.6 c1005a569 (1) 2ga (2) 6.8 c1005a689 (1) 2ga (2) 7.5 c1005a759 (1) 2ga (2) 8.2 c1005a829 (1) 2ga (2) 9.1 c1005a919 (1) 2ga (2) 10.0 c1005a100 (1) 2ga (2) 11.0 c1005a110 (1) 2ga (2) 12.0 c1005a120 (1) 2ga (2) 13.0 c1005a130 (1) 2ga (2) 15.0 c1005a150 (1) 2ga (2) 16.0 c1005a160 (1) 2ga (2) 18.0 c1005a180 (1) 2ga (2) 20.0 c1005a200 (1) 2ga (2) 22.0 c1005a220 (1) 2ga (2) 24.0 c1005a240 (1) 2ga (2) 27.0 c1005a270 (1) 2ga (2) 30.0 c1005a300 (1) 2ga (2) 33.0 c1005a330 (1) 2ga (2) 36.0 c1005a360 (1) 2ga (2) 39.0 c1005a390 (1) 2ga (2) 43.0 c1005a430 (1) 2ga (2) 47.0 c1005a470 (1) 2ga (2) 51.0 c1005a510 (1) 2ga (2) 56.0 c1005a560 (1) 2ga (2) 62.0 c1005a620 (1) 2ga (2) 75.0 c1005a750 (1) 2ga (2) 82.0 c1005a820 (1) 2ga (2) 91.0 c1005a910 (1) 2ga (2) 100 c1005a101 (1) 2ga (2) 110 c1005a111 (1) 2ga (2) 120 c1005a121 (1) 2ga (2) 130 c1005a131 (1) 2ga (2) 150 c1005a151 (1) 2ga (2) 160 c1005a161 (1) 2ga (2) capacitance kemet pf part number 200 volt - bp 180 c1005a181 (1) 2ga (2) 200 c1005a201 (1) 2ga (2) 220 c1005a221 (1) 2ga (2) 240 c1005a241 (1) 2ga (2) 270 c1005a271 (1) 2ga (2) 300 c1005a301 (1) 2ga (2) 330 c1005a331 (1) 2ga (2) 360 c1005a361 (1) 2ga (2) 390 c1005a391 (1) 2ga (2) 430 c1005a431 (1) 2ga (2) 470 c1005a471 (1) 2ga (2) 100 volt - bp 510 c1005a511 (1) 1ga (2) 560 c1005a561 (1) 1ga (2) 620 c1005a621 (1) 1ga (2) 680 c1005a681 (1) 1ga (2) 750 c1005a751 (1) 1ga (2) 820 c1005a821 (1) 1ga (2) 50 volt - bp 910 c1005a911 (1) 5ga (2) 1000 c1005a102 (1) 5ga (2) 1100 c1005a112 (1) 5ga (2) 1200 c1005a122 (1) 5ga (2) 200 volt - bx 330 c1005a331 (1) 2xa (2) 390 c1005a391 (1) 2xa (2) 470 c1005a471 (1) 2xa (2) 560 c1005a561 (1) 2xa (2) 680 c1005a681 (1) 2xa (2) 820 c1005a821 (1) 2xa (2) 1000 c1005a102 (1) 2xa (2) 1200 c1005a122 (1) 2xa (2) 1500 c1005a152 (1) 2xa (2) 1800 c1005a182 (1) 2xa (2) 100 volt - bx 2200 c1005a222 (1) 1xa (2) 2700 c1005a272 (1) 1xa (2) 3300 c1005a332 (1) 1xa (2) 3900 c1005a392 (1) 1xa (2) 4700 c1005a472 (1) 1xa (2) 5600 c1005a562 (1) 1xa (2) 6800 c1005a682 (1) 1xa (2) 8200 c1005a822 (1) 1xa (2) 10,000 c1005a103 (1) 1xa (2) 50 volt - bx 12,000 c1005a123 (1) 5xa (2) 15,000 c1005a153 (1) 5xa (2) 18,000 c1005a183 (1) 5xa (2) 22,000 c1005a223 (1) 5xa (2) capacitance kemet pf part number 200 volt - bp 10.0 c1206a100 (1) 2ga (2) 11.0 c1206a110 (1) 2ga (2) 12.0 c1206a120 (1) 2ga (2) 13.0 c1206a130 (1) 2ga (2) 15.0 c1206a150 (1) 2ga (2) 16.0 c1206a160 (1) 2ga (2) 18.0 c1206a180 (1) 2ga (2) 20.0 c1206a200 (1) 2ga (2) 22.0 c1206a220 (1) 2ga (2) 24.0 c1206a240 (1) 2ga (2) capacitance kemet pf part number 200 volt - bp 27.0 c1206a270 (1) 2ga (2) 30.0 c1206a300 (1) 2ga (2) 33.0 c1206a330 (1) 2ga (2) 36.0 c1206a360 (1) 2ga (2) 39.0 c1206a390 (1) 2ga (2) 43.0 c1206a430 (1) 2ga (2) 47.0 c1206a470 (1) 2ga (2) 51.0 c1206a510 (1) 2ga (2) 56.0 c1206a560 (1) 2ga (2) 62.0 c1206a620 (1) 2ga (2) (1) complete kemet part number by inserting capacitance tolerance, as applicable as shown in ordering information on page 17. bp capacitance tolerance:  1%, 2%, 5%, 10%, 20% (0.5pf & 0.25pf tolerances available 1.0 thru 10pf only) temperature characteristic ?g? bx capacitance tolerance:  5%, 10%, 20% temperature characteristic ?x? (2) complete part number by inserting end metallization, as applicable as shown in ordering information on page 17.  c?tin-coated, final (solderguard ii) h?solder-coated, final (solderguard i) ceramic chips high reliability gr900 series (bp/bx dielectric)

  ? kemet electronics corporation ? p.o. box 5928 ? greenville, sc 29606 (864) 963-6300 ? www.kemet.com 20 ratings and part number reference style c1206 (continued) ratings and part number reference style c1210 capacitance kemet pf part number 200 volt - bp 68.0 c1206a680 (1) 2ga (2) 75.0 c1206a750 (1) 2ga (2) 82.0 c1206a820 (1) 2ga (2) 91.0 c1206a910 (1) 2ga (2) 100 c1206a101 (1) 2ga (2) 110 c1206a111 (1) 2ga (2) 120 c1206a121 (1) 2ga (2) 130 c1206a131 (1) 2ga (2) 150 c1206a151 (1) 2ga (2) 160 c1206a161 (1) 2ga (2) 180 c1206a181 (1) 2ga (2) 200 c1206a201 (1) 2ga (2) 220 c1206a221 (1) 2ga (2) 240 c1206a241 (1) 2ga (2) 270 c1206a271 (1) 2ga (2) 300 c1206a301 (1) 2ga (2) 330 c1206a331 (1) 2ga (2) 360 c1206a361 (1) 2ga (2) 390 c1206a391 (1) 2ga (2) 430 c1206a431 (1) 2ga (2) 470 c1206a471 (1) 2ga (2) 100 volt - bp 510 c1206a511 (1) 1ga (2) 560 c1206a561 (1) 1ga (2) 620 c1206a621 (1) 1ga (2) 680 c1206a681 (1) 1ga (2) 750 c1206a751 (1) 1ga (2) 820 c1206a821 (1) 1ga (2) 910 c1206a911 (1) 1ga (2) 1000 c1206a102 (1) 1ga (2) 1100 c1206a112 (1) 1ga (2) 1200 c1206a122 (1) 1ga (2) 1300 c1206a132 (1) 1ga (2) 1500 c1206a152 (1) 1ga (2) 1600 c1206a162 (1) 1ga (2) capacitance kemet pf part number 50 volt - bp 1800 c1206a182 (1) 5ga (2) 2000 c1206a202 (1) 5ga (2) 200 volt - bx 470 c1206a471 (1) 2xa (2) 560 c1206a561 (1) 2xa (2) 680 c1206a681 (1) 2xa (2) 820 c1206a821 (1) 2xa (2) 1000 c1206a102 (1) 2xa (2) 1200 c1206a122 (1) 2xa (2) 1500 c1206a152 (1) 2xa (2) 1800 c1206a182 (1) 2xa (2) 2200 c1206a222 (1) 2xa (2) 2700 c1206a272 (1) 2xa (2) 3300 c1206a332 (1) 2xa (2) 3900 c1206a392 (1) 2xa (2) 4700 c1206a472 (1) 2xa (2) 100 volt - bx 5600 c1206a562 (1) 1xa (2) 6800 c1206a682 (1) 1xa (2) 8200 c1206a822 (1) 1xa (2) 10,000 c1206a103 (1) 1xa (2) 12,000 c1206a123 (1) 1xa (2) 15,000 c1206a153 (1) 1xa (2) 50 volt - bx 18,000 c1206a183 (1) 5xa (2) 22,000 c1206a223 (1) 5xa (2) 27,000 c1206a273 (1) 5xa (2) 33,000 c1206a333 (1) 5xa (2) 39,000 c1206a393 (1) 5xa (2) 47,000 c1206a473 (1) 5xa (2) capacitance kemet pf part number 200 volt - bp 10.0 c1210a100 (1) 2ga (2) 11.0 c1210a110 (1) 2ga (2) 12.0 c1210a120 (1) 2ga (2) 13.0 c1210a130 (1) 2ga (2) 15.0 c1210a150 (1) 2ga (2) 16.0 c1210a160 (1) 2ga (2) 18.0 c1210a180 (1) 2ga (2) 20.0 c1210a200 (1) 2ga (2) 22.0 c1210a220 (1) 2ga (2) 24.0 c1210a240 (1) 2ga (2) 27.0 c1210a270 (1) 2ga (2) 30.0 c1210a300 (1) 2ga (2) 33.0 c1210a330 (1) 2ga (2) 36.0 c1210a360 (1) 2ga (2) 39.0 c1210a390 (1) 2ga (2) 43.0 c1210a430 (1) 2ga (2) 47.0 c1210a470 (1) 2ga (2) 51.0 c1210a510 (1) 2ga (2) 56.0 c1210a560 (1) 2ga (2) 62.0 c1210a620 (1) 2ga (2) 68.0 c1210a680 (1) 2ga (2) 75.0 c1210a750 (1) 2ga (2) 82.0 c1210a820 (1) 2ga (2) 91.0 c1210a910 (1) 2ga (2) 100 c1210a101 (1) 2ga (2) 110 c1210a111 (1) 2ga (2) 120 c1210a121 (1) 2ga (2) capacitance kemet pf part number 200 volt - bp 130 c1210a131 (1) 2ga (2) 150 c1210a151 (1) 2ga (2) 160 c1210a161 (1) 2ga (2) 180 c1210a181 (1) 2ga (2) 200 c1210a201 (1) 2ga (2) 220 c1210a221 (1) 2ga (2) 240 c1210a241 (1) 2ga (2) 270 c1210a271 (1) 2ga (2) 300 c1210a301 (1) 2ga (2) 330 c1210a331 (1) 2ga (2) 360 c1210a361 (1) 2ga (2) 390 c1210a391 (1) 2ga (2) 430 c1210a431 (1) 2ga (2) 470 c1210a471 (1) 2ga (2) 510 c1210a511 (1) 2ga (2) 560 c1210a561 (1) 2ga (2) 620 c1210a621 (1) 2ga (2) 680 c1210a681 (1) 2ga (2) 750 c1210a751 (1) 2ga (2) 820 c1210a821 (1) 2ga (2) 910 c1210a911 (1) 2ga (2) 1000 c1210a102 (1) 2ga (2) (1) complete kemet part number by inserting capacitance tolerance, as applicable as shown in ordering information on page 17.  bp capacitance tolerance:  1%, 2%, 5%, 10%, 20% (0.5pf & 0.25pf tolerances available 1.0 thru 10pf only) temperature characteristic ?g? bx capacitance tolerance:  5%, 10%, 20% temperature characteristic ?x? (2) complete part number by inserting end metallization, as applicable as shown in ordering information on page 17.  c?tin-coated, final (solderguard ii) h?solder-coated, final (solderguard i) ceramic chips high reliability gr900 series (bp/bx dielectric)

  ? kemet electronics corporation ? p.o. box 5928 ? greenville, sc 29606 (864) 963-6300 ? www.kemet.com 21 ratings and part number reference style c1805 ratings and part number reference style c1210 (continued) capacitance kemet pf part number 200 volt - bp 220 c1805a221 (1) 2ga (2) 240 c1805a241 (1) 2ga (2) 270 c1805a271 (1) 2ga (2) 300 c1805a301 (1) 2ga (2) 330 c1805a331 (1) 2ga (2) 360 c1805a361 (1) 2ga (2) 390 c1805a391 (1) 2ga (2) 430 c1805a431 (1) 2ga (2) 470 c1805a471 (1) 2ga (2) 100 volt - bp 510 c1805a511 (1) 1ga (2) 560 c1805a561 (1) 1ga (2) 620 c1805a621 (1) 1ga (2) 680 c1805a681 (1) 1ga (2) 750 c1805a751 (1) 1ga (2) 820 c1805a821 (1) 1ga (2) 910 c1805a911 (1) 1ga (2) 1000 c1805a102 (1) 1ga (2) 1100 c1805a112 (1) 1ga (2) 1200 c1805a122 (1) 1ga (2) 1300 c1805a132 (1) 1ga (2) 1500 c1805a152 (1) 1ga (2) 50 volt - bp 1600 c1805a162 (1) 5ga (2) 1800 c1805a182 (1) 5ga (2) 2000 c1805a202 (1) 5ga (2) 2200 c1805a222 (1) 5ga (2) capacitance kemet pf part number 200 volt - bx 1200 c1805a122 (1) 2xa (2) 1500 c1805a152 (1) 2xa (2) 1800 c1805a182 (1) 2xa (2) 2200 c1805a222 (1) 2xa (2) 2700 c1805a272 (1) 2xa (2) 3300 c1805a332 (1) 2xa (2) 3900 c1805a392 (1) 2xa (2) 100 volt - bx 4700 c1805a472 (1) 1xa (2) 5600 c1805a562 (1) 1xa (2) 6800 c1805a682 (1) 1xa (2) 8200 c1805a822 (1) 1xa (2) 10,000 c1805a103 (1) 1xa (2) 12,000 c1805a123 (1) 1xa (2) 15,000 c1805a153 (1) 1xa (2) 18,000 c1805a183 (1) 1xa (2) 50 volt - bx 18,000 c1805a183 (1) 5xa (2) 22,000 c1805a223 (1) 5xa (2) 27,000 c1805a273 (1) 5xa (2) 33,000 c1805a333 (1) 5xa (2) 39,000 c1805a393 (1) 5xa (2) 47,000 c1805a473 (1) 5xa (2) capacitance kemet pf part number 100 volt - bp 1100 c1210a112 (1) 1ga (2) 1200 c1210a122 (1) 1ga (2) 1300 c1210a132 (1) 1ga (2) 1500 c1210a152 (1) 1ga (2) 1600 c1210a162 (1) 1ga (2) 1800 c1210a182 (1) 1ga (2) 2000 c1210a202 (1) 1ga (2) 2200 c1210a222 (1) 1ga (2) 2400 c1210a242 (1) 1ga (2) 2700 c1210a272 (1) 1ga (2) 3000 c1210a302 (1) 1ga (2) 3300 c1210a332 (1) 1ga (2) 50 volt - bp 3600 c1210a362 (1) 5ga (2) 3900 c1210a392 (1) 5ga (2) 200 volt - bx 470 c1210a471 (1) 2xa (2) 560 c1210a561 (1) 2xa (2) 680 c1210a681 (1) 2xa (2) 820 c1210a821 (1) 2xa (2) 1000 c1210a102 (1) 2xa (2) 1200 c1210a122 (1) 2xa (2) 1500 c1210a152 (1) 2xa (2) 1800 c1210a182 (1) 2xa (2) capacitance kemet pf part number 200 volt - bx 2200 c1210a222 (1) 2xa (2) 2700 c1210a272 (1) 2xa (2) 3300 c1210a332 (1) 2xa (2) 3900 c1210a392 (1) 2xa (2) 4700 c1210a472 (1) 2xa (2) 5600 c1210a562 (1) 2xa (2) 6800 c1210a682 (1) 2xa (2) 8200 c1210a822 (1) 2xa (2) 10,000 c1210a103 (1) 2xa (2) 100 volt - bx 12,000 c1210a123 (1) 1xa (2) 15,000 c1210a153 (1) 1xa (2) 18,000 c1210a183 (1) 1xa (2) 22,000 c1210a223 (1) 1xa (2) 27,000 c1210a273 (1) 1xa (2) 33,000 c1210a333 (1) 1xa (2) 50 volt - bx 39,000 c1210a393 (1) 5xa (2) 47,000 c1210a473 (1) 5xa (2) 56,000 c1210a563 (1) 5xa (2) 68,000 c1210a683 (1) 5xa (2) 82,000 c1210a823 (1) 5xa (2) 100,000 c1210a104 (1) 5xa (2) (1) complete kemet part number by inserting capacitance tolerance, as applicable as shown in ordering information on page 17.  bp capacitance tolerance:  1%, 2%, 5%, 10%, 20% (0.5pf & 0.25pf tolerances available 1.0 thru 10pf only) temperature characteristic ?g? bx capacitance tolerance:  5%, 10%, 20% temperature characteristic ?x? (2) complete part number by inserting end metallization, as applicable as shown in ordering information on page 17.  c?tin-coated, final (solderguard ii)  h?solder-coated, final (solderguard i) ceramic chips high reliability gr900 series (bp/bx dielectric)

  ? kemet electronics corporation ? p.o. box 5928 ? greenville, sc 29606 (864) 963-6300 ? www.kemet.com 22 ratings and part number reference style c1808 ratings and part number reference style c1812 capacitance kemet pf part number 200 volt - bp 330 c1808a331 (1) 2ga (2) 360 c1808a361 (1) 2ga (2) 390 c1808a391 (1) 2ga (2) 430 c1808a431 (1) 2ga (2) 470 c1808a471 (1) 2ga (2) 510 c1808a511 (1) 2ga (2) 560 c1808a561 (1) 2ga (2) 620 c1808a621 (1) 2ga (2) 680 c1808a681 (1) 2ga (2) 750 c1808a751 (1) 2ga (2) 820 c1808a821 (1) 2ga (2) 910 c1808a911 (1) 2ga (2) 1000 c1808a102 (1) 2ga (2) 1100 c1808a112 (1) 2ga (2) 1200 c1808a122 (1) 2ga (2) 1300 c1808a132 (1) 2ga (2) 1500 c1808a152 (1) 2ga (2) 100 volt - bp 1600 c1808a162 (1) 1ga (2) 1800 c1808a182 (1) 1ga (2) 2000 c1808a202 (1) 1ga (2) 2200 c1808a222 (1) 1ga (2) 2400 c1808a242 (1) 1ga (2) 2700 c1808a272 (1) 1ga (2) 3000 c1808a302 (1) 1ga (2) 3300 c1808a332 (1) 1ga (2) 3600 c1808a362 (1) 1ga (2) 3900 c1808a392 (1) 1ga (2) 4300 c1808a432 (1) 1ga (2) 4700 c1808a472 (1) 1ga (2) capacitance kemet pf part number 50 volt - bp 5100 c1808a512 (1) 5ga (2) 5600 c1808a562 (1) 5ga (2) 200 volt - bx 2200 c1808a222 (1) 2xa (2) 2700 c1808a272 (1) 2xa (2) 3300 c1808a332 (1) 2xa (2) 3900 c1808a392 (1) 2xa (2) 4700 c1808a472 (1) 2xa (2) 5600 c1808a562 (1) 2xa (2) 6800 c1808a682 (1) 2xa (2) 8200 c1808a822 (1) 2xa (2) 10,000 c1808a103 (1) 2xa (2) 100 volt - bx 12,000 c1808a123 (1) 1xa (2) 15,000 c1808a153 (1) 1xa (2) 18,000 c1808a183 (1) 1xa (2) 22,000 c1808a223 (1) 1xa (2) 27,000 c1808a273 (1) 1xa (2) 33,000 c1808a333 (1) 1xa (2) 39,000 c1808a393 (1) 1xa (2) 47,000 c1808a473 (1) 1xa (2) 50 volt - bx 39,000 c1808a393 (1) 5xa (2) 47,000 c1808a473 (1) 5xa (2) 56,000 c1808a563 (1) 5xa (2) 68,000 c1808a683 (1) 5xa (2) 82,000 c1808a823 (1) 5xa (2) 100,000 c1808a104 (1) 5xa (2) capacitance kemet pf part number 200 volt - bp 330 c1812a331 (1) 2ga (2) 360 c1812a361 (1) 2ga (2) 390 c1812a391 (1) 2ga (2) 430 c1812a431 (1) 2ga (2) 470 c1812a471 (1) 2ga (2) 510 c1812a511 (1) 2ga (2) 560 c1812a561 (1) 2ga (2) 620 c1812a621 (1) 2ga (2) 680 c1812a681 (1) 2ga (2) 750 c1812a751 (1) 2ga (2) 820 c1812a821 (1) 2ga (2) 910 c1812a911 (1) 2ga (2) 1000 c1812a102 (1) 2ga (2) 1100 c1812a112 (1) 2ga (2) 1200 c1812a122 (1) 2ga (2) 1300 c1812a132 (1) 2ga (2) 1500 c1812a152 (1) 2ga (2) 1600 c1812a162 (1) 2ga (2) 1800 c1812a182 (1) 2ga (2) 2000 c1812a202 (1) 2ga (2) 2200 c1812a222 (1) 2ga (2) 2400 c1812a242 (1) 2ga (2) 2700 c1812a272 (1) 2ga (2) 100 volt - bp 3000 c1812a302 (1) 1ga (2) 3300 c1812a332 (1) 1ga (2) 3600 c1812a362 (1) 1ga (2) 3900 c1812a392 (1) 1ga (2) 4300 c1812a432 (1) 1ga (2) 4700 c1812a472 (1) 1ga (2) 5100 c1812a512 (1) 1ga (2) capacitance kemet pf part number 100 volt - bp 5600 c1812a562 (1) 1ga (2) 6200 c1812a622 (1) 1ga (2) 6800 c1812a682 (1) 1ga (2) 50 volt - bp 7500 c1812a752 (1) 5ga (2) 8200 c1812a822 (1) 5ga (2) 9100 c1812a912 (1) 5ga (2) 10,000 c1812a103 (1) 5ga (2) 200 volt - bx 6800 c1812a682 (1) 2xa (2) 8200 c1812a822 (1) 2xa (2) 10,000 c1812a103 (1) 2xa (2) 12,000 c1812a123 (1) 2xa (2) 15,000 c1812a153 (1) 2xa (2) 18,000 c1812a183 (1) 2xa (2) 100 volt - bx 22,000 c1812a223 (1) 1xa (2) 27,000 c1812a273 (1) 1xa (2) 33,000 c1812a333 (1) 1xa (2) 39,000 c1812a393 (1) 1xa (2) 47,000 c1812a473 (1) 1xa (2) 56,000 c1812a563 (1) 1xa (2) 68,000 c1812a683 (1) 1xa (2) 82,000 c1812a823 (1) 1xa (2) 50 volt - bx 82,000 c1812a823 (1) 5xa (2) 100,000 c1812a104 (1) 5xa (2) 120,000 c1812a124 (1) 5xa (2) 150,000 c1812a154 (1) 5xa (2) 180,000 c1812a184 (1) 5xa (2) (1) complete kemet part number by inserting capacitance tolerance, as applicable as shown in ordering information on page 17.  bp capacitance tolerance:  1%, 2%, 5%, 10%, 20% (0.5pf & 0.25pf tolerances available 1.0 thru 10pf only) temperature characteristic ?g?  bx capacitance tolerance:  5%, 10%, 20% temperature characteristic ?x?  (2) complete part number by inserting end metallization, as applicable as shown in ordering information on page 17.  c?tin-coated, final (solderguard ii)         h?solder-coated, final (solderguard i) ceramic chips high reliability gr900 series (bp/bx dielectric)

  ? kemet electronics corporation ? p.o. box 5928 ? greenville, sc 29606 (864) 963-6300 ? www.kemet.com 23 ratings and part number reference style c2225 ratings and part number reference style c1825 capacitance kemet pf part number 200 volt - bp 2700 c2225a272 (1) 2ga (2) 3000 c2225a302 (1) 2ga (2) 3300 c2225a332 (1) 2ga (2) 3600 c2225a362 (1) 2ga (2) 3900 c2225a392 (1) 2ga (2) 4300 c2225a432 (1) 2ga (2) 4700 c2225a472 (1) 2ga (2) 5100 c2225a512 (1) 2ga (2) 5600 c2225a562 (1) 2ga (2) 6200 c2225a622 (1) 2ga (2) 6800 c2225a682 (1) 2ga (2) 7500 c2225a752 (1) 2ga (2) 8200 c2225a822 (1) 2ga (2) 100 volt - bp 9100 c2225a912 (1) 1ga (2) 10,000 c2225a103 (1) 1ga (2) 11,000 c2225a113 (1) 1ga (2) 12,000 c2225a123 (1) 1ga (2) 13,000 c2225a133 (1) 1ga (2) 15,000 c2225a153 (1) 1ga (2) 16,000 c2225a163 (1) 1ga (2) 18,000 c2225a183 (1) 1ga (2) 20,000 c2225a203 (1) 1ga (2) 22,000 c2225a223 (1) 1ga (2) 50 volt - bp 24,000 c2225a243 (1) 5ga (2) 27,000 c2225a273 (1) 5ga (2) 33,000 c2225a333 (1) 5ga (2) capacitance kemet pf part number 200 volt - bx 18,000 c2225a183 (1) 2xa (2) 22,000 c2225a223 (1) 2xa (2) 27,000 c2225a273 (1) 2xa (2) 33,000 c2225a333 (1) 2xa (2) 39,000 c2225a393 (1) 2xa (2) 47,000 c2225a473 (1) 2xa (2) 100 volt - bx 56,000 c2225a563 (1) 1xa (2) 68,000 c2225a683 (1) 1xa (2) 82,000 c2225a823 (1) 1xa (2) 100,000 c2225a104 (1) 1xa (2) 120,000 c2225a124 (1) 1xa (2) 150,000 c2225a154 (1) 1xa (2) 180,000 c2225a184 (1) 1xa (2) 50 volt - bx 220,000 c2225a224 (1) 5xa (2) 270,000 c2225a274 (1) 5xa (2) 330,000 c2225a334 (1) 5xa (2) 390,000 c2225a394 (1) 5xa (2) 470,000 c2225a474 (1) 5xa (2) 560,000 c2225a564 (1) 5xa (2) 680,000 c2225a684 (1) 5xa (2) 820,000 c2225a824 (1) 5xa (2) 1,000,000 c2225a105 (1) 5xa (2) (1) complete kemet part number by inserting capacitance tolerance, as applicable as shown in ordering information on page 17.  bp capacitance tolerance:  1%, 2%, 5%, 10%, 20% (0.5pf & 0.25pf tolerances available 1.0 thru 10pf only) temperature characteristic ?g?  bx capacitance tolerance:  5%, 10%, 20% temper- ature characteristic ?x? (2) complete part number by inserting end metallization, as applicable as shown in ordering information on page 17.  c?tin-coated, final (solderguard ii) h?solder-coated, final (solderguard i) capacitance kemet pf part number 200 volt - bp 2700 c1825a272 (1) 2ga (2) 3000 c1825a302 (1) 2ga (2) 3300 c1825a332 (1) 2ga (2) 3600 c1825a362 (1) 2ga (2) 3900 c1825a392 (1) 2ga (2) 4300 c1825a432 (1) 2ga (2) 4700 c1825a472 (1) 2ga (2) 5100 c1825a512 (1) 2ga (2) 5600 c1825a562 (1) 2ga (2) 100 volt - bp 6200 c1825a622 (1) 1ga (2) 6800 c1825a682 (1) 1ga (2) 7500 c1825a752 (1) 1ga (2) 8200 c1825a822 (1) 1ga (2) 9100 c1825a912 (1) 1ga (2) 10,000 c1825a103 (1) 1ga (2) 11,000 c1825a113 (1) 1ga (2) 12,000 c1825a123 (1) 1ga (2) 13,000 c1825a133 (1) 1ga (2) 15,000 c1825a153 (1) 1ga (2) 16,000 c1825a163 (1) 1ga (2) 18,000 c1825a183 (1) 1ga (2) 50 volt - bp 20,000 c1825a203 (1) 5ga (2) 22,000 c1825a223 (1) 5ga (2) capacitance kemet pf part number 200 volt - bx 10,000 c1825a103 (1) 2xa (2) 12,000 c1825a123 (1) 2xa (2) 15,000 c1825a153 (1) 2xa (2) 18,000 c1825a183 (1) 2xa (2) 22,000 c1825a223 (1) 2xa (2) 33,000 c1825a333 (1) 2xa (2) 39,000 c1825a393 (1) 2xa (2) 47,000 c1825a473 (1) 2xa (2) 100 volt - bx 56,000 c1825a563 (1) 1xa (2) 68,000 c1825a683 (1) 1xa (2) 82,000 c1825a823 (1) 1xa (2) 100,000 c1825a104 (1) 1xa (2) 120,000 c1825a124 (1) 1xa (2) 150,000 c1825a154 (1) 1xa (2) 180,000 c1825a184 (1) 1xa (2) 50 volt - bx 180,000 c1825a184 (1) 5xa (2) 220,000 c1825a224 (1) 5xa (2) 270,000 c1825a274 (1) 5xa (2) 330,000 c1825a334 (1) 5xa (2) 390,000 c1825a394 (1) 5xa (2) 470,000 c1825a474 (1) 5xa (2) ceramic chips high reliability gr900 series (bp/bx dielectric)
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