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		  Datasheet File OCR Text:


		      all dimensions are in inches. tolerances (except noted): .xx = .02? (,51 mm), .xxx =  .005? (,127 mm).  all specifications are to the latest revisions. specifications are subject to change without notice.  registe red trademarks are the property of their respective companies .       model 4995  binding po st, spring  loaded, per mil - p - 55149/8  sales: 800 - 490 - 2361   fax: 888 - 403 - 3360    technical support: 800 - 241 - 2060 ( technicalsupport@pomonatest.com )   for ?where to buy? information, visit the pomona web site at  www.pomonaelectronics.c om   rev:  100  d1094251  page  1   of    1     features:    spring - loaded cap captures wire securely for fast connection and release .    mounts in panels from  .062? ( 1.57 mm)  to  .125? ( 3.18 mm)  thick.    accepts wire size  up to  .0925? (2,35mm) diameter.    complies  with  mil - p - 55149/8 .   materials:  body:  nickel  p lated  brass  ? o ?  rings :  silicon rubber  cap : silicon rubber , red or black  over body  hardware :  hex  nut,  split  lockwasher,  brass  washer,  nylon  washer, ? o ?  rings ,  body ,  cap   ratings:  voltage:   hands free  usage  in controlled voltage  environments: 1200 vrms max.   for ce compliance : not intended for  hand - held use at voltage above 33 vrms/70 vdc.  current: 15 amperes  temperature:  +239of ( +115oc )   max.   ordering information:   model 4995 - 0 ( black )  model 4995 - 2 (red)   
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