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		  Datasheet File OCR Text:


		  01 of 03 version 2010 preview token doe series are commonly used as a dynamic braking resistor on transit applications. built to perform  in rugged environments, they feature corrosion resistant stainless steel insulator supports, solid nickel terminals,  and special electroless nickel-plated solid copper terminal supports. the resistance element is made of a stainless steel resistance alloy. terminals are welded or silver brazed to the  oval, spiral edge-wound resistance element. toothed ceramic insulators isolate the resistance element from the  center support. ceramic end bushings insulate the center support from the mountings. order individual replacement units or entire grids with various mounting confgurations. contact us with your specifc needs. options :         terminal blocks, thermal switches, conduit knockouts, fusing, fans,    and other customer specified requirements are available on request. features :        power rating from 550w to 3250w      resistance nominal tolerance 10%(k)      resistance value range 0.2 to 2,      suitable for high current applications applications:      power industrial machinery,      dynamic braking, load banks, motor starting,      plugging, power load measurements, electric distribution,      instrumentation, automation control installations. doe high current power resistors (doe) the choice  when conditions demand top-notch performance high current  oval edge-wound  power resistors t oke n http://www.token.com.tw/ rfq   token.com.tw

 02 of 03 (doe) 550w - 3250w dimensions 2?8.6 38.5 10.32 10.32 67.00max 128.00max 110.00 11.11 a b power rating   a (mm)   b (mm)   resistance value range 550w  244.5  295  0r2~2r 900w  335  385.5 1200w  419  470 1500w  505  556 1800w  588  638 3250w  410  465 doe high current power resistors t oke n version 2010 http://www.token.com.tw/ rfq   token.com.tw

 03 of 03 how to order ? ? doe 1500w ?   d1e2 1r3 ? ? k ?   d::a: ?   vvd9do ?   vvd7od code vvd7od .  ? f code vvd9do     ?   /d 767,70 7670726 7,67,6 vvdod -,6 vvd1do7od. temperature   -,6 ssd dod -,6  6dsdsd dielectric  withstanding voltage  -,6 2000vdc 1 minute between terminal and  anchor stand dssddvdood   terminal strength -,61vv dssddvdood ,vodvvd -,69 0 short-term overload  -,6 dsvv dssddvdood  vibration  -,6  490m/s 2  11ms dssddvdood 6ddd dv vvddvvdodvvvvd  how to order doe high current power resistors  oe  version 2010 http://www.token.com.tw/ rfq   token.com.tw back to 1st page - high current oval edge-wound power resistors (doe)
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