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		  Datasheet File OCR Text:


		  date: company: customer signature printed name phone no: fax no:      acceptance of drawing      accepted with deviations listed 23.30 .917 24.40 .961 21.20  ref .835 0.30 .012 ref (typ) 2.10 .082 4.41 .173 ref 1.10 .043 ref 1.32 .052 ref 22.60  ref .890 2  max sway (typ) "a" "a" 'b' even row 4 1 6 27.40  ref 1.079 ((23 pos x .800 [.0315]) + 9.00 [.354]) 0.800 .0315 (tol. non-accum) 3.25 .128 ref 17.60 .693 5.60 .220 ref 11.95 0.50 .470 .020 3.50 .138 ref 0.13 .005 02 01 45 46 7.93 .312 'd' odd row (dp side, hot plug side) (pin orientation to be exactly as shown) 1.50 .059 ref 17.30  ref .681 0.800 .0315 17.60 .693 'c' c10 c11 item no. part number quantity material 1 erm8-023-05.0-dv-l 1.0000 vectra e130i, color: black 2 t-1m37-05.0-s 23.000 phos bronze, 521 hard temper 3 t-1m48-05.0-s 23.000 phos bronze, 521 hard temper 4 wt-29-03-f 2.0000 becu #25, 1/2 ht 5 ty-erm8028-23-5-l 1.0000 black hips 6 k-500-300 1.0000 poyimide film 1.34  ref .053 (applies to dp signals) 0.64  ref .025 (applies to all other signals) 3.20 0.05 .126 .00 0.64 .025 ref 1.07 .042 ref 4.70 .185 0.97  ref .038 8.905 .3506 ref 4.605 .1813 section "a"-"a" c1 c7 c8 .10 [.004] detail 'b'  scale 6 : 1 2 se side c2 1.32 .052 ref 1.10 .043 ref detail 'c'  scale 6 : 1 detail 'd'  scale 6 : 1 dp side (short pin) 3 (long pin) 3 c3 c4 c c5 c6 c9 sheet     of unless  otherwise  specified, dimensions are in inches. tolerances  are: decimals                     angles .x:  .3[.01]                 2  .xx:  .13[.005] .xxx:  .051[.0020] modified erm8 assembly by: ASP-130366-01 dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. do  not  scale  drawing d fraley 03/19/2007 2 1 sheet scale: 3:1 ASP-130366-01 f:\dwg\sw\asp\130000\ASP-130366-01.slddrw plating:  contact area: .000030 gold over .000050 nickel  remainder: .000200 ref tin over .000050 nickel  latches: .000003 gold over .000050 nickel revision notes:  1. contact configuration not available as standard.  2.       represents a critical dimension.  3. maximum burr allowance: .038 [.0015].  4. minimum pushout force: 2.22n [.5 lb].  5. parts to be packaged in trays. 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322

 5.61 .221 24.40 .961 21.20 .835 1.45 0.08 .057 .00 npth (2 plcs) 0.500 .0197 (typ) 1.10 .043 (typ) 1.50 .059 0.83 0.02 .033 .00 pth (2 plcs) 6.11 .240 (keepout region) 27.65 1.089 (keepout region) 17.60 .693 0.800  (typ) .0315 (tol non-accum) 5.03  (typ) .198 c l c l recommended pcb layout 01 02 45 46 1.10 .043 (typ) 0.50 .020 (typ) 1.58 .062 (typ) 24.40 .961 5.61 .221 17.60 .693 c l 45 46 02 01 c l 11.67 .459 2.16 .085 "e" "e" 'g' 2.03 .080 11.53 .454 "f" "f" section "e"-"e" 'h' section "f"-"f" detail 'g'  scale 4 : 1 detail 'h'  scale 6 : 1 recommended stencil layout pin engaging view latch engaging view a a sheet     of modified erm8 assembly by: ASP-130366-01 dwg.  no. description: proprietary note this document contains information confidential and proprietary to samtec, inc. and shall not be reproduced or transferred to other documents or disclosed to others or used for any purpose other than that which it was obtained without the expressed written consent of samtec, inc. d fraley 03/19/2007 2 2 sheet scale: 2:1 ASP-130366-01 f:\dwg\sw\asp\130000\ASP-130366-01.slddrw revision  a 520 park east blvd, new albany, in 47150 phone: 812-944-6733       fax: 812-948-5047 e-mail: info@samtec.com          code: 55322
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