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		  Datasheet File OCR Text:


		  meritek emi suppression capacitor  mex series class-x1/300vac/275vac f eatures ?   10mm to 27.5mm lead pitch  ?  self-healing properties  ?   high moisture resistance  ?  over-voltage stress withstanding  ? ul/csa and european safety regulations class x 1  (meet en132400  1994/iec384-14  2nd 1993)  ?   flame retardant plastic case and epoxy resin (ul 94v -0)  s pecifications 1.   operating temperature:  -40 o c to +100 o c 2.   capacitance range:  0.001  f to 2.2  f 3.   capacitance tolerance:  5%(j), 10%(k), 20%(m) 4. rated voltage: 300vac/ 275 v ac, 50/60hz 5.   dissipation  factor:  1.0% max. at 1khz, 25 o c 6.   insulation resistance:  (measured after charging 100  15vdc for 1 minute) >30000m  (c  0.33  f) >10000m ? f (c > 0.33  f) 7.   dielectric strength: 1183vdc for 1 minute or  2kvdc for 1 sec.  8.   maximum pulse rise time 120v/  sec. at 250vac p art n umbering s ystem mex  474  k  275vac meritek series      capacitance code 103 104 105 106 (pf) 10,000 100,000    (nf) 10  100  1000   (  f) 0.01  0.1  1  10 tolerance  code j k m tolerance (%)  5  10  20 rated voltage 275vac mex are constructed with special metallized  polypropylene film dielectric, tinned copper wire  leads, encapsulated in plastic case with a non- inductive epoxy resin seal. they are ideal for line  bypass, across-the-line,  antenna coupling, spark  killer circuits, switching power supply and emi filter  applications. optional suffix may be added to denote custom features case size/mm case size/mm                  size  u f code  wh t p d             size    uf code  wh t p d 0.001 102 13 9 4 10 0.6 0.1 104 (s) 18 11 5 15 0.8 0.0012 122 13 9 4 10 0.6 0.1 104 18 13.5 6 15 0.8 0.0015 152 13 9 4 10 0.6 0.12 124 18 14 8.5 15 0.8 0.0018 182 13 9 4 10 0.6 0.15 154 18 14.5 8.5 15 0.8 0.0022 222 13 9 4 10 0.6 0.18 184 26.5 16.5 7.0 22.5 0.8 0.0027 272 13 9 4 10 0.6 0.22 224 26.5 16.5 7.0 22.5 0.8 0.0033 332 13 9 4 10 0.6 0.27 274 26.5 17.5 8.5 22.5 0.8 0.0039 392 13 9 4 10 0.6 0.33 334 26.5 17.5 8.5 22.5 0.8 0.0047 472 13 11 5 10 0.6 0.39 394 26.5 20 10 22.5 0.8 0.0056 562 13 11 5 10 0.6 0.47 474(s) 26.5 20 10 22.5 0.8 0.0068 682 13 11 5 10 0.6 0.47 474 32 20 11 27.5 0.8 0.0082 822 13 11 5 10 0.6 0.56 564 32 20 11 27.5 0.8 0.010 103 13 11 5 10 0.6 0.68 684 32 20 11 27.5 0.8 0.012 123 13 11 5 10 0.6 0.82 824 32 22 13 27.5 0.8 0.015 153 13 11 5 10 0.6 1.0 105( s ) 32 22 13 27.5 0.8 0.018 183 13 12 6 10 0.6 1.0 105 37 24 13.5 31.5 0.8 0.022 223 13 12 6 10 0.6 1.2 125 37 24 13.5 31.5 0.8 0.027 273 13 12 6 10 0.6 1.5 155(s) 32 15 30 27.5 0.8 0.033 333 13 12 6 10 0.8 1.5 155 37 26.5 16 31.5 0.8 0.039 393 13 12 6 10 0.8 1.8 185 37 28.5 18 31.5 0.8 0.047 473 13 12 6 10 0.8 2.2 225( s ) 32 33 18 27.5 0.8 0.056 563 18 12 6 15 0.8 2.2 225 37 28.5 18 31.5 0.8 0.068 683 18 12 6 15 0.8 3.3 335 39 32 22 31.5 0.8 0.082 823 18 13 7.5 15 0.8 4.7 475 51 32.5 22 44.5 0.8 ul e197475    vde 40010750      s pecifications are subject to change without notice.                                                                                                                                               rev.6 a 
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