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		  Datasheet File OCR Text:


		  bsw?115?04?g?d bsw?124?04?t?s?s bsw?110?24?s?s www.samtec.com mates with: tsw, mtsw, mtlw,  ew, zw, tsm ?   bottom mount socket  strips accept .025" sq  terminals. ?   ideal for soldering and   plugging from the same   side of the board. ?   for low pro? le     connections and high   temperature soldering. pc  board  tsw  (single row)  tsw  (double row)  pc  board  solder  side  component  side  ew  (single row)  bsw  (single row)  bsw  (double row)  bsw  (single row)      ?d = double row single row  extended plug space =      ?m =  single row  more plug space     ?s = single row  ?s ?m ?e ?d note:  some lengths,  styles and options are  non-standard, non-returnable. applications row  option ?s ?m ?e x (2,54)  .100 (3,81)  .150 (4,31)  .170 y (5,08)  .200 (6,35) .250 (6,86)  .270 bottom  mount  strips bsw series     ?e f-209-1 body design may vary slightly  from drawing shown. bsw other op  tion 1 no. pins per row row  option plating option lead style (8,89) .350 (0,41) .016 typ (2,54) .100 typ (0,79) .031 typ z row option  ?s* ?m ?e  ?d* z (4,31) .170 (3,43) .135 (2,54) .100 (4,32).170 * less  (0,38mm) .015" with  standoffs     ?04 = standard  lead     ?24 = low insertion  force 02 thru 36     ?g = 20" (0,51m)  gold contact,  gold flash tail     ?s = 30" (0,76m)  gold contact,   matte tin tail ?t = matte tin  (n/a with low  insertion force) ?d ? s ,   ? m ,   ? e              (0,38) .015 (?s & ?d only) for complete speci? cations  and recommended pcb layouts see www.samtec.com?bsw insulator material:  black high  temperature  thermoplastic insulation resistance:  5000 m   min contact material: phosphor bronze plating:  au or sn over 50"  (1,27m) ni current rating: 3a operating temp range: -55c to +125c with gold -55c to +105c with tin   withstanding voltage:  1000 vrms @ 60 hz  contact resistance: 10 m   max insertion depth: (3,68mm) .145"  to  (6,35mm) .250"   insertion force: (single contact only) (?s plating)  standard = 8oz (2,23n) avg.   low insertion force = 3oz  (0,83n) avg. withdrawal force: (single contact only) (?s plating)  standard = 8oz (2,23n) avg.  low insertion force = 3oz  (0,83n) avg. rohs compliant: ye s lead-free solderable: wave only     ?s = standoffs  for single and double rows only. through t/ h hole x (2,54) .100 (2,54) .100 (2,54) .100 (10.16) .400 (no. of pos. x (2,54) .100) + (0.51) .020 y 72 02 01 36 71 01 specifications features note:  other gold plating  options available. contact samtec.
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