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		  Datasheet File OCR Text:


		                                        tai-saw technology co., ltd.                           fr-71s03-01  tst dcc  release document  tai-saw technology co., ltd.         no. 3, industrial 2nd rd., ping-chen industrial district,    taoyuan, 324, taiwan, r.o.c.  tel: 886-3-4690038    fax: 886-3-4697532  e-mail:  tstsales@mail.taisaw.com     web:  www.taisaw.com                  approval sheet for product specification    issued date: 2006 mar. 20 (rev no.: 2.0)  product name: smd 8.2x6.0 baby monitor vco  tst parts no.: TV0114B  customer parts no.:                                     company:                                               division:                                               approved by :                                          date:                                                 checked by:             eric wu                               approval by:             tf yang                              date:                   2006 mar. 20                                           

 tai-saw technology co., ltd.   tai-saw technology co., ltd.         no. 3, industrial 2nd rd., ping-chen industrial district,    taoyuan, 324, taiwan, r.o.c.  tel: 886-3-4690038    fax: 886-3-4697532  e-mail: tstsales@mail.taisaw.com     web: www.taisaw.com     smd 8.2x6.0 baby monitor vco  model no.: TV0114B  rev. no.:2.0 description and applications:  part will serve as vco for baby monitor.    conditions:  limits  parameter  symbol  min.  typ.  max.  units  supply voltage  v cc   2.565  2.85  3.135  v  control voltage range  v t   0.5  1.5  2.5  v  load impedance  -  -  50  -  ohm  temperature range  -  4.4  -  37.8       electrical specifications:  for different applications, the  specification change is possible.    please contact tst sales  representative or application  engineer for your requirement.  limits  parameter    condition  min.  typ.  max.  units  current consumption  25+-3 deg.c  -  -  -  50  ma  operation frequency range  25+-3 deg.c  -  908.5  -  921.5  mhz  control voltage sensitivity  25+-3 deg.c  -  15  25  35  mhz/v  output level  25+-3 deg.c  -  +5  +7.5  +10  dbm  c/n  25+-3 deg.c  25 khz sep.  108  -  -  dbc/hz  pushing figure  25+-3 deg.c  vcc=2.85+-0.285 v,  ref vcc=2.85v  -2.5  -  +2.5  mhz  pulling figure  25+-3 deg.c  vswr=2.0 for all  phase, ref:50ohm -1  -  1  mhz  harmonics (2fo, 3fo, 4fo)  25+-3 deg.c    -  -  -15  dbc  temperature drift  40~10 0  deg.f  or 4.4~37.8 deg.c  @908.5~921.5 mhz -0.5  -  0.5  mhz             

 tai-saw technology co., ltd.   mechanical dimensions (mm):       

 tai-saw technology co., ltd.   marking:  line 1: tst p/n (0114b)  line 2: tst logo + vco product code + date code    product code table:              date code table:                  part orientation:    8.2x6.0mm package carrier tape  tape width:    16 mm   tape pitch (part to part):   12 mm      reel diameter:      320.2mm (13 inch)  quantity per reel:      2000                2001 2002 2003 2004 2005 2006 2007 2008 v v year product code v v wk01 wk02 wk03 wk04 wk05 wk06 wk07 wk08 wk09 wk10 wk11 wk12 wk13 abcdefgh i jklm wk14 wk15 wk16 wk17 wk18 wk19 wk20 wk21 wk22 wk23 wk24 wk25 wk26 nopqrs tuvwxy z wk27 wk28 wk29 wk30 wk31 wk32 wk33 wk34 wk35 wk36 wk37 wk38 wk39 abcde f gh i j k lm wk40 wk41 wk42 wk43 wk44 wk45 wk46 wk47 wk48 wk49 wk50 wk51 wk52 nopq r s t uvwxyz

 tai-saw technology co., ltd.   tape & reel:  [note]         1. unit : mm.       2. unless otherwise specif ied tolerance on dim. +/-0.1mm.       3. material : conductive polystyrene.       4. color : black.       5. 10 pitch cumulative tolerance +/-0.2mm.      
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