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		  Datasheet File OCR Text:


		  description the rixson firemark fm series electromagnetic door re - leases hold fire and smoke barrier doors open until released by a remote smoke detector switch, fire alarm control or sprinkler system. in the event of power failure, doors are re - leased to close automatically, but may be opened or closed manually at any time. the door holders have a sprayed aluminum finish. all models feature a ?multi-voltage? design, allowing them to operate on 12 vdc, 24 vac/dc, or 120 vac, thus simplifying both installation and inventory. power requirements voltage current 12 vdc .040 amp. 24 vac/dc .020 amp. 120 vac .020 amp. approvals ul listed r4869 c.s.f.m. 3550-0047:001 nyc bs&a 287-77-sa fm series rixson firemark electromagnetic door release specifications are provided for information only, are not intended to be used for installation purposes, and are believed to be accurate. however, no responsibility is assumed by gamewell-fci for their use. specifications subject to change without notice. ? 2006 all rights reserved 9020-0045 rev. e 1 of 1 gamewell-fci 12 clintonville road, northford, ct 06472 - tel: (203) 484-7161 - fax: (203) 484-7118 www.gamewell-fci.com ordering information part number model description total projection from wall 140-90000 fm-980 floor mount n/a 140-90001 fm-981 floor mount, double doors n/a 140-90002 fm-990 low profile mount 1 7/8 in. (4.9 cm) 140-90003 fm-996 surface mount 4.12 in. (10.05 cm) 140-90004 fm-997 recessed mount 2.6 in. (5.35 cm) 140-90005 fm-998 recessed, concealed wiring 2.6 in. (5.35 cm) features ? fail-safe operation ? approx. 35 lbs. (15.9 kg) holding power ? positive release button to initiate closing motion when the electromagnet is de-energized an iso 9001 certified company
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