

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						ZFUR10A2			00EL1			SSF2N60F			00EL1			M27C40			6GV30			SD680CS			MPX4250A			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				50-30H-30 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  2-66 edge connector high reliability f eatures  dip solder tails, single readout, .156" (3.96mm) long or .234" (5.94mm) long.  dip solder tails, double readout, .156" (3.96mm) or .234" (5.94mm) long on  .200" (5.08mm) row spacing, or .125" (3.18mm) long on .140" (3.56mm) row spacing.  solder eyelet, single readout and double readout on .200" (5.08mm) row spacing.  patented bifurcated bellows contacts for added contact reliability.  ideal for applications involving vibration or board irregularities.  contact positions: 6, 10, 12, 15, 18, 22, and 25.  available with or without mounting ears.  accepts single- or double-sided .062" (1.59mm) thick pc boards.  ul recognized - file e170218 (ul1977) e130965 (ul1863). .156" (3.96mm) density dip solder/solder eyelet m aterials insulation material: diallyl phthalate, green contact material: phosphor bronze contact plating: 30  " selective gold over 50  " copper in the  contact areas, 5  " gold on tails e lectrical withstanding voltage: 1800 vac rms (@ sea level) current rating: 5 amps contact resistance: dip solder: 6 milliohms solder eyelet: 10 milliohms insulation resistance: 5000 megohms minimum m echanical individual contact insertion and separation force: 16 oz. maximum with .070" (1.78mm) blade; 1 oz. minimum with .054" (1.37mm) blade e nvironmental shock: per mil-std-202e, method 202 operating temperature: dip solder: -65c to +105c solder eyelet: -65c to +125c vibration: per mil-std-202e, method 204, condition b humidity: per mil-std-202e, method 103, condition b accessories: polarizing key: two types (order separately): a) for between-contact polarization and  b) for in-contact polarization see page 2-74 for more information. card guide posts: (order separately): attach to mounting ears and guide pc board into connector see page 2-74 for more information. marketed exclusively through distribution. call toll free: 1 (800) 323-9612

 2-67 call toll free: 1 (800) 323-9612 edge connector high reliability .156" (3.96mm) density dip solder/solder eyelet dimensions no. of a b c d pos./cont. in mm in mm in mm in mm 6 1.100 27.94 1.239 31.47 1.531 38.80 1.785 45.34 10 1.724 43.79 1.864 47.35 2.156 54.76 2.410 61.21 12 2.036 51.71 2.177 55.30 2.469 62.71 2.723 69.16 15 2.504 63.60 2.645 67.18 2.937 74.60 3.191 81.05 18 2.972 75.49 3.114 79.10 3.406 86.51 3.660 92.96 20 3.286 83.46 3.427 87.05 3.719 94.46 3.973 100.91 22 3.596 91.34 3.739 94.97 4.031 102.39 4.285 108.84 25 4.067 103.30 4.208 106.88 4.500 114.30 4.754 120.75 marketed exclusively through distribution. call toll free: 1 (800) 323-9612 single readout double readout with plain mounting holes

 2-68 dura-con ? high reliability all-plastic [.050? (1.27mm) density solder cup/wire d-microminiature] edge connector high reliability .156" (3.96mm) density dip solder/solder eyelet 2 call toll free: 1 (800) 323-9612 ordering information double readout .128" (3.25mm)     mounting hole less mounting ears solder eyelet dip solder tails dip solder tails dip solder tails dip solder tails no. of .234" (5.94mm) long .156" (3.96mm) long .125" (3.18mm) long .125" (3.18mm) long pos./cont. .200" (5.08mm) between .200" (5.08mm) between .140" (3.56mm) between .140" (3.56mm) between row spacing row spacing row spacing row spacing catalog no. catalog no. catalog no. catalog no. catalog no. 6/12 50-12h-30 50-12s-20 50-12h-10 50-12h-30-2 50-12h-30-1 10/20 50-20h-30 50-20s-20 50-20h-10 50-20h-30-2 50-20h-30-1 12/24 50-24h-30 50-24s-20 50-24h-10 50-24h-30-2 50-24h-30-1 15/30 50-30H-30 50-30s-20 50-30h-10 50-30H-30-2 50-30H-30-1 18/36 50-36h-30 50-36s-20 50-36h-10 50-36h-30-2 50-36h-30-1 20/40 50-40a-30 50-40s-20 50-40b-10 22/44 50-44h-30 50-44s-20 50-44h-10 50-44h-30-2 50-44h-30-1 25/50 50-50h-30 50-50s-20 50-50h-10 50-50h-30-2 50-50h-30-1 single readout .128" (3.25mm) mounting hole no. of dip solder tails dip solder tails solder pos./cont. .156" (3.96mm) long .234" (5.94mm) long eyelet catalog no. catalog no. catalog no. 6/6 50-6h-10 50-6s-10 50-6h-20 10/10 50-10h-10 50-10s-10 50-10h-20 12/12 50-12r-10 50-12s-10 50-12h-20 15/15 50-15h-10 50-15s-10 50-15h-20 18/18 50-18h-10 50-18s-10 50-18h-20 20/20 50-20c-10 50-20s-10 50-20a-20 22/22 50-22h-10 50-22s-10 50-22h-20 25/25 50-25h-10 50-25s-10 50-25h-20




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 50-30H-30 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























