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		  Datasheet File OCR Text:


		  slot sbc & passive backplanes features PCE-7127   ? lga1155 intel ?  xeon ? /core?i3/pentium processors    ? dual channel (ecc) ddr3 1333/1600 up to 16 gb    ? supports usb3.0, sata3.0, sw raid 0, 1, 5, 10,and tpm 1.2 (optional)   ? out-of-band remote management with iamt8.0 and ipmi (optional)   ? supports embedded software apis and utilities specifcations processor system cpu xeon e3-1275v2/ e3-1225v2 xeon    e3-1275/1225 core i3-32xx   core i3-2120 pentium g21xx pentium g850 celeron g540 base frequency  3.5/ 3.2 ghz 3.4/ 3.1 ghz 3.3 ghz 3.3 ghz 3.1 ghz 2.9 ghz 2.5 ghz l3 cache  8/ 8 mb 8/ 6 mb 3 mb 3 mb 3 mb 3 mb 2mb sku/chipset intel c216 bios ami 64mbit spi flash bus pci-express one x16 or two x8, plus four x1 to backplane gen. 2.0 pci four 32-bit 33 mhz pci masters to backplane memory technology dual channel(ecc) ddr3 1333/1600  *note: ecc supported on intel xeon/i3/pentium processors when paired with intel c216 pch max. cap. 16 gb (8 gb per dimm) socket ddr3 240-pin dimm x 2 graphics controller chipset integrated intel hd graphics vram shared system memory is subject to os video output 15 pin vga d-sub connector x1/dvi-d connector x1 ethernet interface 10/100/1000 mbps controller lan 1: intel 82579lm lan 2: intel 82574l connector with led rj-45 x 2 sata ports/max. transfer rate sata 2.0 x 4 (300 mb/sec) sata 3.0 x 2 (600 mb/sec) raid sw raid 0, 1, 5, 10 i/o interface usb nine usb2.0 (pin-header*4+usb type a*1+ 4 on backplane);  three usb3.0 (pin-header*2+rear*1) serial 2 x rs-232 pin-header  parallel 1 (spp/epp/ecp)   ps/2 1 (y cable for mouse and keyboard is included in the package) watchdog timer output system reset interval programmable 1-255 sec miscellaneous audio intel high defnition audio interface (required an audio extension module p/n: pca-audio-hda1e) environment ambient temperature operating non-operating 0 ~ 60 c(32~140 f);  operating humidity: 40 c @ 85% rh non-condensing -40 ~ 85c and 60 c @ 95% rh non-condensing physical dimensions 338 mm (l) x 122 mm (w) (13.3" x 4.8") rohs compliant 2002/95/ec preliminary lga1155 intel ?  xeon ? /core?i3/pentium shb  ddr3/sata 3.0/usb3.0/dual gbe ecc/non-ecc  ddr3 1333/1600 mhz usb3.0 intel ?  c216 platform  control hub sata3 2/1 4 usb2.0 lpt1 sata2 4/5 usb2.0 type a com2 com1 usb3.0 vga kbms1 kbms2 gpio1 dvi-d pin-header optional lpc1 hd audio1 intel ?  lga1155 core xeon/i7/i5/i3 lan2 lan1 watchdog gpio h/w monitor monitoring utilities: software apis: all product specifications are subject to change without notice  last updated : 30-may-2012    www.datasheet.net/  datasheet pdf - http://www..co.kr/

 www.advantech.com/products online download block diagram PCE-7127 ordering information part number pch memory backplane lan vga dvi com sata ii sata iii usb  2.0 usb  3.0 s/w raid iamt ipmi PCE-7127g2-00a1e c216 ecc/non-ecc pce-5bxx/7bxx* 2 yes yes* 2 4 2 9 3 yes yes optional * note:  1.PCE-7127 supports all advantech pce-5bxx/7bxx backplanes except pce-7b10-04a1e   2. output dvi-d signal only(required dvi-d cable:1700008822)  optional accessories part number description 1960047831n001 PCE-7127 proprietary cpu cooler (2u) pca-audio-hda1e audio extension module 1700008822 dvi-d cable  pca-tpm-00a1e trust platform module compliant tcg 1.2 bracket view PCE-7127g2-00a1e packing list     part number description quantity 1700003194 serial ata hdd data cable x2 1703150102 serial ata hdd power cable x2 1701260305 com + printer ports cable kit x1 1700060202 keyboard and mouse y-cable x1 1700008461 4-port usb cable kit x1 9689000068 jumper package x1 2190000902 warranty card x1 2006512700 startup manual x1 2066512700 utility cd x1 intel lga 1155 sandy / ivy bridge processors  channel a 1 pcie x16 2 pcie x8 gen 3.0 dp 600 mb/s 300 mb/s fdi dmi2 connector a & b ti  sn75dp139 vga d-sub 4 usb2.0 on bp 2 sata 3.0 ports 4 sata 2.0 ports usb 3.0 3 usb3.0 on-board usb 2.0 usb 2.0 5 usb2.0 on-board 300 hd aduio interface pca-audio-hda1e (optional) dvi 64 mbit bios flash   super io nuvoton  nct6776f pcie x1 gen 2.0 g-lan1 :  intel 82579lm panther point  intel c216 platform control  hub pcie x1 gen 2.0 g-lan2 :  intel 82574l 2 rs 232 1 lpt 4 pcie x 1 to  connector a four pcie x 1 gen 2.0 (ecc) ddr3 1333/1600 channel b (ecc) ddr3 1333/1600 4 pci masters to  connector d pci    www.datasheet.net/  datasheet pdf - http://www..co.kr/
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