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		  Datasheet File OCR Text:


		  mx07 e-63 e power connectors  www.molex.com/product/power/mf.htm l 4.20mm (.165") pitch mini-fit jr. ?   receptacle 5557 single row features and benefits  	 low 	profile	design	to	accommodate	height	constraints	  	 fully 	isolated	terminals	to	protect	contacts	from	damage  	 for 	wire-to-wire	or	wire-to-board	applications reference information  packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 tuv	license	no.:	r75142	 mates	with:	5559,	5566	and	5569	single	row	connectors use	with:	5556,	46083	or	45750	terminals	 designed	in:	millimeters	 mechanical  contact	insertion	force:	1.5kg	max.	 contact	retention	to	housing:	3.0kg	min.	 physical  housing:	6/6	nylon,	ul	 94v-2	or	 94v-0	 operating	 temperature:	-40	to	+105?c	 circuits order no. 94v-2 94v-0 	 3* 39-01-403 0 39-01-403 1 4 39-01-404 0 39-01-404 1 5 39-01-405 0 39-01-405 1 *3-circuit	receptacle	designed	for	first-mate/last-break	applications 4.20mm (.165") pitch mini-fit jr. ?   plug 5559 single row, with and    without panel mount ears features and benefits  	 wire-to-wire 	plug	for	panel-mounted	or	free- 	 hanging	applications  	 available 	with	and	without	panel	mounting	ears	  	 positive 	housing	locks	to	mate	with	mini-fit	 jr.	 	 receptacle	  	 fully 	isolated	terminals	to	protect	contacts	 	 from	damage reference information  packaging:	bag	 ul	file	no.:	e29179	 csa	file	no.:	lr19980	 tuv	license	no.:	r75142 mates	with:	5557	single	row	receptacle use	with:	5558,	30490,	46134	or	46012	terminals panel	thickness:	.079	to	2.00mm	(.031	to	0.80") designed	in:	millimeters	 mechanical  contact	insertion	force:	1.5kg	max.	 contact	retention	to	housing:	3.0kg	min.	 physical  housing:	6/6	nylon,	ul	 94v-2	or	 94v-0	 operating	 temperature:	-40	to	+105?c	 circuits order no. panel mount free hanging 94v-2 94v-0 94v-2 94v-0 	 3* 39-01-403 2 39-01-403 3 39-01-403 6 39-01-403 7 4 39-01-404 2 39-01-404 3 39-01-404 6 39-01-404 7 5 39-01-405 2 39-01-405 3 39-01-405 6 39-01-405 7 *3-circuit	plug	designed	for	first-mate/last-break	applications
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