

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						VCO19			TVA1701			225CNQ			SMC36			CUS03			NJL5365K			M12864			2A473K			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				ACT320SMX-412 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		   tel :  0044 (0)118 979 1238       fax :  0044 (0)118 979 1283 email :   info@actcrystals.com parameter symbol specification frequency tolerance (@25c) ? f/fo 10,15,20,30 & 50ppm(std ) stability over temp range tc 5ppm ~ 50ppm (see table 1&2) temp operating range topr 0~+50c ~ -40~+85c ( see table 1& 2) temp storage range tstg -40 ~+85c equivalent series resistance esr see table 1  load capacitance cl 8pf ~ 50pf & series shunt capacitance c0 5pf max drive level dl 10  ? w typ, 100 ? w  max dld2   tel :  0044 (0)118 979 1238       fax :  0044 (0)118 979 1283 email :   info@actcrystals.com tape & reel dimensions (mm) a + 0/- 3 ## reflow material content / rohs issue: 12  c 1f  date: 18-7-2012 iso9001 registered for quotations or further information please contact us at: d 0.1 3 the business centre, molly millars lane, wokingham, berkshire, rg41 2ey, uk in line with our ongoing policy of product evolvement and improvement, the above specification may subject to change without notice htt p: // www.ac t crys t a l s.com   reel 1.5 0.1 60 tape h1 9.5 wwow1lo 0.05 0.1 1.0 2.8 0.1 3.5 act320smx - 4 l1 3.5 2.0 tolerance 8.0 cb 0.2 dimension 4.0 0.5 +1/-0 product packaging product packaging banned  sub sta nce s maximum  concentration  (ppm) maximum  concentration  (ppm) banned  substances maximum  concentration  (ppm) maximum  concentration  (ppm) cadmium &  compounds 2 chlorinated  parafin 55 lead &  compounds 2other  chlorinated  organic  compounds 55 mercury &  compounds 2other  brominated  organic  compounds 55 hex avalent  chromium 2 organic tin  compounds 55 pbb 5 asbestos 5 5 pbde 5 azo  compounds 55 pcb 5 5 formaldehyde 5 5 pcn 5 5 pvc 5 5 100 banned substances content: none detected  (detection limits below)  2 of 3

 example : bn 1  2  0 0 i k g d (#) - pf (320smx-4) (12.000mhz ) (30ppm) (30ppm) (-20+70) (3k reel ) (rohs) e 10 f 15 f fundamental g 20 - pf h 25 g -20+70 i 30 m -40+85 go 8 l 50 jo 9 ko 10 package mo 11 l  = loose oo 12 ( enquire ) c  =1k reels zo 14 std d = 3k reel f 10 po 15 g 15 ro 16 i 20 to 18 j 25 vo 20 k 30 aa 24 o 50 ba 25 da 30 sr sr ` table 1:   available stabilities: table 2: available stabilities for temperature range -40+85c   notes :  1 ) 2 ) 3 ) 4 )   issue: 12 c1f  date: 18-7-2012 tighter aging may be  available please enquire.  leave blank for standard  aging. for quotations or further information please contact us at: iso9001 registered 3 the business centre, molly millars lane, wokingham, berkshire, rg41 2ey, united kingdom http:www.actcrystals.com frequencies below 10.000mhz are prefixed with a "0" (eg: 0900 = 9mhz.whereas  10.000mhz is 1000 ) series : act320smx-4  part numbering code is bn  tighter tolerances and stabilities and other operating temperature ranges may be available.                     act are always happy to consider truly custom specification parts which may require non-standard  specification parameters, specific testing, customer requested aql requirements, non standard  packaging or taping and reeling and custom marking. such devices would normally be allocated a  custom specification part number which is wholly customer specific.                                                                ( eg a 12 00mh t act320smx 4 d i h t b h bn1200c c1122 pf) operating  temperature  range (oc) mode fre q uenc y to 54mhz     1st four  digits of frequency stability over  operating  temperature (oc) tolerance (pm)     @ 25oc a guide to availability of tighter stabilities appears on page one of this data sheet in table 2 exam p les     12.000mhz =1200  54.9999mhz =5499 bn1200ikgrofd-pf    12.00mhz full example part numbe r nb: it is important to  suffix the above  part number with  the full frequency  required to give a  completed part  number as  illustrated below load  capacitance     ( pf or series  resonance) ro (16pf) rohs    comp' f (fund') -40~+85c // 30ppm -20~+70c // 10ppm -40~+85c // 20ppm -20~+70c // 10ppm -40~+85c // 20ppm -20~+70c // 10ppm -40~+85c // 20ppm -20~+70c // 10ppm -40~+85c // 15ppm -20~+70c // 10ppm -40~+85c // 15ppm -20~+70c // 10ppm tightest stability v  temperature  a vailable min  tolerance available max esr frequency range 10ppm 10ppm 10ppm 10ppm 50? 40? 30? 25? 19mhz    fo 
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