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		  Datasheet File OCR Text:


		  05-1 05 features specifications multi-purpose and water-proof panel solutions onboard intel? atom? n270 1.6 ghz processor   ip-67 water-proof sealing enclosure   marine standard test procedure: iec60945 ed.4 compliant   anti-fog design: optical bonding   wide temperature support: -20   ? c ~ 55?c backlight on/off & brightness adjustment     note: iec60945 ed.4 compliant with the conditions: 8.2.1/ 8.2.2/ 8.3/ 8.4.2.6/  8.7/ 8.8 ip-67 15 multi-purpose & water-proof panel pc with intel? atom? n270 processor system processor intel? atom? n270 1.6 ghz processor system memory ddr 2 sodimm x 1, max. 2 gb lcd/crt controller intel? 945gse ethernet 10/100/1000 base-tx, rj-45 connector x 1 (optional) water-proof i/o port rs-232 x 1, rs-232/422/485 x 1, usb2.0 x 2, audio line out  x 1 (optional) solid storage disk sata 2.5 hard disk drive bay (anti-vibration)/ compactflash? (internal) os support windows? xp pro for embedded, windows? xp embedded,  windows? 7 mechanical construction sealed aluminum alloy chassis color silver gray  mounting vesa 100/ 75mm dimension 16.14" x 14.41" x 2.36" (410mm x 366mm x 60mm) carton dimension 20.39 x 18.62 x 8.74 (518mm x 473mm x 222mm) gross weight  22.05 lb (10 kg) net weight 13.2 lb (6 kg) environmental operating temperature -4f ~ 131f (-20c ~ 55c) storage temperature -4f ~ 140f (-20c ~ 60c) storage humidity 10 ~ 90%@35c, non-condensing vibration 3 grms/ 5 ~ 500mhz/ random operation shock 15g peak acceleration (11m sec. duration) / operation safety all sides of ip-65 certificated, iec 60945 ed.4 compliant emc ce/fcc class a power supply dc-dc input, 90w input range: 9 ~30 v dc  lcd display type 15 tft- lcd max. resolution 1024 x 768 max. color 16.7m colors dot size 0.297 x 0.297 luminance (typical) 450 nits  view angle 160(h)/160(v) back light mtbf (hours) 50,000 touchscreen type low reflection analog resistive (fox-151stt) 5-wire, analog resistive (fox-151htt) resolution 2048 x 2048 light transmission > 74% (8-wire analog resistive) > 80% (5-wire analog resistive) lifetime 2 million activations (8-wire analog resistive) 35 million activations (5-wire analog resistive) fox-151 power antenna (optional) com1 com2 lan usb1/2 water-proof connectors  (m12 screw type) sunlight readable touch screen reserved  for wireless  antennas day/ night mode  display button on/off  button

 05-2 dimension unit: mm optional accessories accessories in packing 1700090208 ?	 com (d-sub) cable with waterproof m12 connector (fox series) 1709080251 ?	 two usb y cables with waterproof m12 connector (fox series) m990fox001 ?	 3-pin water-proof cap connector for dc-in or audio line-out port (fox series) p990fox001 ?	 water-proof cap connector for lan port of fox series (rj-45-compliance) fox-151 9761f15001 ?	 wireless lan kits with internal antenna 1757910004 ?	 ac adapter (100w) 1702031802 ?	 ac adapter power cord (us type) 1702031803 ?	 ac adapter power cord (european type) 170203180e ?	 ac adapter power cord (japanese type) ordering information part number  display  type max  resolution luminance view  angle backlight  mtbf (hours) cpu  lan  usb rs-232 rs- 485/422/232 storage  ram display expansion mounting  power  temp. touch other tf-fox- 151st-a1-1011 15" tft- lcd 1024 x 768 450 cd/m 2 160(h),  160(v) 50,000 intel? atom?  n270, 1.6ghz 1 2 1 1 cf kit x 1   sata-hdd kit x 1 1g _ mini pci x 1 vesa 75/100 dc 9~30v -20  c~55  c  ( w/o air ) 5-wire  resistive gbe lan tf-fox- 151ht t-a1-1011 15" tft- lcd 1024 x 768 450 cd/m 2 160(h),  160(v) 50,000 intel? atom?  n270, 1.6ghz 1 2 1 1 cf kit x 1   sata-hdd kit x 1 1g _ mini pci x 1 vesa 75/100 dc 9~30v -20  c~55  c  ( w/o air ) 5-wire  resistive gbe lan,  touch  screen tf-fox- 151stt-a1-1012 15" tft- lcd 1024 x 768 800 cd/m 2 160(h),  140(v) 60,000 intel? atom?  n270, 1.7ghz 1 2 1 1 cf kit x 1   sata-hdd kit x 1 1g _ mini pci x 1 vesa 75/100 dc 9~30v -20  c~55  c  ( w/o air ) 5-wire  resistive gbe lan,  touch  screen packing list usb cable with water proof connector ?	 com cables with water proof connectors ?	 waterproof connector for dcCin (female) ?	 waterproof connector for lan (optional) ?	 waterproof connector for audioCline-out (optional) ?	 easy stand ?	 cd-rom for manual (in pdf format) and drivers ?	 fox-151 ?	




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of TF-FOX-151STT-A1-1012 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























