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		  02-2012, rev. 0212 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  1 signal relays p1 relay v23026  coil data     magnetic system    polarized coil voltage range    3 to 24vdc      other coil voltages on request operative range, iec 61810     see  coil operative range max. coil temperature     85c  thermal resistance      02-2012, rev. 0212 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  2 signal relays p1 relay v23026  (continued) insulation data     initial dielectric strength     between open contacts     500v rms     between contact and coil     1500v rms initial surge withstand voltage         between contact and coil     2500v capacitance    between open contacts     max. 5pf    between contact and coil     max. 6pf  clearance/creepage        between contact and coil     0.75mm    between adjacent contacts     0.75mm rf data    isolation at 100mhz/900mhz     -30.0db/-18.0db  insertion loss at 100mhz/900mhz     -0.12db/-1.9db  voltage standing wave ratio (vswr)       at 100mhz/900mhz    1.06/1.75 other data     material compliance: eu rohs/elv, china rohs, reach, halogen content       refer to the product compliance support center at      www.te.com/customersupport/rohssupportcenter ambient temperature     -40 to +85c  category of environmental protection,      iec 61810  rt iii - immersion cleanable   vibration resistance (functional)     20g, 200 to 2000hz        40g, 10 to 200hz  shock resistance (functional)         iec 60068-2-27  (half sine)     50 g terminal type     pcb terminals and smt terminals  weight     max. 2g  resistance to soldering heat  tht    iec 60068-2-20    265 c/10s  resistance to soldering heat smt    iec 60068-2-58    see refow profle   moisture sensitive level, jedec j-std-020d   msl3  washing     not recommended   ultrasonic cleaning    possible packaging unit    tht     2000 pcs.    smt     2400 pcs. coil data  (continued) coil versions, tht and smt, bistable 2 coils         coil  rated  set  reset  coil  rated coil    code  voltage voltage voltage  resistance   power     vdc vdc vdc  ? 10%   mw  106  3  2.25  2.25  130  69   101  5  3.75  3.75  390  64   105  9  6.75  6.75  1200  68   102  12  9.00  9.00  1500  96     24 1)      all fgures are given for coil without pre-energization, at ambient temperature +23c. coils i and ii are identical. 1)  a nominal voltage of 24vdc is feasible with a 12vdc coil with a series resistor (1500?) coil data  (continued) coil versions, tht, bistable 1 coil         coil  rated  set  reset  coil  rated coil    code  voltage voltage voltage  resistance   power     vdc vdc vdc  ? 10%   mw  056  3  2.25  -2.25  300  30   051  5  3.75  -3.75  740  34   057  9  6.75  -6.75  2160  38   052  12  9.00  -9.00  4500  32   054  24  18.00  -18.00  4500  128  coil data  (continued) coil versions, smt, bistable 1 coil        coil  rated  set  reset  coil  rated coil    code  voltage voltage voltage  resistance   power     vdc vdc vdc  ? 10%   mw  051  5  3.75  -3.75  740  34   052  12  9.00  -9.00  4500  32    a nominal voltage of 24v is feasible with a 12v coil with a series resitor (4500?) other coil voltages on request    all fgures are given for coil without pre-energization, at ambient temperature +23c. coils i and ii are identical. coil operative range, bistable u max   upper limit of the operative range of the coil voltage (limiting voltage) when coils are  continuously energized. u op min   lower limit of the operative range of the coil voltage (reliable operate voltage). u rel min   lower limit of the operative range of the coil voltage (reliable release voltage). 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   5 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom c oil oper a ting range u nom    =   nominal coil voltage u max.    =  upper limit of the operative range of       the coil voltage (limiting voltage)        when coils are continously energized u op. min.    =  lower limit of the operative range of        the coil voltage (reliable operate        voltage) u rel. min.    =  lower limit of the operative range of        the coil voltage (reliable release        voltage) u max.  at 0 a u max.  at - 1 a u nom.  nominal coil voltage u op. min. u rel. min. ambient temperature [c] coil voltage [u/u nom ] u max.  at 0 a 65 mw 130 mw ambient temperature [c] coil voltage [u/u nom ] u nom.  nominal coil voltage u max.  -  100 % coil duty at 0 a 65 mw latching 32 mw latching u max.  -  5 % coil duty at 1 a u max.  -  5 % coil duty at  0 a  u set min.   axicom

 02-2012, rev. 0212 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  3 tht version 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   4 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom dimensions   dimensions in mm tht v ersion mounting hole la y out v iew onto the component side of the pcb (top view) t erminal as signment relay C top view contact release or reset condition, coil polarity to set the relay non-la t ching type not energized condition la t ching type , 1 c oil reset condition la t ching type , 2 c oils reset condition contacts are shown in  reset condition. both  coils can be used either  as set or reset coil. tht v23026-x1xxx-b201 smt v23026-x1xxx-b201 mm inch mm inch l w h   13.00    0.10   7.60    0.10   6.90 C   0.20   0.512   0.004   0.299    0.004   0.272 C   0.008   13.40    0.10   7.75    0.10   8.00 C   0.20   0.528    0.004   0.305    0.004   0.315 C   0.008 t t1 t2 s s1 s2   3.50 C   0.20 n/a   5.08    0.15   0.30    0.10 n/a n/a   0.138 C   0.008 n/a   0.200    0.006   0.012    0.004 n/a n/a n/a   10.90 C   0.50   5.08    0.15 n/a   0.85    0.10   0.20 C   0.15 n/a   0.429 C   0.020   0.200    0.006 n/a   0.033    0.004   0.008 C   0.006 smt v ersion solder pad la y out v iew onto the component side of the pcb (top view) 13.00.1 7.600.1 5.080.15 0.30.1 6.9-0.2 3.5-0.2 0.850.1 0.2-0.15 13.40.1 7.750.1 10.9-0.5 5.080.15 8.0-0.2 5.08 5.08 pcb layout  top view on component side of pcb dimensions 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   4 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom dimensions   dimensions in mm tht v ersion mounting hole la y out v iew onto the component side of the pcb (top view) t erminal as signment relay C top view contact release or reset condition, coil polarity to set the relay non-la t ching type not energized condition la t ching type , 1 c oil reset condition la t ching type , 2 c oils reset condition contacts are shown in  reset condition. both  coils can be used either  as set or reset coil. tht v23026-x1xxx-b201 smt v23026-x1xxx-b201 mm inch mm inch l w h   13.00    0.10   7.60    0.10   6.90 C   0.20   0.512   0.004   0.299    0.004   0.272 C   0.008   13.40    0.10   7.75    0.10   8.00 C   0.20   0.528    0.004   0.305    0.004   0.315 C   0.008 t t1 t2 s s1 s2   3.50 C   0.20 n/a   5.08    0.15   0.30    0.10 n/a n/a   0.138 C   0.008 n/a   0.200    0.006   0.012    0.004 n/a n/a n/a   10.90 C   0.50   5.08    0.15 n/a   0.85    0.10   0.20 C   0.15 n/a   0.429 C   0.020   0.200    0.006 n/a   0.033    0.004   0.008 C   0.006 smt v ersion solder pad la y out v iew onto the component side of the pcb (top view) 13.00.1 7.600.1 5.080.15 0.30.1 6.9-0.2 3.5-0.2 0.850.1 0.2-0.15 13.40.1 7.750.1 10.9-0.5 5.080.15 8.0-0.2 5.08 5.08 smt version 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   4 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom dimensions   dimensions in mm tht v ersion mounting hole la y out v iew onto the component side of the pcb (top view) t erminal as signment relay C top view contact release or reset condition, coil polarity to set the relay non-la t ching type not energized condition la t ching type , 1 c oil reset condition la t ching type , 2 c oils reset condition contacts are shown in  reset condition. both  coils can be used either  as set or reset coil. tht v23026-x1xxx-b201 smt v23026-x1xxx-b201 mm inch mm inch l w h   13.00    0.10   7.60    0.10   6.90 C   0.20   0.512   0.004   0.299    0.004   0.272 C   0.008   13.40    0.10   7.75    0.10   8.00 C   0.20   0.528    0.004   0.305    0.004   0.315 C   0.008 t t1 t2 s s1 s2   3.50 C   0.20 n/a   5.08    0.15   0.30    0.10 n/a n/a   0.138 C   0.008 n/a   0.200    0.006   0.012    0.004 n/a n/a n/a   10.90 C   0.50   5.08    0.15 n/a   0.85    0.10   0.20 C   0.15 n/a   0.429 C   0.020   0.200    0.006 n/a   0.033    0.004   0.008 C   0.006 smt v ersion solder pad la y out v iew onto the component side of the pcb (top view) 13.00.1 7.600.1 5.080.15 0.30.1 6.9-0.2 3.5-0.2 0.850.1 0.2-0.15 13.40.1 7.750.1 10.9-0.5 5.080.15 8.0-0.2 5.08 5.08 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   4 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom dimensions   dimensions in mm tht v ersion mounting hole la y out v iew onto the component side of the pcb (top view) t erminal as signment relay C top view contact release or reset condition, coil polarity to set the relay non-la t ching type not energized condition la t ching type , 1 c oil reset condition la t ching type , 2 c oils reset condition contacts are shown in  reset condition. both  coils can be used either  as set or reset coil. tht v23026-x1xxx-b201 smt v23026-x1xxx-b201 mm inch mm inch l w h   13.00    0.10   7.60    0.10   6.90 C   0.20   0.512   0.004   0.299    0.004   0.272 C   0.008   13.40    0.10   7.75    0.10   8.00 C   0.20   0.528    0.004   0.305    0.004   0.315 C   0.008 t t1 t2 s s1 s2   3.50 C   0.20 n/a   5.08    0.15   0.30    0.10 n/a n/a   0.138 C   0.008 n/a   0.200    0.006   0.012    0.004 n/a n/a n/a   10.90 C   0.50   5.08    0.15 n/a   0.85    0.10   0.20 C   0.15 n/a   0.429 C   0.020   0.200    0.006 n/a   0.033    0.004   0.008 C   0.006 smt v ersion solder pad la y out v iew onto the component side of the pcb (top view) 13.00.1 7.600.1 5.080.15 0.30.1 6.9-0.2 3.5-0.2 0.850.1 0.2-0.15 13.40.1 7.750.1 10.9-0.5 5.080.15 8.0-0.2 5.08 5.08 tht version smt version monostable version rest condition 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   4 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom dimensions   dimensions in mm tht v ersion mounting hole la y out v iew onto the component side of the pcb (top view) t erminal as signment relay C top view contact release or reset condition, coil polarity to set the relay non-la t ching type not energized condition la t ching type , 1 c oil reset condition la t ching type , 2 c oils reset condition contacts are shown in  reset condition. both  coils can be used either  as set or reset coil. tht v23026-x1xxx-b201 smt v23026-x1xxx-b201 mm inch mm inch l w h   13.00    0.10   7.60    0.10   6.90 C   0.20   0.512   0.004   0.299    0.004   0.272 C   0.008   13.40    0.10   7.75    0.10   8.00 C   0.20   0.528    0.004   0.305    0.004   0.315 C   0.008 t t1 t2 s s1 s2   3.50 C   0.20 n/a   5.08    0.15   0.30    0.10 n/a n/a   0.138 C   0.008 n/a   0.200    0.006   0.012    0.004 n/a n/a n/a   10.90 C   0.50   5.08    0.15 n/a   0.85    0.10   0.20 C   0.15 n/a   0.429 C   0.020   0.200    0.006 n/a   0.033    0.004   0.008 C   0.006 smt v ersion solder pad la y out v iew onto the component side of the pcb (top view) 13.00.1 7.600.1 5.080.15 0.30.1 6.9-0.2 3.5-0.2 0.850.1 0.2-0.15 13.40.1 7.750.1 10.9-0.5 5.080.15 8.0-0.2 5.08 5.08 terminal assignment bistable version, 1 coil reset condition 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   4 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom dimensions   dimensions in mm tht v ersion mounting hole la y out v iew onto the component side of the pcb (top view) t erminal as signment relay C top view contact release or reset condition, coil polarity to set the relay non-la t ching type not energized condition la t ching type , 1 c oil reset condition la t ching type , 2 c oils reset condition contacts are shown in  reset condition. both  coils can be used either  as set or reset coil. tht v23026-x1xxx-b201 smt v23026-x1xxx-b201 mm inch mm inch l w h   13.00    0.10   7.60    0.10   6.90 C   0.20   0.512   0.004   0.299    0.004   0.272 C   0.008   13.40    0.10   7.75    0.10   8.00 C   0.20   0.528    0.004   0.305    0.004   0.315 C   0.008 t t1 t2 s s1 s2   3.50 C   0.20 n/a   5.08    0.15   0.30    0.10 n/a n/a   0.138 C   0.008 n/a   0.200    0.006   0.012    0.004 n/a n/a n/a   10.90 C   0.50   5.08    0.15 n/a   0.85    0.10   0.20 C   0.15 n/a   0.429 C   0.020   0.200    0.006 n/a   0.033    0.004   0.008 C   0.006 smt v ersion solder pad la y out v iew onto the component side of the pcb (top view) 13.00.1 7.600.1 5.080.15 0.30.1 6.9-0.2 3.5-0.2 0.850.1 0.2-0.15 13.40.1 7.750.1 10.9-0.5 5.080.15 8.0-0.2 5.08 5.08 bistable version, 2 coils reset condition 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   4 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom dimensions   dimensions in mm tht v ersion mounting hole la y out v iew onto the component side of the pcb (top view) t erminal as signment relay C top view contact release or reset condition, coil polarity to set the relay non-la t ching type not energized condition la t ching type , 1 c oil reset condition la t ching type , 2 c oils reset condition contacts are shown in  reset condition. both  coils can be used either  as set or reset coil. tht v23026-x1xxx-b201 smt v23026-x1xxx-b201 mm inch mm inch l w h   13.00    0.10   7.60    0.10   6.90 C   0.20   0.512   0.004   0.299    0.004   0.272 C   0.008   13.40    0.10   7.75    0.10   8.00 C   0.20   0.528    0.004   0.305    0.004   0.315 C   0.008 t t1 t2 s s1 s2   3.50 C   0.20 n/a   5.08    0.15   0.30    0.10 n/a n/a   0.138 C   0.008 n/a   0.200    0.006   0.012    0.004 n/a n/a n/a   10.90 C   0.50   5.08    0.15 n/a   0.85    0.10   0.20 C   0.15 n/a   0.429 C   0.020   0.200    0.006 n/a   0.033    0.004   0.008 C   0.006 smt v ersion solder pad la y out v iew onto the component side of the pcb (top view) 13.00.1 7.600.1 5.080.15 0.30.1 6.9-0.2 3.5-0.2 0.850.1 0.2-0.15 13.40.1 7.750.1 10.9-0.5 5.080.15 8.0-0.2 5.08 5.08 contacts are shown in reset  condition. both coils can be used  either as set or reset coil. contact position might change  during transportation and must be  reset before use.   axicom

 02-2012, rev. 0212 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  4 signal relays p1 relay v23026  (continued) recommended soldering conditions processing 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   9 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom soldering conditions according iec 60058-2-58 and   ipc/jedec j-std-020b  infrared soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) infrared soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) r ec ommended soldering c onditions r esis tanc e t o soldering hea t - r eo w pr ole r ec ommended r eo w soldering pr ole v apor phase soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) 240 c 180 c 130 c 100 c 20 - 40 sec full line: typical dotted line: process limits forced cooling temperature c temperature c time (s) temperature c time (s) 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   9 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom soldering conditions according iec 60058-2-58 and   ipc/jedec j-std-020b  infrared soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) infrared soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) r ec ommended soldering c onditions r esis tanc e t o soldering hea t - r eo w pr ole r ec ommended r eo w soldering pr ole v apor phase soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) 240 c 180 c 130 c 100 c 20 - 40 sec full line: typical dotted line: process limits forced cooling temperature c temperature c time (s) temperature c time (s) 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   9 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom soldering conditions according iec 60058-2-58 and   ipc/jedec j-std-020b  infrared soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) infrared soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) r ec ommended soldering c onditions r esis tanc e t o soldering hea t - r eo w pr ole r ec ommended r eo w soldering pr ole v apor phase soldering:   t emperature/ t ime pro?le   (lead and housing peak   t emperature) 240 c 180 c 130 c 100 c 20 - 40 sec full line: typical dotted line: process limits forced cooling temperature c temperature c time (s) temperature c time (s) soldering conditions according iec 60058-2-58 and ipc/jedec j-std-020b resistance to soldering heat - refow profle recommended refow soldering profle vapor phase soldering:  temperature/time profle (lead  and housing peak temperature) infrared soldering: temperature/ time profle (lead and housing  peak temperature) packing 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   10 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom p acking   dimensions in mm 11.60.2 13.80.2 t ube for  tht  version   40 relays per tube   2000 relays per box t ape and reel for sm t  version   480 relays per reel   2400 per box r eel dimension tube for tht version 40 relays per tube, 2000 relays per box 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   10 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom p acking   dimensions in mm 11.60.2 13.80.2 t ube for  tht  version   40 relays per tube   2000 relays per box t ape and reel for sm t  version   480 relays per reel   2400 per box r eel dimension tape and reel for smt version 480 relays per reel, 2400 relays per box reel dimensions 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   10 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom p acking   dimensions in mm 11.60.2 13.80.2 t ube for  tht  version   40 relays per tube   2000 relays per box t ape and reel for sm t  version   480 relays per reel   2400 per box r eel dimension 108-98009 re v . e all speci?cations subject to change. consult   t yco electronics for latest speci?cations.   10 of 12 t elecom-, signal and rf relays p1 v230 26 r ela y axicom p acking   dimensions in mm 11.60.2 13.80.2 t ube for  tht  version   40 relays per tube   2000 relays per box t ape and reel for sm t  version   480 relays per reel   2400 per box r eel dimension   axicom

 02-2012, rev. 0212 www.te.com ? 2011 tyco electronics corporation, a te connectivity ltd. company datasheets and product specifcation    according to iec 61810-1 and to be used  only together with the defnitions section. datasheets and product data is subject to the  terms of the disclaimer and all chapters of  the defnitions section, available at   http://relays.te.com/definitions   datasheets, product data, defnitions sec - tion, application notes and all specifcations  are subject to change.  5 signal relays p1 relay v23026  (continued) product code structure   typical product code   v23026 a1  002  b201 type   v23026  p1 series signal relay version   a1  tht, monostable   d1  smt, monostable   b1  tht, bistable (latching), 2 coils   e1  smt, bistable (latching), 2 coils   c1  tht, bistable (latching), 1 coil   f1  smt, bistable (latching), 1 coil coil     coil code: please refer to coil versions table contacts   b201  1 form c, 1 co   product code   version   coil  coil voltage  part number   v23026a1006b201  tht version  monostable  3vdc  1-1393774-7  v23026a1001b201      5vdc  1393774-1  v23026a1005b201      9vdc  1-1393774-5  v23026a1002b201      12vdc  1393774-8  v23026a1004b201      24vdc  1-1393774-2   v23026b1106b201    bistable, 2 coils  3vdc  1393775-3  v23026b1101b201      5vdc  3-1393774-4  v23026b1105b201      9vdc  1393775-2  v23026b1102b201      12vdc  3-1393774-5  v23026c1056b201      3vdc  2-1393774-6  v23026c1051b201      5vdc  2-1393774-0  v23026c1057b201      9vdc  2-1393774-7  v23026c1052b201      12vdc  2-1393774-1  v23026c1054b201      24vdc  2-1393774-4   v23026d1026b201  smt version  monostable  3vdc  1393776-8  v23026d1021b201      5vdc  1393776-3  v23026d1025b201      9vdc  1422015-9  v23026d1022b201      12vdc  1393776-4  v23026d1024b201      24vdc  1393776-7   v23026e1106b201    bistable, 2 coils  3vdc  1393777-3  v23026e1101b201      5vdc  1422015-6  v23026e1105b201      9vdc  1393777-2  v23026e1102b201      12vdc  1393776-9  v23026f1051b201      9vdc  1422015-8  v23026f1052b201      12vdc  4-1393774-3   axicom
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