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		  Datasheet File OCR Text:


		  m/a-com division of amp incorporated   n   north america:  tel. (800) 366-2266, fax (800) 618-8883   n asia/paci?:  tel. +85 2 2111 8088, fax +85 2 2111 8087 n   europe:  tel. +44 (1344) 869 595, fax +44 (1344) 300 020 www.macom.com amp and connecting at a higher level are trademarks. speci?ations subject to change without notice. 4-13 fixed coaxial attenuators 5 & 10 watt 2082 series v2.00 features low vswr dc - 18.0 ghz operation flat attenuation response precision sma connectors no hazardous beryllium oxide n custom capability description m/a-com introduces its new 5 and 10 watt sma attenuators. these units have been designed for use where stable, broadband, medium power units are required.  they feature stainless steel connectors and black anodized aluminum heat sink bodies. standard connector con?uration is plug-jack. contact the factory for part numbers and specications on plug-plug and jack-jack con?urations. 5 watt sma l l l l l l 5 watt 10 watt frequency attenuation range (ghz) (db) part number 3.0 0.30 2082-6524-03 6.0 0.30 2082-6524-06 10.0 0.50 2082-6524-10 20.0 0.75 2082-6524-20 30.0 0.75 2082-6524-30 power (avg.): 5 watts cw (25?)* (peak): 500 watts max. temperature range -55 to 125? weight 0.5 oz. (14g) max. vswr dc to 4 ghz 1.15 4 to 12.4 ghz 1.25 12.4 to 18 ghz 1.35 dc - 18.0 10 watt sma frequency attenuation range (ghz) (db) part number 3.0 0.30 2082-6502-03 6.0 0.30 2082-6502-06 10.0 0.50 2082-6502-10 20.0 0.75 2082-6502-20 power (avg.): 10 watts cw (25?)* (peak): 500 watts max. temperature range -55 to 125? weight 1.0 oz. (28g) max. vswr dc to 8 ghz 1.20 8 to 12.4 ghz 1.30 12.4 to 18 ghz 1.40 * power derates linearly to 10% at 125?. dc - 18.0   
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