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		  www.e-switch.com 800.867.2717 2 rohs anti-vandal  switches detector switches dip switches keylock switches navigation switches rocker switches rotary switches slide switches snap action switches tactile switches toggle switches cap options pushbutton switches audio / visual computer peripherals consumer electronics instrumentation telecommunication tactile switches s pecifications p art  n umber  c onfigurator f eatures  & b enefits a pplications  / m arkets TL3210 s eries  t act  s witch specifcations subject to change without notice ?	 illumination	options ?	 tape	&	reel	packaging:	2500	pieces	per	reel ?	 miniature	size:	5.6mm	x	3.5mm ?	 surface	mount	design electrical	rating:  50ma @ 12vdc  life	expectancy: 100,000 cycles contact	resistance:	 500m max.  insulation	resistance: 100 m min. at 100vdc dielectric	strength:	 250vac for 1 min. operating	temperature:  -20c to 70c storage	temperature:  -30c to 80c operating	force: 160 gf +/- 50 gf  travel:  0.2mm +/- 0.1mm contact	arrangement:  spst, normally open tl	 3210 a	 f160 b - blue g - green r - red y  - yellow w - white x - red/green bi-color q - silver series model actuator force led contact	material medical equipment  www.datasheet.co.kr  datasheet pdf - http://www..net/

 www.e-switch.com 800.867.2717 3 anti-vandal  switches detector switches dip switches keylock switches navigation switches rocker switches rotary switches slide switches snap action switches tactile switches toggle switches cap options pushbutton switches tactile switches TL3210 s eries  t act  s witch b ody  d imensions   pcb l ayout s chematic led	specifcations forward	current	 (ma) forward	voltage	 	v	@	20ma luminous		 intensity	(mcd) blue 20ma 3.8 min - 3.3 typ. vdc 80 mcd red 20ma 1.95 typ. - 2.5 max vdc 230 mcd green 20ma 2.1 typ. - 2.5 max vdc 50 mcd yellow 20ma 2.0 typ. - 2.5 max vdc 160 mcd white 20ma 3.3 typ. - 4.0 max. vdc 300 mcd red/green	 bi-color red: 20ma  green: 20ma red: 1.95 typ - 2.5 max vdc  green: 3.3 typ. - 4.1 max. vdc red: 220 mcd  green: 200 mcd  www.datasheet.co.kr  datasheet pdf - http://www..net/
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