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		  Datasheet File OCR Text:


		  SB10-05P no.2154-1/3 applications  high frequency rectification (switching regulators, converters, choppers). features  low forward voltage (v f  max=0.55v).  short reverse recovery time (t rr  max=10ns).  low switching noise.  low leakage current and high reliability due to reliable planar structure. specifications absolute maximum ratings  at ta=25  c parameter symbol conditions ratings unit repetitive peak reverse voltage v rrm 50 v nonrepetitive peak reverse surge voltage v rsm 55 v average output current i o 1a surge forward current i fsm 50hz sine wave, 1 cycle 10 a junction temperature tj --55 to +125  c storage temperature tstg --55 to +125  c electrical characteristics   at ta=25  c ratings parameter symbol conditions min typ max unit reverse voltage v r i r =300  a5 0 v forward voltage v f i f =1a 0.55 v reverse current i r v r =25v 80  a interterminal capacitance c v r =10v, f=1mhz 52 pf reverse recovery time t rr i f =i r =100ma, see spcifaied test circuit 10 ns marking : sa sanyo semiconductors data sheet ordering number : en2154b 90507sb ti im tc-00000880 / 43098ha(kt)/92995gi(koto)/1169ta/6177at,ts specifications of any and all sanyo semiconductor co.,ltd. products described or contained herein stipulate  the performance, characteristics, and functions of the described products in the independent state, and are not  guarantees of the performance, characteristics, and functions of the described products as mounted in the  customer ' s products or equipment. to verify symptoms and states that cannot be evaluated in an independent  device, the customer should always evaluate and test devices mounted in the customer ' s products or  equipment. any and all sanyo semiconductor co.,ltd. products described or contained herein are, with regard to  "standard application", intended for the use as general electronics equipment (home appliances, av equipment,  communication device, office equipment, industrial equipment etc.). the products mentioned herein shall not be  intended for use for any "special application" (medical equipment whose purpose is to sustain life, aerospace  instrument, nuclear control device, burning appliances, transportation machine, traffic signal system, safety  equipment etc.) that shall require extremely high level of reliability and can directly threaten human lives in case  of failure or malfunction of the product or may cause harm to human bodies, nor shall they grant any guarantee  thereof. if you should intend to use our products for applications outside the standard applications of our  customer who is considering such use and/or outside the scope of our intended standard applications, please  consult with us prior to the intended use. if there is no consultation or inquiry before the intended use, our  customer shall be solely responsible for the use. tokyo office tokyo bldg., 1-10, 1 chome, ueno, taito-ku, tokyo, 110-8534 japan SB10-05P schottky barrier diode 50v, 1a rectifier 

 SB10-05P no.2154-2/3 continued from preceding page. ratings parameter symbol conditions min typ max unit thermal resistance rthj-a (1) 300  c / w rthj-a (2) mounted on a ceramic board (250mm 2 ?             ?  ?  ?          1 : anode 2 : cathode 3 : no contact sanyo : pcp 2.5 4.0 1.0 1.5 0.5 0.4 3.0 4.5 1.6 0.4 123 1.5 0.75 top view bottom view forward voltage, v f   --   v forward current, i f   --   a reverse voltage, v r   --   v i r   --  v r reverse current, i r   --   m a i f   --  v f 0 10 0.4 0.6 0.8 1.0 0.2 7 5 3 2 7 5 3 7 5 2 1.0 0.1 1.2 ta=125  c 25  c id00430 0 10 2 5 1.0 2 5 0.1 2 5 0.01 2 5 0.001 5 10 20 30 40 50 60 ta=125  c 100  c 75  c 50  c 25  c id00431

 SB10-05P no.2154-3/3 ps reverse voltage, v r   --   v c  --  v r time, t    --  s surge forward current, i fsm (peak)  --  a i fsm   --  t interminal capacitance, c  --  pf 7 0.01 23 7 0.1 0 52 23 37 1.0 5 12 14 8 4 10 6 2 id00435 1.0 10 2 2 3 5 2 3 5 10 100 7 357 2357 100 f=1mhz id00434 20ms t current waveform 50hz sine wave i s average output current, i o   --   a p f (av)    --  i o average forward power dissipation, p f (av)  --  w peak reverse voltage, v rm   --  v p r (av)    --  v rm average reverse power dissipation, p r (av)  --  mw 0 0 0.2 0.8 1.0 1.4 1.2 0.6 0.4 0.2 0.4 0.6 1.4 1.2 1.0 0.8 id00432 0 0 10 300 400 500 200 100 20 30 60 50 40 id00433 (3) (1) (2) (4) (4) (3) (1) (2) (1)rectangular wav e                                                                                              
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