

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						CXA2089Q			ISF164C			AD736			497407			FOX801B			EL2002			MA723F			N4486			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				AWSZT-600MGD-T Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  |||||||||||||| |  awszt-mgd 7 . 4  x  3 . 4  x   1.8 mm  s md  cer a m i c  r e s o nat o r electrical  characteristics: 7 . 4  x 3 . 4  x 1 . 8   m m features: applications: rohs compliant test condition and test circuit: pb in c er amic (ex empt per rohs 2002/95/ec annex (7)) 3033 2   e s p e ranza ,  r a n c h o   s a n t a   mar g a rita ,   c alif o r n i a   9268 8 t e l  949- 546- 8000   |   f a x  949- 546- 800 1 |  w w w . abra c o n . c o m  revised: 0 7.29.11-f visit www.abracon.com for terms & conditions of sale ? remote controls, microprocessor clocks, mobile phones, dvd & cd-roms, electric  appliances ? consumer electronics ? ir reflow capable ? low cost ? low resonant impedance options & part identification: a wszt -mgd abracon is  cer tified  abracon is  iso9001:2008 cer tified  paramete rs   minimum typical maxim u m   units   notes       z h m   0 0 . 8   - - - - -   0 0 . 2   e g n a r   y c n e u q e r f resonant im pedance (ro)  -----  -----  100   ?   2.00  mhz  -  2 .99  mhz   -----  -----  5 0   3.00  mhz  -  3 . 49  mhz   -----  -----  3 0   3.50  mhz  -  8 . 00  mhz   load  capacitance  for  test  circuit    (c1=c2)  2 4   3 0   3 6   pf        %   5 . 0 +   - - - - -   5 . 0 -   e c n a r e l o t   y c n e u q e r f   c o 5 8 +   o t   c o 5 2 -   %   3 . 0 +     3 . 0 -   y t i l i b a t s   y c n e u q e r f   n i m   1   ,   c d   v   - - - - -   0 5   - - - - -   e g a t l o v   g n i d n a t s h t i w rating  voltage   (1)  d.c.  voltage  -----  -----  6  v    (2)  a.c.  voltage  -----  -----  15  vp-p.  m   - - - - -   - - - - -   0 0 1   e c n a t s i s e r   n o i t a l u s n i ?   10v, 1m in  operation  tem p erature  -25  -----  85  o c         c o   5 8   - - - - -   5 5 -   e r u t a r e p m e t   e g a r o t s aging  rate  (fosc)  (10  y ears)  -0.3  -----  0.3  %    parts  shall  be  measured  under  a  condition  (tem p .: 2015c, hum i d ity:  6520% r.h.)  unless  the  standard    condition (tem p: 25 3c, hu m id- ity: 65 10%  r.h.) is regulated to m e asure                                           awszt -            mgd -    frequenc y  fre que ncy   in  m h z   p a c kag i ng  t:  1000p cs/reel  t4:  4000p cs/reel 

 outline drawing:  reflow profile: |||||||||||||| |  awszt-mgd 7 . 4  x  3 . 4  x   1.8 mm  s md  cer a m i c  r e s o nat o r 7 . 4  x 3 . 4  x 1 . 8   m m rohs compliant pb in c er amic (ex empt per rohs 2002/95/ec annex (7)) 3033 2   e s p e ranza ,  r a n c h o   s a n t a   mar g a rita ,   c alif o r n i a   9268 8 t e l  949- 546- 8000   |   f a x  949- 546- 800 1 |  w w w . abra c o n . c o m  revised: 0 7.29.11-f visit www.abracon.com for terms & conditions of sale a wszt -mgd abracon is  cer tified  abracon is  iso9001:2008 cer tified  recommen d ed land pattern   di m e nsion:  mm 

 tape & reel: |||||||||||||| |  awszt-mgd 7 . 4  x  3 . 4  x   1.8 mm  s md  cer a m i c  r e s o nat o r 7 . 4  x 3 . 4  x 1 . 8   m m rohs compliant pb in c er amic (ex empt per rohs 2002/95/ec annex (7)) 3033 2   e s p e ranza ,  r a n c h o   s a n t a   mar g a rita ,   c alif o r n i a   9268 8 t e l  949- 546- 8000   |   f a x  949- 546- 800 1 |  w w w . abra c o n . c o m  revised: 0 7.29.11-f visit www.abracon.com for terms & conditions of sale a wszt -mgd abracon is  cer tified  abracon is  iso9001:2008 cer tified  caution: reel  q u a n tity  a   b  w  t  pieces  pe r  reel  carrier  ta pe  siz e  1 000   (t)   1 7 9  2   6 0   typ .   1 6 . 4   m i n   2 2 . 4   m ax   1 000   typ .   1 6   4 000   (t4 )   3 3 0  3   8 0   m i n   1 6 . 4   m i n   2 2 . 4   m ax   4 000   typ .   1 6   d i m e nsions:  mm  a   b   c   d   f   ? n   k   t   3 . 8  0 . 2   7 . 8  0 . 2   1 6 . 00 . 2   7 . 5  0 . 1   8 . 0  0 . 1   1 . 5 5  0 . 0 5   2 . 1  0 . 1   0 . 3  0 . 05  t: 1000pcs/reel  t4: 4000pcs/reel  (1) do not apply excess mechanical stress to the component body or terminations. do not attempt to re-form or bend the components as this       will cause damage to the component. (2) this component is not hermetically sealed. do not clean or wash the component. (3) reflow soldering: do not use strong acidity flux, such as flux with chlorine content of greater than 0.2wt% during reflow soldering. (4) do not expose the component to open flame. (5) this specification applies to the functionality of the component as a single unit. (6) shelf life: the warranted shelf life of this product is six months after the delivery date under the conditions of sealed, unopened,       original packaging. (7) storage conditions: if the product is to be stored for a period greater than six months after the delivery date, it is recommended that       customers confirm the solderability and characteristics for the product prior to use. (8) this product is not recommended for use in the following applications: automotive, medical, military, safety, or any other high-reliability,       life dependant applications. contact abracon corporation prior to using this product when in doubt.   a tten t i o n :  a b r aco n   c orpo r ation ? s   p roducts   a r e   c o t s   ?   commer cial-of f-t h e -shelf   p r o d ucts ;   suitab le  for  commer cial,   indust r ial  a nd,  w her e   d e s i gnated,  aut o m otive  applicatio n s .     abraco n ? s   p r odu cts   a r e   not  s pecif ically  des igned  for  m ilitar y ,   a viation,  a e rospace,   lif e -de p e nda n t   m edical  a pplications  or  a n y   a pplication  r e qui r ing  h igh   r eliab ility  w her e   c o mpon e n t   f ailure   could  r e s ult  in  loss  o f   lif e   and/or   p r o p e r t y .   for  app lications  r e qui r i ng  h i gh  r eliab ility   and / or  pre s e n ting  a n   e x t r eme  ope r atin g   environmen t , written cons ent and  author ization  from  a b r acon cor por ation  i s requ i r e d. pleas e   c ontact  abracon  c orporation for m ore   i nformation.
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