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		  Datasheet File OCR Text:


		  r   trompeter products catalog                                                       iso 9001                 registered (800) 982 -2629    fax: (818) 706-1040 15 cable plug 3-lug pl155- wrench crimp 4-lug pl155fl- threaded pl3155- right angle cable plug tool crimp   3-lug plr155ac- 4-lug plr155acfl- threaded plr3155ac- cable plug 3-lug pl155ac- tool crimp 4-lug pl155acfl- threaded pl3155ac- cable jack 3-lug cj150- wrench crimp 4-lug cj150fl- threaded cj3150- cable jack 3-lug cj150ac- tool crimp 4-lug cj150acfl- threaded cj3150ac- subminiature jacks & plugs 150/3150 series trs/ttm bulkhead jack 3-lug bj159- rear mount, wrench crimp 4-lug bj159fl- threaded bj3159- mounting hole:  d4.125 subminiature jacks & plugs... subminiature concentric twinax/triax connectors increase packing density up to 246%.  designed for high density applications where digital, video pair, or baseband "noise free guarded" circuits are required.  the 3-lug, 4-lug, and threaded versions improve mechanical stability and pro- vide "error-free" redundant data bus capability.  the wrench crimp version accommodate cables with other jacket diam- eters up to .215" and the tool crimp versions up to .250". pl155-29 shown pl155ac-207 shown plr3155ac-201 shown bj159-29 shown cj150ac-207 shown cj150-29 shown 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 - refers to cable group table see pages 68-88.   "d" mounting holes see page 45. bulkhead jack 3-lug bj159ac- rear mount, tool crimp 4-lug bj159acfl- mounting hole: d4.125 threaded bj3159ac- 1 1 1 .375 hex nut .375 wrench flats .080 .748 .460 dia max                 .484 dia max over knurl 1.00 1.322 strain relief .933 .484 dia max over knurl 1.317 1.77 max .030  clear, 175  c shrinkable  strain relief shrinkable  sealing sleeve (long) .080 .790 .590 .4375-28unef-2a .375 hex nut .500 hex nut .562 hex .600 dia  strain relief .4375-28unef-2a .500 hex 1.164 .590 .375 hex nut .375 wrench flats .484 dia max .080 .790                      1.289 .34 .030 shrinkable strain relief shrinkable sealing sleeve (long)
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