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		  Datasheet File OCR Text:


		  directional couplers directional couplers [ 138 ] 201 mclean boulevard ? paterson, new jersey 07504 � tel: (973) 881-8800 � fax: (973) 881-8361 e-mail: sales@synergymwave.com � world wide w eb: http://www.synergymwave.com 9.8  + 0.8 10 - 2000  1.0 1.6/2.2 1.7/2.3 2.4/3.0 18/13 22/15 17/13 1.3:1 152 5 sdc-c7 10.5  + 1.0 0.5 - 500  0.7 1.0/1.4 0.8/1.4 1.0/1.6 28/23  25/20 20/15 1.3:1 133 2 sdc-c1 10.5  + 0.5 10 - 500  0.4 0.8/1.2 0.8/1.3 1.0/1.5 33/23 25/20 20/15 1.3:1 133 2 sdc-c2 10.7   +   1.0 800 -1550  1.0 2.0/3.5 2.0/3.5 2.0/3.5 20/10 20/10 20/10 1.5:1 147 4 sdc-m-3 11.0  + 1.0 100  -1000  0.6 1.6/2.0 1.6/2.0 1.6/2.0 20/15 20/15 20/15 1.3:1 147 4 sdc-m-2 11.5  + 0.5 5 - 1000  0.5 1.5/1.8 1.6/1.9 1.7/2.0 25/20 24/18 22/15 1.3:1 133 2 sdc-c3 11.5  + 0.5 850  - 950  0.4  1.6/2.0  1.6/2.0 1.6/2.0  25/20  25/20 25/20 1.2:1 133 2 SDC-C1-1 15.0  + 0.75 40 - 860  0.7 1.0/1.5   ---/--- 1.0/1.5 18/15   ---/--- 18/15 1.35:1 133 2 sdc-c4 20.0   + 1.0 100  - 1000  0.75 0.3/0.6 0.5/0.9 0.9/1.5 35/25 28/20 20/13 1.3:1 147 4 sdc-m-1 21.5  + 1.0 800  - 1000  0.6 0.3/0.5 0.3/0.5 0.3/0.5 22/15 22/15 22/15 1.2:1 133 2 sdc-c5  10.0  + 0.5 30 - 1000  0.6 1.5/1.8 1.5/1.8 1.5/1.8 20/15  20/15 20/15 1.5:1 159 1 scl-4b-75  10.0  + 0.5 30 - 1000  0.6 1.5/1.8 1.5/1.8 1.5/1.8 20/15  20/15 20/15 1.5:1 134j 1 scz-4b-75  10.5  + 0.5 10 - 500  0.4 0.8/1.2 0.8/1.3 1.0/1.5 33/23 25/20 20/15 1.3:1 134j 1 scz-2b 11.5  + 0.5 5  - 1000  0.5 1.5/1.8 1.6/1.9 1.7/2.0 25/20 24/18 22/15 1.3:1 134j 1 scz-3b 11.5  + 0.5 5 - 1000  0.5 1.5/1.8 1.6/1.9 1.7/2.0 25/20 24/18 22/15 1.3:1 159 1 scl-3b 11.5  + 0.5 850 - 950  0.4 1.6/2.0 1.6/2.0 1.6/2.0  25/20  25/20 25/20 1.2:1 134j 1 scz-1-1 15.0  + 0.75 40 - 860  0.7 1.0/1.5   ---/--- 1.0/1.5 18/15   ---/--- 18/15 1.35:1 134j 1 scz-4c 20.0  + 1.0 50 - 750  1.0 0.2/0.5 0.2/0.5 0.2/0.5 20/15 20/15 20/15 1.5:1 159 1 scl-4d-75  20.0  + 1.0 50 - 750  1.0 0.2/0.5 0.2/0.5 0.2/0.5 20/15 20/15 20/15 1.5:1 134j 1 scz-4d-75  20.0   + 1.0 800 - 900  0.4 1.0/1.8 1.0/1.8 1.0/1.8 15/10 15/10 15/10 1.3:1 159 3 scl-6d l eaded  s urface- m ount s urface- m ount power rating (all models) = 1 watt, max    75 ohm models impedance, unless otherwise noted is 50 ohms.        coupling (db) nom coupling flatness (db) frequency range lf-hf (mhz) lb mb ub typ/min typ/min typ/min directivity (db) mainline loss (db) package vswr typ model pin-out (see below) lb mb ub typ/max typ/max typ/max coupling (db) nom coupling flatness (db) frequency range lf-hf (mhz) directivity (db) mainline loss (db) package vswr typ model pin-out (see below) lb mb ub typ/min typ/min typ/min lb mb ub typ/max typ/max typ/max 133 147 159 134j #1 6 1 4   2,5 3 #2 1 2 3 4,5,6 - #3 1 2 5 6,4,3 - #4 1 2 3    - 4 #5 1 2 3 all other in out coupled gnd no conn. pin-out table

 directional couplers directional couplers   �  paterson, new jersey 07504  �  tel: (973) 881-8800  �  fax: (973) 881-8361 e-mail: sales@synergymwave.com  �  world wide w eb: http://www.synergymwave.com 6.0  + 0.5 10 - 100 + 0.25 1.8/2.0 1.8/2.0 1.8/2.0 30/25 30/25 30/25 1.5:1 102 6 kap-201 10.5  + 0.5 1 - 2000 + 1.0 1.2/1.9 1.3/1.9 2.0/2.5 38/25 30/18 22/18 1.3:1 102 6 kbp-2a6*** 10.5  + 0.5 1 - 250 + 0.75 1.1/1.5 ---/--- 1.1/1.5 30/20 ---/--- 30/20 2.0:1 102 6 kbp-2a2  10.5  + 0.5 250 -1000 + 0.6 ---/--- ---/--- 1.6/2.0 ---/--- ---/--- 25/15 1.5:1 102 6 kbp-2a4  11.0  + 0.5 5 - 750 + 0.5 1.1/1.6 1.2/1.7 1.6/1.9 35/30 25/20 25/20 1.25:1 102 6 kbp-2b4 11.0  + 0.75 5 - 1000 + 0.5 1.5/1.8 1.6/1.9 1.7/2.0 40/30 25/20 25.20 1.2:1 102 6 kbp-204 11.5  + 0.5 0.5 - 500 + 0.6 .85/1.3 .65/1.0 .85/1.3 32/15 32/25 22/15 1.2:1 102 6 kbp-2a1 11.5  + 0.5 1 - 500 + 0.6 0.9/1.2 0.8/1.2 1.1/1.3 25/20 25/18 23/15 1.2:1 102 6 kbp-203 15.0  + 0.5 0.01 - 35 + 0.5 0.3/0.6 0.2/0.4 0.3/0.6 38/30 35/25 28/20 1.15:1 102 6 kcp-2b1 15.0  + 0.75 0.5 - 1000 + 0.7 0.8/1.2 0.6/1.2 1.0/1.5 33/25 25/20 18/15 1.35:1 102 6 kcp-204 19.5  + 0.5 1 - 150 + 0.75 .35/0.8 .35/0.8 .35/0.8 25/20 25/20 25/20 2.0:1 102 6 kdp-2b2  19.5  + 0.5 0.2 - 250 + 0.5 0.2/0.5 0.2/0.4 0.3/0.6 40/28 38/25 32/20 1.2:1 102 6 kdp-202 20.0  + 0.5 0.5 - 1000 + 0.8 0.2/0.6 0.4/1.0 1.0/1.7 27/20 20/15 20/15 1.3:1 102 6 kdp-204 20.0  + 1.0 5 - 500 + 0.7 0.2/0.5 0.3/0.8 0.4/1.0 35/25 25/18 20/15 1.3:1 102 6 kdp-203 21.0  + 0.75 25 - 400 + 0.5 0.2/.25   ---/--- .35/0.5 25/20 ---/--- 25/20 1.25:1 102 6 kdp-213* t hrough  h ole  (8 pin r elay  ) lb=lf to 10 lf mb=10 lf to hf/2 ub=hf/2 to hf coupling (db) nom coupling flatness (db) frequency range lf-hf (mhz) directivity (db) mainline loss (db) package vswr typ model pin-out (see below) notes  (through hole models only) : power rating = 1 watt, max * lb = 25 - 50 mhz, mb = 50 - 300 mhz, ub = 300 - 400 mhz      lb mb ub typ/min typ/min typ/min lb mb ub typ/max typ/max typ/max pin-out table case no input output coupled gnd conn #6 1 4 3 2,5,7,8 6 #7 1 2 4  3 - t hrough  h ole  (4-pin m ini  r elay ) 6.0  + 0.5 10 - 100 + 0.25 1.8/2.0 1.8/2.0 1.8/2.0 30/25 30/25 30/25 1.5:1 106 7 kap-301 6.3  + 0.4 10 - 400 + 0.4 2.0/2.4 2.0/2.4 2.0/2.5 36/30 30/25 20/15 1.5:1 106 7 kap-302 10.5  + 0.5 1 - 400 + 0.5 0.8/1.0 0.9/1.2 1.0/1.5 30/23 25/20 20/15 1.4:1 106 7 kbp-313 10.5  + 1.0 0.5 - 500 + 0.7 1.0/1.2 0.8/1.2 1.0/1.3 28/20 25/18 18/15 1.4:1 106 7 kbp-303 11.0  + 0.5 5 - 1000 + 0.6 1.4/1.8 1.5/1.8 1.6/2.0 35/25 25/20 20/15 1.5:1 106 7 kbp-314 20.0  + 1.0 5 - 500 + 0.7 0.2/0.5 0.3/0.8 0.4/1.0 35/25 25/18 20/15 1.3:1 106 7 kdp-303 coupling (db) nom coupling flatness (db) frequency range lf-hf (mhz) directivity (db) mainline loss (db) package vswr typ model pin-out (see below) lb mb ub typ/min typ/min typ/min lb mb ub typ/max typ/max typ/max

 directional couplers directional couplers   �  paterson, new jersey 07504  �  tel: (973) 881-8800  �  fax: (973) 881-8361 e-mail: sales@synergymwave.com  �  world wide w eb: http://www.synergymwave.com 10.0  + 1.0 2 - 100 + 0.5 0.6/0.8 0.7/0.9 0.8/1.0 36/30 38/30 36/30 1.2:1 110 8 kbk-701* 10.5  + 0.5 1 - 2000 + 1.0 1.2/1.9 1.3/1.9 2.0/2.5 38/25 30/18 22/18 1.3:1 110 8 kbk-7a6s*** 10.5  + 0.5 1 - 250 + 0.75 0.7/1.0 0.9/1.2 1.0/1.5 35/25 35/20 25/20 1.2:1 110 8 kbk-7a2b   11.0  + 1.0 5 - 1000 + 1.0 1.8/2.0 1.6/2.0 1.4/2.0 32/25 28/23 26/20 1.4:1 110 8 kbk-704* 11.0  + 0.5 1 - 1000 + 0.5 1.2/1.7 1.2/1.7 1.6/2.0 40/30 25/20 25/20 1.2:1 110 8 kbk-7c4* 11.25  + 0.5 1 - 500 + 0.6 0.6/0.9 0.7/0.9 0.8/1.0 25/20 32/25 25/20 1.3:1 110 8 kbk-703* 11.5  + 0.5 10 - 1000 + 0.75 1.4/1.6 1.4/1.7 1.5/1.7 40/30 35/25 28/23 1.5:1 110 8 kbk-705* 15.0  + 0.5 0.01 - 35 + 0.5 0.3/0.6 0.2/0.4 0.3/0.6 38/30 35/25 28/20 1.15:1 110 8 kck-7c1* 15.0  + 1.0 2 - 100 + 0.5 .25/0.4 .25/0.4 .25/0.4 37/30 35/30 33/28 1.09:1 110 8 kck-701* 15.0  + 1.0 10 - 500 + 0.75 0.6/0.9 0.6/1.0 .75/1.15 33/25 35/25 30/25 1.3:1 110 8 kck-703* 15.0  + 1.0 5 - 1000 + 0.75 0.6/0.9 0.9/1.3 1.2/1.65 30/23 33/23 25/20 1.3:1 110 8 kck-704* 19.5  + 0.5 0.2 - 250 + 0.25 0.2/0.4 0.2/0.4 .22/0.6 40/30 40/25 35/20 1.1:1 110 8 kdk-702* 19.8  + 0.5 1 - 1000 + 1.0 0.3/0.6 .35/0.7 1.2/1.5 35/28 32/25 24/18 1.3:1 110 9 kdk-704* 20.0  + 1.0 0.5 - 120 + 0.5 .15/.20 .18/.23 .21/.25 40/30 35/30 33/30 1.08:1 110 8 kdk-701* 20.0  + 1.0 10 - 500 + 0.8 0.2/0.4 0.2/0.6 0.3/0.8 35/30 35/28 35/25 1.2:1 110 8 kdk-703* 20.0  + 1.0 1 - 1000 + 0.5 0.3/0.6 0.3/0.7 0.9/1.2 35/28 32/25 24/18 1.3:1 110 8 kdk-705* c oaxial  c onnector coupling (db) nom coupling flatness (db) frequency range lf-hf (mhz) directivity (db) mainline loss (db) package vswr typ model pin-out (see below) lb mb ub typ/min typ/min typ/min lb mb ub typ/max typ/max typ/max power rating (all models) = 1 watt, max * select female connector suffix: "s" = sma, "b" = bnc,  "n" = type n, "t" = tnc *** input power = 0.5 watts max. for pin location and package outline drawings, see back pages.       pin-out table case no   input output coupled gnd conn #8312 -- #9231 --
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