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		  Datasheet File OCR Text:


		  technicaldatasheet  f75   airlineplug/jack  74S101-K150    rosenbergerhochfrequenztechnikgmbh&co.kg   tel.:+498684180  page  p.o.box1260d84526tittmoninggermany  fax:+49868418499  www.rosenberger.de   email:info@rosenberger.de  1/2 rf_35/12.04/3.0  alldimensionsareinmm;tolerancesaccordingtoi so2768mh  interface accordingto iec16924;eia550  documents  n/a  materialandplating connector parts  material  plating  centercontact berylliumcopper gold,min.1.27m ,overchemicalnickel outercontact brass gold,min.1.27m,overchemic alnickel couplingnut stainlesssteel passivated    

 technicaldatasheet  f75   airlineplug/jack  74S101-K150    rosenbergerhochfrequenztechnikgmbh&co.kg   tel.:+498684180  page  p.o.box1260d84526tittmoninggermany  fax:+49868418499  www.rosenberger.de   email:info@rosenberger.de  2/2 rf_35/12.04/3.0  electricaldata impedance 75    0.60   frequency 0.1ghzto4ghz returnloss  40db,0.1ghzto3ghz   35db,3ghzto4ghz insertionloss  0.18dbat4ghz centercontactresistance  10.0m   outercontactresistance  1.0m    mechanicaldata matingcycles  500 couplingtesttorque 6.78nm recommendedtorque 1.70nmto2.26nm airlinedimensions: outerdiameter 6.500mm  0.010mm innerdiameter 1.860mm  0.007mm length 150.00mm  0.02mm  environmentaldata temperaturerange 40cto+85c thermalshock iec611691,subclause9.4.4 corrosion iec611691,subclause9.4.6 vibration iec611691,subclause9.3.3 shock iec611691,subclause9.3.14 moistureresistance iec611691,subclause9.4.3   tooling  n/a  suitablecables  n/a  packing standard 1pceinbox weight 78.3g/pce  draft  date  approved  date    rev.  engineering change n umber  name  date  herbert babinger  11/04/05  armin maiwaelder  11/04/05     a00  05-s141  herbert babinger  11/04/05 
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