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		  Datasheet File OCR Text:


		  renco electronics, inc. 595 international place, rockledge, fl 32955-4200 usa  (321) 637-1000 ?toll free engineering hot line 800-645-5828 since 1955 fax: (321) 637-1600  web site:www.rencousa.com  e-mail:sales@rencousa.com    150 all dimensions in inches .440 recommended surface mount pad geometry ?050 x .225 inches? places. .350 .319 renco part number 0.210 .020 .21 + 0.30 inductance measured at 1khz on tegam model 252 the rl-1500 series offers over 45 standard inductive values covering a range of 1.0h to 6.8mh with rated currents of up to 1.8 amps ac.  they are ideal for surface mount assem- blies using vapor phase or infrared soldering. this series uses a nonconductive high volume resistivity, low loss ferrite material. the square shaped encapsulation cover and flat top make this component highly suitable for automated pick and place assembly. all units come packed in magazine tubes for easy load- ing and unloading. rl-1500 surface mount inductors 1.27 (.050) 7.493 (.295) 5.715 (.225) land pattern dimensions in mm (inches) available in bulk and/or 450 piece tape and reel.

 renco electronics, inc. 595 international place, rockledge, fl 32955-4200 usa  (321) 637-1000 ?toll free engineering hot line 800-645-5828 since 1955 fax: (321) 637-1600  web site:www.rencousa.com  e-mail:sales@rencousa.com    151 max. dcr (ohms) 0.012 0.013 0.014 0.015 0.022 0.032 0.034 0.065 0.068 0.073 0.077 0.081 0.103 0.107 0.112 0.125 0.167 0.218 0.308 0.340 0.370 0.409 0.449 0.488 0.961 1.03 1.08 1.19 1.25 1.56 1.80 2.62 2.88 3.83 4.20 4.53 4.79 6.34 7.30 11.22 12.41 16.10 18.35 24.82 25.48 31.83 36.90 ac rated current amps 1.8 1.8 1.8 1.8 1.4 1.2 1.2 0.70 0.70 0.70 0.70 0.70 0.70 0.70 0.70 0.70 0.60 0.50 0.30 0.30 0.30 0.30 0.30 0.30 0.20 0.20 0.20 0.20 0.20 0.15 0.15 0.12 0.12 0.10 0.10 0.10 0.10 0.075 0.075 0.060 0.060 0.060 0.060 0.060 0.030 0.030 0.030 notes: * saturation current for 5% decrease in inductance value. ? saturation current for 10% decrease in inductance value. tolerance for values from 1  h to 10  h are   20%. all other values are   10%. dc saturation current (typical) amps ? (10% l drop) 18.2 0 17.1 0 16.2 0 13.5 0 10.8 0 9.9 0 8.1 0 7.2 0 6.5 0 6.2 0 6.0 0 5.9 0 5.4 0 4.8 0 4.5 0 4.3 0 3.2 0 2.9 0 2.7 0 2.5 0 2.3 0 2.2 0 2.0 0 1.9 0 1.8 0 1.7 0 1.6 0 1.4 0 1.4 0 1.3 0 1.2 0 1.1 0 0.90 0.81 0.70 0.63 0.61 0.56 0.49 0.47 0.43 0.31 0.29 0.28 0.26 0.23 0.21 dc saturation current (typical) amps * (5% l drop) 16.2 0 15.3 0 14.4 0 9.0 0 8.6 0 8.1 0 7.7 0 6.5 0 5.5 0 5.2 0 5.0 0 4.8 0 4.7 0 4.4 0 4.1 0 3.8 0 3.0 0 2.6 0 2.4 0 2.3 0 2.1 0 1.9 0 1.8 0 1.7 0 1.6 0 1.4 0 1.4 0 1.3 0 1.2 0 1.1 0 1.0 0 0.9 0 0.81 0.72 0.58 0.54 0.52 0.49 0.46 0.43 0.38 0.28 0.26 0.25 0.23 0.21 0.19 rl-1500 renco part no. rl-1500-1.0 rl-1500-1.2 rl-1500-1.5 rl-1500-1.8 rl-1500-2.2 rl-1500-2.7 rl-1500-3.3 rl-1500-3.9 rl-1500-4.7 rl-1500-5.6 rl-1500-6.8 rl-1500-8.2 rl-1500-10 rl-1500-12 rl-1500-15 rl-1500-18 rl-1500-22 rl-1500-27 rl-1500-33 rl-1500-39 rl-1500-47 rl-1500-56 rl-1500-68 rl-1500-82 rl-1500-100 rl-1500-120 rl-1500-150 rl-1500-180 rl-1500-220 rl-1500-270 rl-1500-330 rl-1500-390 rl-1500-470 rl-1500-560 rl-1500-680 rl-1500-820 rl-1500-1000 rl-1500-1200 rl-1500-1500 RL-1500-1800 rl-1500-2200 rl-1500-2700 rl-1500-3300 rl-1500-3900 rl-1500-4700 rl-1500-5600 rl-1500-6800 inductance @1khz (  h)  10% 1.0 1.2 1.5 1.8 2.2 2.7 3.3 3.9 4.7 5.6 6.8 8.2 10.0 12.0 15.0 18.0 22.0 27.0 33.0 39.0 47.0 56.0 68.0 82.0 100.0 120.0 150.0 180.0 220.0 270.0 330.0 390.0 470.0 560.0 680.0 820.0 1000.0 1200.0 1500.0 1800.0 2200.0 2700.0 3300.0 3900.0 4700.0 5600.0 6800.0
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