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		  Datasheet File OCR Text:


		  thru udz s 36b 2 00 mw zener diode 3.6  to  36  volts features absolute maximum ratings  symbol parameter rating unit  p d  power dissipation  2 00 mw  t j  junction temperature  1 50   o c t stg   storage temperature range  - 5 5 to +1 50   o c udz s 3.6b 	
 omp onents 20736 marilla  street chatsworth 
 	
 
   

 mcc www. mccsemi .com revision: 1        200 9 / 08 /2 1 tm micro commercial components 1 of 5 compliant.  see ordering information)  do-35 ? very tight tolerance on zener breakdown voltage ?   lead free finish/rohs compliant (note1) ("p"suffix designates  ?   saving space   note:     1.  lead in glass exemption applied, see eu directive annex 5. a b c d d cathode mark dimensions inches mm dim min max min max note a --- .166 --- 4.2 b --- .079 --- 2.00 c --- .020 --- .52 d 1.000 --- 25.40 ---

 udzs3.6b thru udzs36b www. mccsemi .com zener voltage range  1) maximum zener impedance  2) reverse current  1) v z (v)  @  i zt i zt z zt z zk i zk i r v r type  number  min. max. ma  ma a v udzs3.6b 3.60 3.845 5 100 1000 1.0 10 1.0 udzs3.9b 3.89 4.16 5 100 1000 1.0 5 1.0 udzs4.3b 4.17 4.43 5 100 1000 1.0 5 1.0 udzs4.7b 4.55 4.75 5 100 800 0.5 2 1.0 udzs5.1b 4.98 5.20 5 80 500 0.5 2 1.5 udzs5.6b 5.49 5.73 5 60 200 0.5 1 2.5 udzs6.2b 6.06 6.33 5 60 100 0.5 1 3.0 udzs6.8b 6.65 6.93 5 40 60 0.5 0.5 3.5 udzs7.5b 7.28 7.60 5 30 60 0.5 0.5 4.0 udzs8.2b 8.02 8.36 5 30 60 0.5 0.5 5.0 udzs9.1b 8.85 9.23 5 30 60 0.5 0.5 6.0 udzs10b 9.77 10.21 5 30 60 0.5 0.1 7.0 udzs11b 10.76 11.22 5 30 60 0.5 0.1 8.0 udzs12b 11.74 12.24 5 30 80 0.5 0.1 9.0 udzs13b 12.91 13.49 5 37 80 0.5 0.1 10 udzs15b 14.34 14.98 5 42 80 0.5 0.1 11 udzs16b 15.85 16.51 5 50 80 0.5 0.1 12 udzs18b 17.56 18.35 5 65 80 0.5 0.1 13 udzs20b 19.52 20.39 5  85 100 0.5  0.1  15  udzs22b 21.54 22.47 5  100 100 0.5  0.1  17  udzs24b 23.72 24.78 5  120 120 0.5  0.1  19  udzs27b 26.19 27.53 5  150 150 0.5  0.1  21  udzs30b 29.19 30.69 5  200 200 0.5  0.1  23  udzs33b 32.15 33.79 5  250 250 0.5  0.1  25  udzs36b 35.07 36.87 5  300 300 0.5  0.1  27  1)  short duration test pulse used to minimize self-heating effect  2) the zener impedance (z zt ,z zk ) are measure by superimposing a minute alternating current on the regulated current(i z ) electrical characteristics  tj=25  mcc   tm micro commercial components revision: 1                             200 9 / 08 /2 1 2 of 5   

 www. mccsemi .com revision: 1                             200 9 / 08 /2 1 3 of 5 mcc   tm micro commercial components udzs3.6b thru udzs36b characteristics (t j =25  unless otherwise specified) 

 mcc   tm micro commercial components www. mccsemi .com revision: 1                             200 9 / 08 /2 1 4 of 5 udzs3.6b thru udzs36b characteristics (t j =25  unless otherwise specified) 

 mcc revision: 1       200 9 / 08 / 2 1 tm micro commercial components www. mccsemi .com 5 of 5 products are represented on our website, harmless against all damages. ***applications disclaimer*** ***important notice*** aerospace or military applications.  products offer by  micro commercial components corp . are not intended for use in medical, micro commercial components corp . reserve s  the right to make changes without further notice to any product herein to make corrections, modifications , enhancements , improvements , or other changes . micro commercial components corp . does not assume any liability arising out of the application or use of any product described herein; neither does it convey any license under its patent rights ,nor the rights of others . the user of products in such applications shall assume all risks of such use and will agree to hold  micro commercial components corp . and all the companies whose ordering information device packing  (part number)-tp tape&reel; 10kpcs/reel  (part number)-ap  ammo packing;5kpcs/ammobox  (part number)-bp bulk;500pcs/bag
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