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		  Datasheet File OCR Text:


		  fuses / sicherungen 172321 non resettable fuses / nicht r?ckstellende sicherungen www.schurter.com 80 subminiature fuses t ype 172321 quick-acting f kleinstsicherungen t yp 172321 flink f multiple of rated current i n v ielfaches des nennstromes i n pre-arcing time in seconds t s schmelzzeit in sekunden t s standards /  normen nf c 93-435 ?model ha81 approvals /  approbationen lists / listen: gamt1 1 ?i n 2 ?i n 4 ?i n min. max. max. 1 / 16 ?10a 4 h 5 s 30 ms 12 ?15 a 4 h 10 s 60 ms rated current i n  / nennstrom i n n ?i n pre-arcing time/current zeit-strom-charakteristik characteristic (at t a 23 ?) (bei t u 23 ?) t echnical data construction ceramic tube, heat shrinkable sleeve w eight i n  10 a - 0,32 g i n > 10 a - 0,46 g permissible environ- mental temperature ?5 ? / + 85 ? climatic range 55 / 85 / 56 (iec 60068-1 / iec 60068-2) v ibrations nf c 20-706 / iec 60068-2-6: 10-2000 hz / 0,75 mm / 10 cycles shocks nf c 20-727 / iec 60068-2-27/50 g salt mist nf c 20-711 /  iec 60068-2-11/test ka: 96 h electrical endurance 1000 h / i n / 25 ?/240 h / 0,9 i n / 85 ? mounting conditions axial (support type 171338) radial soldering conditions nf c 60-720 / iec 60068-2-20 soldering method wave 260 ? / 3 mm / 10 s soldering iron 350 ? / 6 mm / 3,5 s t echnische daten konstruktion keramikk?rper, transparenter isolierschlauch gewicht i n  10 a - 0,32 g i n > 10 a - 0,46 g zul?ssige umge- bungstemperatur ?5 ? / + 85 ? klimakategorie 55 / 85 / 56 (iec 60068-1 / iec 60068-2) v ibrationsbest?ndigkeit nf c 20-706 / iec 60068-2-6: 10-2000 hz / 0,75 mm / 10 perioden schockbest?ndigkeit nf c 20-727 / iec 60068-2-27/50 g salznebel nf c 20-711 /  iec 60068-2-11/versuch ka: 96 h lebensdauer 1000 h / i n / 25 ?/240 h / 0,9 i n / 85 ? montage-bedingung axial (halter typ 171338) radial l?t-bedingung nf c 60-720 / iec 60068-2-20 l?t-methode wellenbad 260 ? / 3 mm / 10 s l?tkolben 350 ?/ 6 mm / 3,5 s  a = 0,62  for / f?r i n  10 a  a = 0,82  for / f?r i n  12 a 50          75         100

 fuses / sicherungen 172321 non resettable fuses / nicht r?ckstellende sicherungen www.schurter.com 81 order no. / rated current i n breaking capacity / voltage drop / suistained pre-arcing approvals / rated voltage u n / power dissipation / l 2 t / bestell-nr. nennstrom  i n ausschaltverm?gen spannungsfall verlustleistung schmelz l 2 t approba- nennspannung u n at / bei i n at / bei 1  i n at / bei tionen max. max. 10  i n mv mw a 2 s 7010.6300.xx 0,063 ( 1 / 16 )a  / 125 v ac/dc 570 36 1,4 ?10 ? 7010.6310.xx 0,125 ( 1 / 8 )a  / 125 v ac/dc 720 90 4,5 ?10 ?  7010.6320.xx 0,250 ( 1 / 4 )a  / 125 v ac/dc 215 54 1,4 ?10 ?  7010.6330.xx 0,375 ( 3 / 8 )a  / 125 v ac/dc 185 70 2,5 ?10 ?  7010.6340.xx 0,500 ( 1 / 2 )a  / 125 v ac/dc 180 90 1,0 ?10 ?  7010.6350.xx 0,750 ( 3 / 4 )a  / 125 v ac/dc 155 120 2,8 ?10 ?  7010.6360.xx 1 a / 125 v ac/dc 160 160 3,9 ?10 ?  7010.6370.xx 1,5 (1 1 / 2 )a  / 125 v ac/dc 165 250 5,2 ?10 ?  7010.6380.xx 2 a / 125 v ac/dc 160 320 1,3  7010.6390.xx 2,5 (2 1 / 2 )a  / 125 v ac/dc 145 365 1,6  7010.6400.xx 3 a / 125 v ac/dc 140 420 2,4  7010.6410.xx 4 a / 125 v ac/dc 125 500 5,7  7010.6420.xx 5 a / 125 v ac/dc 120 600 8,7  7010.6440.xx 7 a / 125 v ac/dc 110 770 15  7010.6470.xx 10 a / 125 v ac/dc 110 1100 46  7010.6480.xx 12 a /  32 v ac/dc 120 1450 57  7010.6490.xx 15 a /  32 v ac/dc 110 1650 98  7010.6490 .xx packaging index / v erpackungsindex  gamt1 300 a / 125 v ac/dc p.f. / cos   1 l/r = 1 ms 300 a / 32v ac/dc p.f. / cos   1 l/r = 1 ms packaging for types /  v erpackung f?r typen 172321, 172322 order no. / bestell-nr.: 7010.xxxx.xx standard quantities / standardmengen 3 =  100  pcs / st?ck 7 = 1500  pcs / st?ck 9 = 5000  pcs / st?ck box or tape / schachtel oder gurt 1 =  box / schachtel 3 =  t ape / band, l = 53 mm 4 =  t ape / band, l = 73 mm packaging for types /  v erpackung f?r typen 172593, 172844 order no. / bestell-nr.: 7010.xxxx.xx standard quantities / standardmengen 2 =  50  pcs / st?ck 6 = 1000  pcs / st?ck box or tape / schachtel oder gurt 1 =  box / schachtel 4 =  t ape / band, l = 73 mm according to standards /  gem?ss normen: nf c 90.520 / iec 60286-1 dimensions in mm / dimensionen in mm ll1l2 73  2 85  2 90 53  2 65  2 70 63  2 75  2 80 standard quantities / standardmengen d 1000 192 mm 1500 192 mm 5000 360 mm
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