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		  Datasheet File OCR Text:


		  dip sockets 5 energy  way ,  w est  w arwic k, ri 02893 usa t el: 800.424.9850 | 401.823.5200 f ax: 401.823.8723 inf o@adv anced.com | www .adv anced.com ca t16-preview06 re v. 1/06 products shown covered by patents issued and/or pending. specifications subject to change without notice. inch/(mm) 21 rdl318-xxxmg table of models descr iption: closed f r ame led soc k ets (rdl) mater ial: high  t emp . liquid cr ystal p olymer (lcp) inde x: -40c to 260c (-40f to 500f) how to order rdl    3    06   -  370    m        g contact plating terminal plating terminal type body type rohs compliant: rdl - closed frame led number of pins 6 to 20 see options above rohs compliant: g - goldm - matte tin t - tin/lead rohs compliant: g - goldt - tin/lead  dip spacing3 - .300/(7.62mm) standard terminals t ype -370 .126 (3.20)  .300 (7.62) .218 (5.54) .018 dia. (.46) t ype -31 
.300 (7.62) .018 dia. (.46) .185 (4.70)  .218 (5.54) .020 dia. (.51) .170 (4.32)  rdl306-xxxmg .295 (7.49) .200 (5.08) rdl308-xxxmg .395 (10.03) .300 (7.62) rdl310-xxxmg .495 (12.57) .400 (10.16) rdl314-xxxmg .695 (17.65) .600 (15.24) rdl316-xxxmg .795 (20.19) .700 (17.78) .895 (22.73) .800 (20.32) rdl320-xxxmg .995 (25.27) .900 (22.86) p ar t number a b dimensional information a b .300 (7.62) .400 (10.16) .100 typ. (2.54) advanced 68 1014 16 18 20 # of pins xxx denotes ter minal type note: t erminals plated with matte t in are available only with gold plated cont act s. features: ? right angle design allowsreadable position of led on pcb. ? multiple finger contact forreliability . ? t apered entr y for ease of insertion. ? closed bottom sleeve for 100%anti-wicking of solder . specifications: terminals: brass - copper alloy(c36000) astm-b-16 contacts: ber yllium copper (c17200) astm-b-194 plating: g - gold over nickelm - matte t in over nickel t - t in/lead over nickel gold per mil-g-45204matte t in per astm545-97 t in/lead per mil-p-81728 nickel per qq-n-290 closed frame led sockets (light emitting diode)
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