

	
			
			
				

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						384339			FST8280L			91930			HC164M			ISD2575T			CNY75GC			20240			CS843			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				513-0311-001 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 






			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  dialight corporation ? 1501 state route 34 ? farmingdale, nj 07727 ? tel: (732) 919-3119 ? fax: (732) 751-5778 ? www.dialight.com 513 series switches illuminated pushbutton switches & matching panel mount indicators accepts contact part no. cap size circuit fig 513-1601-604 all spdt 1 513-1606-001 5/8" sq. spdt 2 513-1611-001 3/4" sq. spdt 3 513-1701-604 all two circuit 1 513-1706-001 5/8" sq. two circuit 2 513-1711-001 3/4" sq. two circuit 3 momentary, snap action 5 amp-resistive; 2 amp-inductive; 125vac/30vdc momentary action 3 amp; 125vac/30vdc; gold plated contact accepts contact part no. cap size circuit fig 513-0101-604 all spst n.o. 1 513-0106-001 5/8" sq. spst n.o. 2 513-0109-001 3/4" x 1" spst n.o. 4 513-0110-001 3/4" x 1" spst n.o. 5 513-0111-001 3/4" sq. spst n.o. 3 513-0301-604 all two circuit 1 513-0306-001 5/8" sq. two circuit 2 513-0309-001 3/4" x 1" two circuit 4 513-0310-001 3/4" x 1" two circuit 5 513-0311-001 3/4" sq. two circuit 3 alternate action 5 amp-resistive; 2 amp-inductive; 125vac/30vdc accepts contact part no. cap size circuit fig 513-1401-604* all spdt 1 513-1406-001** 5/8" sq. spdt 2 513-1409-001** 3/4" x 1" spdt 4 513-1411-001** 3/4" sq. spdt 3 513-1501-604* all two circuit 1 513-1506-001** 5/8" sq. two circuit 2 513-1511-001** 3/4" sq. two circuit 3 momentary action 5 to 100 ma; 3 to 12vdc; heavy gold plating accepts contact part no. cap size circuit fig 513-0601-604 all two circuit 1 513-0606-001 5/8" sq. two circuit 2 uses: t-1 3/4 midget flange base incandescent lamp fig 1 side view front view mounting hole fig 5 fig 4 fig 3 fig 2 fig. 9  * add 12.7 (.500) to length dimension ** add 13.08 (.515) to length dimension dialight 46.23 [1.820] max 5.94 [.234] 29.57 [1.16] 23.47 [.924] 28.19   .13 [1.110    .005] 22.10   .13 [.870   .005] 46.23 [1.820] max 1.14 [.045] 29.57 [1.16] 23.47 [.924] 28.19   .13 [1.110    .005] 22.10   .13 [.870   .005] 46.23 [1.820] max 1.14 [.045] 23.83 [.938] sq. 22.45   .13 [.883  .005] sq. 46.23 [1.820] max 1.14 [.045] 20.65 [.813] sq. 19.25   13 [.758  .005] sq. 37.28 [1.468] knurled flanged nut 2.39 [.094] x 12.93 [.509] max o.d. 1.96 [.077] 7.16 [.282] 12.70 [.500] 32ns-2a thd. [.501] [.505] dia 27.43 [1.08] max 23.83 [.938] sq. 22.43   .13 [.883   .005] sq. 533 series indicators accepts part no. cap size fig 533-0601 5/8" sq. 6 533-0901 3/4" x 1" 7 533-1001 (w/built-in barrier) 3/4" x 1" 8 533-1101 3/4" sq. 9 20.65 [.813] sq. 19.25   13 [.758  .005] sq. 27.43 [1.08] max fig. 6 29.57 [1.16] 23.47 [.924] 28.19   .13 [1.110    .005] 22.10   .13 [.870   .005] 27.43 [1.08] max fig. 7 29.57 [1.16] 23.47 [.924] 28.19   .13 [1.110    .005] 22.10   .13 [.870   .005] 27.43 [1.08] max fig. 8 rear panel mount base material & finish: base, clear anodized aluminum; bezel, heat resistant black plastic. neon and incandescent lamp information on pages 35 and 36. dimensions in mm [inches] caps ordered separately see page 24. 23
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