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		  Datasheet File OCR Text:


		  ver. 201207  rated current: dc current value when the self-generation of heat rise s to 40  (r eference ambient temperature:25  )  operating temperature range: C40 to +125c ( including self-temperature rise)  test equipment: agilent : e4991a+16092a 1) frequency characteristics(typ.) 2) dc bias characteristics ( typ.) features application characteristic data mobile phones, dsc, dvc, pda etc. for dc-dc converter dimension type dimension [ mm] l w t d 10 1.60.15 0.80.15 0.80.15 0.30.2 description part no. size ( inch/mm) inductance ( uh)@1mhz dc resistance( ? ) rated current ( a) max. CIG10WR27MNC 0603/1608 0.2725% 0.12 25 % 1.30 cig10wr47mnc 0603/1608 0.4720% 0.15 20 % 1.10 cig 10 w1r0mnc 0603/1608 1.020% 0.20 20 % 0.95 cig 10 w1r5mnc 0603/1608 1.520% 0.25 20 % 0.80 cig 10 w2r2mnc 0603/1608 2.220% 0.30 20 % 0.75 cig 10 w3r3mnc 0603/1608 3.320% 0.40 20 % 0.70 cig 10 w4r7mnc 0603/1608 4.720% 0.50 20 % 0.62 multilayer power inductor recommended land pattern cig10w series (1608/ eia 0603)  the smallest multilayer power inductor(1.6mm 0.8 mm)  lower profile (0.8 mm max)  low dc resistance  magnetically shielded structure  free of all rohs-regulated substances

 ver. 201207 ci g 10 w 2 r2 m n c (1) (2) (3) (4) (5) (6) (7) (8) (1) chip inductor (2) power inductor (3) dimension (4) product series ( w:normal type) (5) inductance ( r47:0.47uh, 2 r2:2.2uh) (6) tolerance ( m: 20%) (7) thickness option(n:standard, a:thinner than standard, b:thi cker than standard) (8) packaging(c:paper tape, e:embossed tape)  notice : all specifications are subject to change without previous n otice. please contact with product representatives or engineers to check specificati ons. packaging packaging style quantity(pcs/reel) card board taping 4,000 recommended soldering condition reflow soldering flow soldering product identification
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