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		  Datasheet File OCR Text:


		  category 6 modular plugs 39 series future-proof your premises wiring  applications with  the modular plug  that  achieves true cat 6 performance. true cat 6  performance today. stewarts new category 6 modular plugs meet/exceed the requirements of gigabit ethernet and proposed eia/tia cat 6 applications. technical innovations,  including a patented multi- level contact configuration,  metallic enhancement bars that isolate crosstalk, and porosity-tested, gold plated, electropolished idc contacts ensure the highest levels of performance for all of your cutting edge applications.  terminate with  ease and speed. an enhanced wire manage- ment system, featuring stewarts strain relief  stabilization technology and a longer, easier-to-handle management bar, makes installation a breeze while improving reliability and  performance. a patented staggered straddle mount contact design ensures  reliable termination with stranded and solid conductors. ensure compatibility. stewart cat 6 plugs are  the same size as traditional plugs, making them perfect for stacked and side-by-side applications. theyre also fully compatible with current cat 3, 4, 5, and 5e applica- tions, and theyre designed to accommodate typical  24 gauge solid or stranded cable. plus, you can termi- nate stewart cat 6 plugs with traditional rj-45 crimp tools, saving you money. 

 stewart category 6 modular plugs  for true cat 6 performance, look no further than stewarts new cat 6 modular plugs. as a result of stewarts  participation in the tia tr 42.7.1 subcommittee, weve been able to design a  plug that meets/exceeds  the proposed eia/tia specifications for cat 6 performance. others may claim true cat 6 performance C only stewart achieves it.  innovative technologies put to work  the stewart cat 6 plug achieves superb high-end performance thanks to a number of technological innovations. a patented multi-level contact configu- ration that increases the distance between critical pairs enables our cat 6 plugs to  achieve superior performance and meet  proposed cat 6 values for de-embedded next. metallic enhancement bars provide higher degrees of crosstalk isolation and enhance return loss performance.  unsurpassed reliability  all stewart cat 6 plugs reflect the attention to detail that makes stewart connector your number one choice for reliability and performance. reliability and durability  during mating are ensured by stewarts patented porosity-tested, gold plated, electropolished idc contacts. 2 all dimensions are in inches with metric values in brackets. housing management bar .020 [0.51] .040 [1.02] .022 [0.56] .885 [22.48] .845 [21.46] .460 [11.68]     .240 [6.10] .123 [3.12] .312 [7.92]   .101 [2.57] .290 [7.37] .045 [1.14] .234 [5.94] .040 [1.02] .622 [15.80] .060 [6.60] typical cat 5 plug de-embedded next @ 100 mhz pairs 45 - 12 45 - 36 45 - 78 12 - 36 12 - 78 36 - 78 next (db) -30.0 -35.0 -40.0 -45.0 -50.0 -55.0 -60.0 -65.0 -70.0 -75.0 stewart cat 6 de-embedded plug next @ 100 mhz pairs 45 - 12 -90.0 -80.0 -70.0 -60.0 -50.0 -40.0 -30.0 45 - 36 45 - 78 12 - 36 12 - 78 36 - 78 next (db) the data and information provided by stewart connector systems, inc. ("scs"), contained herein relating to product performance or design models  ("the content"), is believed accurate but is neither  warranted to be error-free nor fit for a particular use. although representative of product manufactured or intended by scs, the content may not reflect perfor- mance actually achieved by such product in a specific application. recipient assumes sole responsibility for determining whether any product is fit for a specific use. in obtaining this content, recipient agrees to limit use of such data and information to its express purpose, and agrees not to disclose content to any third party without prior written consent from scs. for detailed test data, contact stewart connector.

 3 our category 6 plugs feature stewarts patented multi-level  contact configuration that increases the distance between critical pairs, boosting performance. effortless assembly  and termination  stewart innovation doesnt stop with performance. weve significantly improved assembly and termination. a stewart-patented staggered straddle mount contact design ensures reliable  termination of both solid and stranded conductors. an enhanced wire management system, featuring a longer and easier-to-handle  management bar, makes installation a snap and boosts performance. the strain relief  stabilization  system* maintains conductor twists prior to termination for added performance. and theres no need to purchase new tools C plugs are terminated with traditional rj-45 tools.  compatibility is key  stewart cat 6 plugs were built from the ground up to provide superior performance and reliability while maintaining compatibility with the widest array of products and parts. theyre the same size as  traditional rj-45 plugs, and are perfect for both stacked and side-by-side applications. they also accommodate typical 24 gauge stranded and solid cable and insulated conductor sizes up to  .042 inches, and are compatible with industry- standard plug boots. and of course, theyre fully  interoperable with all cat 3, 4, 5, and 5e applications.  exceptional value  because we design and manufacture every plug for reliability, you get a worry- free product that easily satisfies your specific applications. increased reliability equals lower warranty costs and higher customer satisfaction. true cat 6 performance enables your customers to install now, while future- proofing their applications.  * patents pending stewarts enhanced wire management bar features a longer, easier-to-handle design that makes assembly and  termination a snap.  insert conductors into  loadbar. trim all conductors  flush with loadbar edge. terminate. insert loadbar into housing. termination  and assembly that couldnt be easier! 2 3 1

 insilco technologies group www.insilcotechnologies.com escod industries ? signal transformer ? stewart connector ? stewart stamping scs-c6p-8/99 ? copyright 1999 by stewart connector systems, inc., glen rock, pa. all international rights reserved. stewart connector systems, inc. products covered by u.s. patents  or patents pending.  all specifications subject to change without notice. consult factory for latest specifications. stewart connector  systems, inc. insilco technologies group 11118 susquehanna trail south glen rock, pa 17327-9199 tel: 717-235-7512 fax: 717-235-7954 stewart connector  systems gmbh insilco technologies group industriestrasse 20, d-61381 friedrichsdorf, germany tel: +49-6172-9552-0 fax: +49-6172-9552-40 stewart connector  systems gmbh insilco technologies group cumberland house, baxter ave. southend-on-sea essex ss2 6hz, uk tel: +44-1-702-226000 fax: +44-1-702-2266010 stewart connector  systems (japan), inc. insilco technologies group city center bldg. ii 3-1-42, chigasaki-minami tsuzuki-ku, yokohama, 224  japan tel: +81-45-943-5177 fax: +81-45-943-5178 ordering information 39100 category 6 plug, unshielded 39200 category 6 plug, shielded* * consult factory for availability tool information tools are available for field and high volume factory  installations. call stewart connector for tooling options. materials plug housing: ul 94v-0-rated polycarbonate contacts: phosphor bronze contact plating: 50 microinches [1.27 mm]  selective gold plate electrical characteristics current rating: 1.5 a (maximum) @ 25 c voltage rating: 150 vac (maximum) low-level  contact resistance: 15 m  maximum allowable change (using stewart connector jack) dielectric  withstanding voltage: 1000 vrms, 1 min. (60 hz) insulation resistance: 500 m  (minimum) mechanical characteristics plug tolerances  and dimensions: compliant with fcc  requirements environmental characteristics  operating temperature: -40 to 85 c approvals/certifications ul component recognition pending csa certification pending fcc compliant stewart connector systems, inc. is iso 9001 certified www.stewartconnector.com
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